
550

30
0

15
0

600

25
0

60
0

330mm CONCRETE
INFILL CAVITY WALL

CONCRETE LINTELS
UNDER WALL

THICKENING BELOW
WALLS

150 THK PIT SLAB
MESH REF 395 B
MESH REF 193 T

600x250mm STRIP FOOTING
4Y10 BOTTOM REBAR

85mm
SURFACE BED

200mm THK
SUSPENDED SLAB
Y12@200 BOTTOM REBAR
MESH REF 395 TOP

FOUNDATION CONSTRUCTION METHODOLOGY:

1. EXCAVATE PIT AREA AT 1:1 SLOPE
2. EXCAVATE AND CAST PIT SLAB
3. CONSTRUCT RETAINING WALLS
4. BACKFILL BEHIND WALLS IN 150mm COMPACTED LAYERS
5. EXCAVATE AND CAST SURFACE LEVEL STRIP FOOTINGS

MATERIAL NOTES:

1. RIP AND RECOMPACT 150mm BELOW ALL FOOTINGS
2. ALL COMPACTION TO 90% AASHTO
3. FOUNDATIONS TO BE 25 MPa, 40mm COVER
4. SLABS TO BE 25MPa, 30mm COVER
5. SEALANT REQUIRED AT JUNCTION OF PIT SLAB AND RETAINING WALLS, TO ARCHITECT SPEC
6. MESH TO BE LAPPED AT 400mm c/c
7. BRICKFORCE IN BOTTOM 5 LAYERS AND EVERY 4th LAYER THEREAFTER
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NOTE: FOR FOUNDATION SETTING OUT, REFER TO CIVIL AND ARCHITECT DRAWING
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TYPICAL SECTION
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100 THK APRON SLAB
TO FALL 1:200 AWAY

FROM BUILDING

1000

RIP AND RECOMPACT

85

MESH REF 193

4M10 THROUGH BOLTS

10THK SADDLE

LAMINATED BEAM

2NO. OF 100x65x8 L
WITH M10 BOLTS

GMS TUBING

WALL PLATE

32x1.2mm 'eCo' WALL TIE BUILT INTO BRICKWORK

1 no. 75mm NAIL INTO TOP (POSITIONED CENTRALLY)
AND 2 No. PERMFIX NAILS INTO SIDE

CUT END OF STRAP 120mm TO PROVIDE 70mm
EMBEDMENT IN EACH SKIN. SPLAYED ENDS TO
BE CURLED UP IN BEDJOINTS AS INDICATED

32x1.2mm 'eCo' WALL TIE BUILT INTO BRICKWORK

NOTE: HURRICANE STRAPS REQUIRED FOR TIMBER PURLIN TO RAFTER CONNECTION

POST TO BEAM FIXING DETAIL
1:10

WALL TO RAFTER CONNECTION DETAIL
1:10

10Seal 10x10mm with SIKASIL-728NS

WALL  / SLAB

10mm closed cell foam or
compressible softboard
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ISOLATION JOINT (IJ)
1:10
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PRECAST CONCRETE
PANELS WALKWAY PAVING TO

ARCHITECTS SPEC

MASONRY
WALL

BENCHING CONCRETE MIN
DEPTH 50mm

100mm THICK 25MPa MASS
CONCRETE BEDDING

RIP AND RECOMPACT 150mm
LAYER TO 93% OF MODIFIED
AASHTO

TYPICAL SECTION THROUGH WALKWAY CULVERT
1:20
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LAYERWORKS - REFER TO
SPECIFICATIONS 1000
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TYPICAL SECTION THROUGH V-DRAIN
1:10

GROUTED STONE
PITCHING

TYPICAL SECTION THROUGH PITCHING BASIN
1:25
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2000

2000x2000 GROUTED
STONE

BASIN WALLS TO SLOPE
AT APPROX. 1:5

SURROUNDING
GROUND TO BE SHAPED
TO FALL TO BASINS

TYPICAL REINFORCEMENT DETAIL FOR SLAB OPENINGS
1:20
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80D(960mm)

2x Y12 BARS T&B
ALL SIDES PARALLEL
TO SLAB REBAR

2x Y12 BARS T&B
ALL SIDES AT 45° TO
SLAB REBAR

2x Y12 BARS T&B
ALL SIDES AT 45° TO
SLAB REBAR

2x Y12 BARS T&B
ALL SIDES PARALLEL
TO SLAB REBAR
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OPENING

OPENING

PAVERS TO ARCHITECTS
SPECIFICATION

20mm SAND

POLYETHYLENE PLASTIC
SHEET
150mm LAYER RIP AND
RECOMPACT

TYPICAL WALKWAY SECTION
1:20

2000
STANDARD KERB
TYPE B1
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