NOTE: FOR FOUNDATION SETTING OUT, REFER TO CIVIL AND ARCHITECT DRAWING
1 no. 75mm NAIL INTO TOP (POSITIONED CENTRALLY)
AND 2 No. PERMFIX NAILS INTO SIDE

Seal 10x10mm with SIKASIL-728Ns —~ 101~

FOUNDATION CONSTRUCTION METHODOLOGY: MATERIAL NOTES:
1. EXCAVATE PIT AREA AT 1:1 SLOPE 1. RIP AND RECOMPACT 150mm BELOW ALL FOOTINGS ] ‘ .
2. EXCAVATE AND CAST PIT SLAB 2. ALL COMPACTION TO 90% AASHTO 0 %
3. CONSTRUCT RETAINING WALLS 3. FOUNDATIONS TO BE 25 MPa, 40mm COVER ¥ | V7 WALL /5LAB
4. BACKFILL BEHIND WALLS IN 150mm COMPACTED LAYERS 4. SLABS TO BE 25MPa, 30mm COVER Z
5. EXCAVATE AND CAST SURFACE LEVEL STRIP FOOTINGS 5. SEALANT REQUIRED AT JUNCTION OF PIT SLAB AND RETAINING WALLS, TO ARCHITECT SPEC WALL PLATE 10mm closed cell foam or
6. MESH TO BE LAPPED AT 400mm c/c compressible softboard
7. BRICKFORCE IN BOTTOM 5 LAYERS AND EVERY 4th LAYER THEREAFTER
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