0.58mm thick roll-formed GRS corrugations 10,5 with Chromadek 2275
protective coating on 76 x 50mm treated sap purlins at maximum 900
cc's on sisalation 420 insulation printing face up on 50x152mm timber
rafter treated at maximum 1100mm cc's. 114x38mm sap wallplate tied
down to wall with double galvanised wires built six courses

deep @ strands (4) of 4mm into brickwork.

100x50x0,58mm thick cover flashing colour to match roof
sheet pop riveted to the rib of the sheet.

High density plain ungrooved Fibre Cement Fascia boards, size
225 x 12mm thick, fixed to 114 x 38mm support battenfixed
between trusses.Screwed with 12 x 40mm countersunk brass
screws at 900mm centres to support battens with aluminium
H-profile fascia joiner between boards and aluminium H-profile
fascia corner joiners at board ends.

50x152mm timber rafter treated with CCA (Tanalith) chemical

A AN

Sisalation FR405 Light Industrial to be drawn tautly over rafter and
secured to the top and bottom with purlins; overlapped longitudinally by
150mm; all in accordance with the manufacturers
specifications.R-Value: 1.38 .

i\

Brick-on-edge lintel

aluminum window

soldier course cill to be a solid brick cut to
suite and laid to flush with brickwork.

15mm Thick everite or equal and approved fibre cement cills
fixed with standard galvanised lugs screwed to underside of
cill and set into mortar bed all strictly in accordance with
manufacturers recommendations. Cills to have leading edge
and corners sanded down to produce an even chamfer.

3mm thick a.b.e. epoxy floor
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390x190x140mm Breeze Block

code : 15.33.3

50x50mm coved epoxy skirting
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160mm thick reinforced concrete
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1.8mm galv brickforce
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brixeal bitumen waterproofing
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3mm thick a.b.e. epoxy floor —
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PART WALL SECTION THROUGH DOOR

110mm@ black UPVC vent pipes to be 500mm high above the highest part

roof sheeting, closed with 250mm toilet vent to fit 110 mm pipe .

0.58mm thick roll-formed GRS corrugations 10,5 with Chromadek 7275
protective coating on 76 x 50mm treated sap purlins at maximum 900
cc's on sisalation 420 insulation printing face up on 50x152mm timber

rafter treated at maximum 1100mm cc's. 114x38mm sap wallplate tied
down to wall with double galvanised wires built six courses
deep @ strands (4) of 4mm into brickwork.

Sisalation FR405 Light Industrial to be drawn tautly over rafter and
secured to the top and bottom with purlins; overlapped longitudinally by
150mm; all in accordance with the manufacturers
specifications.R-Value: 1.38 .

High density plain ungrooved Fibre Cement Fascia boards, size 225 x 12mm

thick, fixed to 114 x 38mm support battenfixed between trusses.Screwed
with 12 x 40mm countersunk brass screws at 900mm centres to support
battens with aluminium H-profile fascia joiner between boards and

aluminium H-profile fascia corner joiners at board ends.

Soldier course brick lintel

industrial Square profile aluminium 14 seamless gutter, overall size 140 x
150 x 0,9mm thick coated internally and externally with ColourTech G4 in
colour Charcoal including cut and mitred angles covered with a mitre strip
externally, stop ends riveted and all sealed on the inside with Dow Corning
813 silicone sealer, secured to fibre cement fascia with 20 x 3mm

dual-purpose brackets at 600mm centres using aluminium peeled rivets

aluminum window

15mm Thick everite or equal and approved fibre cement cills fixed with
standard galvanised lugs screwed to underside of cill and set into mortar
bed all strictly in accordance with manufacturers recommendations. Cills to
have leading edge and corners sanded down to produce an even chamfer.

Facebrick on edge bedded in mortar and grouted with sand
cement grout, joints ruled as brickwork, set at 30° slope to

project 30mm beyond the Tace of the wall

manhole cover to

engineers detail

50x50mm coved epoxy skirting
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3mm thick a.b.e. epoxy floor
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160mm thick reinforced concrete =
slab to engineer's detail
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20mm smooth cement plaster
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two coats of dura slurry abe
waterproofing slurry to
manufacturer's specifications.
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roof insulation

0.58mm thick GRS corrugations 10,5

beam filling

100x50x0,58mm thick cover flashing
colour to match roof sheet pop riveted
to the rib of the sheet.

timber purlin

225 x 12mm High density plain
ungrooved Fibre Cement Fascia—— ™
boards

38x38mm support fixed at the end
rafter

50x152mm timber rafter treated
with CCA (Tanalith) chemical

1.8mm galv brickforce 5%

bagged and sealed with two coats of
brixeal bitumen waterproofing
coating

TYPICAL ROOF END DETAIL
SCALE 1:10

eSS \\\
\%\
38x38
insulation

fixing batten

225 x 12mm High density
plain ungrooved Fibre
Cement Fascia boards

38x38mm support fixed
at the end rafter

50x152mm timber rafter

FASCIA BOARD SUPPORT ISOMETRIC VIEW

1.8mm galv brickforce

Ell]

bagged and sealed with two coats of

brixeal bitumen waterproofing

coating

Brick-on-edge

lintel

Silicone sealant bead all around frame at

junction with brickwork.

110mm@ black UPVC vent pipes to
be 300mm high above roof sheeting,
closed with 250mm toilet vent to fit

110 mm pipe .

Silicone sealant bead all around frame at
junction with brickwork.

15mm Thick everite or equal and approved fibre
cement cills fixed with standard galvanised lugs

screwed to underside of cill and set into mortar
bed all strictly in accordance with manufacturers
recommendations

B —

dpc

Ell]

weep hole

face brick cill

1.8mm galv brickforce

bagged and sealed with two coats of

brixeal bitumen waterproofing
coating

manhole cover to engineers detail

50x50mm coved epoxy skirting

3mm thick a.b.e. epoxy floor
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0.58mm thick GRS corrugations 10,5

12 x 40mm countersunk brass screws

50x76 mm trimmer batten

50x76 mm timber purlin

275 x 80mm barge board

brick work
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TYPICAL VERGE BARGE DETAIL
scale 1:10
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5x63mm wall plug &
countersunk screw

130x25mm thick rebated
hardwood wall cap

S —— é\ I

plaster §

brickwork

WALL CAPPING DETAIL
SCALE 1:5
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detail [ . .
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PART WALL SECTION THROUGH REAR WINDOW
roof insulation
beam filling
0.5mm (Z275) galvanised vent flashing
mounted suitable for 110mm dia pipe
on a 450 x 450mm square base at 7.5
degree pitch, fixed to the roof sheet
with pop-rivets.
0.58mm thick GRS corrugations 10,5
timber purlin
_———
— -
20 x 3mm dual-purpose brackets at ////
600mm centres _ — ——
— ——— g — ——
—
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Square profile aluminium — —— ———

seamless gutter — __——— _—
225 x 12mm High density plain e
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boards 0
38x38mm support fixed at the end 600
rafter -
50x152mm timber rafter treated l 13 I

with CCA (Tanalith) chemical

wall plate

110mm holderbat aluminum

110mm@ uPVC vent pipe
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