—— 160mm RC WALKWAY

WITH MESH REF 193 TOP & REF 245 BOTTOM

NB: - ALL LEVELS TO BE CONFIRMED ON SITE BEFORE CONSTRUCTION
- ALL DISTANCES TO BE CONFIRMED ON SITE BEFORE CONSTRUCTION

(COVER OPENING ONLY ) RC CONCRETE WALKWAY - REFER TO ARCHITECT'S SITE LAYOUT FOR PARKING RADIUSES
BARRIER KERB (FIGURE 3)
8 150x100mm THICK, 25MPa 25 75 GENERAL NOTES
ZoMIPe ORI E S ToRM I SAST 50| | 1) C4: G6 NATURAL GRAVEL STABILIZED WITH 3% OPC AND
WATER CHANNEL (REFER TO CONCRETE CHANNEL | vy AS ! = ) C4 b
LEVEL INDICATED ON 220 NOTES) WITH MESH REF. 193, INDICATED 2 COMPACTED TO 97% MOD AASHTO.
PAVING & STORM 40mm FROM BOTTOM — ® i 2) ALLLEVELS INDICATE TOP OF CONCRETE LEVELS OR TOP OF PAVING
\| WATERDRAWING 1\ 100 SRS Sl 3) AL DIMENSIONS OF BUILDINGS PER RELEVANT TYPICAL DRAWINGS,
DL e INDICATED WALKWAY F.F.L IS AT HIGHEST POINT WITH 1% SLOPE
\— 1200x300 ROCLA » Sl TG A TOWARDS CHANNELS.
RECTANGULAR PORTAL z | !
CULVERT 12 < ° 15MPa CONCRETE BACKING 4) ALLKERBS TOBEFIG.3
o
\‘; 50mm, 30 MPa CONCRETE BLINDING 2 2822 L’X,ES LOCKING PAVING BLOCKS STORMWATER CHANNELS:
RIP & RE-COMPACT 150mm DEEP J 200mm THICK STABILIZED C4 BASE
SELECTED LAYER COMPACTED TO 93% COMPACTED TO 97% OF MODIFIED AASHTO DENSITY. 1) 1000mm WIDE CONCRETE VEE-CHANNELS AS PER DETAILS.
OF MODIFIED AASHTO DENSITY. (CONSTRUCTED FROM STABILIZED G5 MATERIAL) (CONCRETE CLASS 25/19).
TYPICAL STORMWATER OUTLET A RIP & RE-COMPACT 150mm DEEP 2)  LENGTH OF CHANNELS NOT EXCEEDING 3,0m AND CAST
. SELECTED LAYER COMPACTED TO 95% ALTERNATELY WITH MOVEMENT JOINTS BETWEEN PANELS
SCALE 110 OF MODIFIED AASHTO DENSITY. 3) ALL OULETS TO STORMWATER CHANNELS
SHOULD BE DAYLIGHTED, WHERE APPLICABLE.
4) SIDE SLOPES TO BE SHAPED ACCORDINGLY.
TYPICAL SECTION THROUGH RAFT & TYPICAL BARRIER KERB (FIG. 3) & 5) . MIN. SLOPE = 0.8% AND MAXIMUM OF 3%
— 160mm RC WALKWAY STORM WATER CHANNEL PARKING CROSS SECTION PAVING BLOCKS
WITH MESH REF 193 TOP & REF 245 BOTTOM SCALE 120 -
(COVER OPENING ONLY) SCALE 1:25 1)  GREY 60mm INTERLOCKING CONCRETE PAVING
BLOCKS SHALL BE USED.
3 2) JOINT WIDTHS SHALL BE AS UNIFORM AS POSSIBLE AND
AVERAGE 3mm OVER 20 PAVERS.
3) A 1:6 DRY CEMENT/SAND MIX SHALL BE SPREAD OVER
THE PAVING BLOCKS, BRUSHED AND THEN VIBRATED FOR JOINTING
AND MOISTURE CONTROL.
4) ANY SPACE, OF WHICH THE SIZE IS LESS THAN 25% OF
THE SIZE OF AN UNBROKEN BLOCK OR BRICK, SHALL BE
FILLED WITH 35MPa CONCRETE.
5) THE CONTRACTOR SHALL ARRANGE FOR THE TESTING
OF PAVING BLOCK UNITS AS SPECIFIED BY THE ENGINEER AT
AN APPROVED LABORATORY.
\ CONCRETE INFILL CLASS 15/19
2004600 ROCLA 150mm KERBSTONE
\— 1200x SABS FIG.3
RECTANGULAR PORTAL ( ) 25 LEVEL OF BULK EARTHWORKS AS INDICATED
CULVERT CONTINUOUS CONCRETE BACKING —]
S 50mm. 30 MPa CONCRETE BLINDING EDDING CLASS 159 == 60 mm THICK CPB (DOUBLE ZIG-ZAG)
RIP & RE-COMPACT 150mm DEEP s PARKING i -
TYPICAL STORMWATER OUTLET B SELECTED LAYER COMPACTED TO 93% ®lo I I I I | T ) 20mm RIVER SAND
SCALE 1:10 OF MODIFIED AASHTO DENSITY. % C4 BASE S 150/200mm C4 BASE LAYER STABILIZED WITH 3% OPC AND
3 COMPACTED TO 98% Mod. AASHTO DENSITY
INSITU MATERIAL/FILL 23 IN-SITU MATERIAL RIPPED, SCARIFIED AND COMPACTED TO
90% Mod. AASHTO DENSITY
SCALE 1:20
STONE PITCHING IN
s A T
’ 4 2 e = CONCRETE BED
r SPREADER 80mm THICK
| - STONE PITCHING IN CONCRETE SECTIONE-E 220 PARKING LEVELGIVEN  /—— RC RAMP
| } s J 1000
@ 1000mm WIDE STORMWATER CHANNEL SW OUTLET CHANNEL END / S0
OR ROCLA STORMWATER PIPE =
| O SCALE 1:20 o el caspse  f g NGL
77 = 2
@ ) Y WALKWAY LEVEL °<>E ¢ 50mm PVC WEEPHOLE @ 1000mm c/c
Fl @ é/ F 2 220mm RETAINING WALL BRICKWORK BY ARCHITECT RIP & RE-COMPACT 150mm DEEP
A ——A_— SELECTED LAYER COMPACTED TO 93%
@ O N « — SPREADER ISOLATING JOINT - 10mm JOINTEX WITH A 10mm PERFORATED OF MODIFIED AASHTO DENSITY.
N 3 PULL-OUT STRIP. FILL TOP 20mm
: O N STONE PITGHING IN CONCRETE S WITH APPROVED SEMI-RIGID JOINT SEALANT
1000mm WIDE STORM WATER CHANNEL
@ / o 600 ® IMPORTED G6 FILL MATERIAL IN LAYERS OF 150mm,
> ~ / y 8 COMPACTED TO 95% MOD AASHTO
| e
| ! \
LE 3| | T~ CUT-OFF WALL IN-SITU MATERIAL RIPPED, SCARIFIED AND
COMPACTED IN 150mm LAYERS TO 90% MOD AASHTO BARR' ER B ERM
DETAILS OF STORM WATER aw OU?’EEPC?II-\IIAFN-NFEL - SONLE 125
SCALE 1:20
SCALE 1:20
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