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GENERAL

∑ THIS DRAWING IS COPYRIGHT RESERVED AND REMAINS THE
PROPERTY OF INCLINE ARCHITECTS.

∑ ALL WORK TO BE EXECUTED IN STRICT COMPLIANCE WITH
SANS10400.

∑ ALL DIMENSIONS TO BE CHECKED ON SITE AND ANY
DISCREPANCIES TO BE REPORTED TO THE ARCHITECT IMMEDIATELY
BEFORE COMMENCING WITH ANY WORK.

∑ DRAWINGS MAY NOT BE SCALED FROM PRINTS.
∑ ALL ELECTRICAL, MECHANICAL AND PLUMBING WORK TO BE

EXECUTED BY REGISTERED SUBCONTRACTORS.
∑ WHERE REQUIRED, ARCHITECT'S DRAWINGS TO BE READ IN

CONJUNCTION WITH ENGINEER'S DRAWINGS.
∑ WHERE REQUIRED, ARCHITECT'S DRAWINGS TO BE READ IN

CONJUNCTION WITH MANUFACTURER'S SPECIFICATION AND
INSTALLATION INSTRUCTIONS.

∑ ALL SPECIFIED PROPRIETARY TERMS TO BE USED UNLESS
SPECIFIED AS EQUAL APPROVED SPECIFICATIONS.

∑ FINISHED FLOOR LEVELS TO BE A MINIMUM OF 150mm ABOVE
NATURAL GROUND LEVEL UNLESS OTHERWISE SHOWN.

∑ FIREWALLS TO BE BUILT UP TO UNDERSIDE OF ROOF
COVERING.

∑ MINIMUM 150mm STEPPED THRESHOLD PLUS FIRE DOOR TO
GARAGES IF INTERLEADING WITH HOUSE.

∑ ALL DOORS TO THE EXTERIOR THAT OPEN OUTWARDS ARE TO
HAVE A 15mm STEP-UP TO THE INSIDE ON THE INSIDE OF THE DOOR
LEAF.

∑ ALL DOORS TO THE EXTERIOR THAT OPEN INWARD ARE TO
HAVE A 15mm STEP UP ALONG THE LONGITUDINAL CENTRELINE OF THE
DOOR LEAF.

∑ ALL CONCRETE FOUNDATIONS TO BE A MINIMUM OF 600mm X
300mm AS VERIFIED BY ENGINEER.

∑ UNLESS SHOWN OTHERWISE.  TOP OF CONCRETE FOUNDATION
TO BE A MINIMUM OF 300mm BELOW NATURAL GROUND LEVEL.

PLUMBING AND SEWERAGE

∑ ALL PLUMBING WORK TO BE CARRIED OUT BY LICENSED AND
REGISTERED PLUMBERS.

∑ INSPECTION EYES TO ALL BENDS.  JUNCTIONS TO BE EASILY
ACCESSIBLE.  INSPECTION EYES TO HAVE VISIBLE MARKED COVERS AT
GROUND LEVEL.

∑ RODDING EYES TO BE PROVIDED WHERE NECESSARY.
∑ ALL SOIL PIPES TO BE 100mm DIAMETER GLAZED

EARTHENWARE OR PVC DRAINS AND TO HAVE A MINIMUM FALL OF 1 : 60.
TOP OF DRAIN TO BE AT LEAST 300mm BELOW NATURAL GROUND
LEVEL.

∑ ALL WASTE PIPES TO BE 50mm INTERNAL DIAMETER.
∑ ALL WASTE FITTINGS TO HAVE DEEP "P" RESEALED TRAPS AND

TO BE FULLY ACCESSIBLE FOR REPAIRS AND CLEANING.
∑ ALL RAISED VENT PIPES TO EXTEND 900mm ABOVE ROOF

LEVEL.
∑ WASTE PIPES EXCEEDING 6m LENGTH TO BE VENTED.
∑ S.V.P.'S TO ALL W.C'S HAVING MORE THAN 1200mm VERTICAL

DISCHARGE.
∑ ALL SOIL AND WASTE FITTINGS TO BE ACCESSIBLE ALONG

THEIR ENTIRE LENGTH FOR MAINTENANCE AND REPAIRS.
∑ ALL SUBSOIL DRAINS TO BE ACCESSIBLE AT 24m CENTRES BY

MEANS OF MANHOLES OR CLEANING EYES.
∑ A MANHOLE TO BE PROVIDED WITHIN 1,2m OF THE ERF

BOUNDARY.
∑ ALL DRAINS UNDER BUILDING TO BE STRAIGHT RUNS, WITH

INSPECTION EYES AT THE ENDS.  THE PIPE TO BE ENCASED IN MINIMUM
150mm CONCRETE (15MPA MINIMUM STRENGTH).

∑ STORMWATER TO RUN NATURALLY WITH SLOPE OF SITE.
∑ ALL PAVING TO BE LAID TO FALLS AWAY FROM BUILDING.

WATERPROOFING AND DAMPPROOFING

∑ 375micron BRICKGRIP POLYTHENE DAMP PROOF COURSE TO BE
INSTALLED AS PER MANUFACTURERS SPECIFICATIONS.

∑ D.P.C. UNDER ALL WALLS AND SCREEN WALLS TO BE MINIMUM
150mm ABOVE FINISHED GROUND LEVEL AND VISIBLY PROTRUDING.

∑ D.P.C. TO BE PROVIDED UNDER WINDOW CILLS, BEHIND
WEATHERBOARDS AND UNDER ROOF RIDGE TILES.

∑ VERTICAL D.P.C. TO ALL CHANGES IN FLOOR LEVEL.  SURFACE
BEDS TO BE ON APPROVED WATERPROOFING FORMING A CONTINUOUS
SEALED MEMBRANE WITH THE D.P.C. UNDER WALLS.

∑ FLASHINGS AND COUNTER-FLASHINGS TO ALL CHANGES OF
ROOF LEVELS AND TO CHIMNEYS AND WALL CONNECTIONS.

∑ IMPERVIOUS COPINGS TO ALL PARAPETS.
∑ WATERPROOFING TO ROOF SLABS TO BE DERBIGUM SP4

MEMBRANE OR SIMILAR APPROVED PRODUCT.  ALL TO BE LAID
(INCLUDING FLASHING AND COUNTER-FLASHING) STRICTLY IN
ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS WITH UB7
BITUMINOUS PAINT TO ALL EXPOSED SURFACES AND GUARANTEED
UNCONDITIONALLY FOR TEN YEARS.

GLAZING

∑ ALL GLAZING TO COMPLY WITH PART N OF SANS10400 NATIONAL
BUILDING REGULATIONS.

∑ ALUMINIUM DOORS AND WINDOWS TO CONFORM TO AAAMSA
AND SAGGA STANDARDS.
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CORNICE

PAINT - PVA - INTERNAL

6.4mm GYPSUM

6mm FIBRE CEMENT

TRAP DOOR

CEILING INSULATION

CONCRETE LINTOLS

PAINT  - EGGSHELL ENAMEL
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POLYURETHANE  - EPOXY

MERANTI SKIRTING

PVC. COVED SKIRTING
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TERMITE CONTROL
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LABORATORIES

TERMITE POISON :  TREAT ALL NEW AREAS UNDER BUILDINGS WITH SABS APPROVED POISON COVERED WITH A
LAYER OF 50mm SAND

500 x 500mm NEEDLE PUNCH CARPET TILES FIXED WITH APPROVED ADHESIVE - THRESHOLD STRIPS TO BE USED AT
DOORWAYS AND JUNCTIONS OF VINYL TILES.  SPEC/COLOUR: BELGOTEX BERBERPOINT 920 OR SIMILAR APPROVED.

2 - 4mm APPROVED POLYURETHANE EPOXY FLOOR COATING ON MIN. 25mm SCREED, TO MANUFACTURERS SPECIFICATIONS
AND INSTRUCTIONS.  SPEC / COLOUR: ABE/SIKA OR SIMILAR APPROVED

80mm INTERLOCKING CONCRETE BLOCK PAVING LAID ON A MIN. 50mm RIVER SAND BED WITH ALL JOINTS FILLED WITH
SAND/CEMENT MIX. - ALL COMPACTED TO ENGINEERS SPECIFICATION AND DETAILS.

MIN. 85mm WOOD FLOATED CONCRETE WALKWAYS, LAID IN SLABS NOT EXCEEDING 3m SQUARE, WITH EDGES SMOOTHED
WITH A CORNER TOOL, ON COMPACTED GROUND, TO ENGINEERS SPECIFICATION.

76 X 19mm MERANTI SKIRTING  WITH 19mm MERANTI QUADRANT NAILED TO WALLS. ALL NAIL HEADS TO BE STOOPED WITH
WOOD FILLER. - SKIRTING & QUADRANT TO BE PAINTED WITH MIN. 2 COATS POLYURETHANE CLEAR VARNISH.

75mm BLACK COVED PVC SKIRTING FIXED WITH APPROVED ADHESIVE TO MANUFACTURES INSTRUCTIONS.

SELECTED FACEBRICK 1 FOR ALL FACEBRICK WALLS LAID IN STRETCHER BOND WITH JOINTS POINTED WITH A 8mm JOINTING
TOOL. FULL BRICKS ARE TO BE USED WHEREVER POSSIBLE.
SPEC/COLOUR : COROBRIK FIRELIGHT TRAVERTINE OR SIMILAR APPROVED.

APPROVED UNDERCOAT AND MIN. 2 COATS APPROVED ACRYLIC PVA SUITABLE FOR WASHING. PLASTER SURFACE TO BE
SMOOTH, CLEAN & DRY PRIOR TO APPLICATION.  COLOR CODES BELOW.

APPROVED UNDERCOAT AND MIN. 2 COATS APPROVED EGGSHELL ENAMEL. PLASTER SURFACE TO BE SMOOTH, CLEAN &
DRY PRIOR TO APPLICATION.  COLOR CODES BELOW.

JOHNSON - 150 X 150mm WHITE GLAZED - 'A' GRADE TILES, WITH WHITE WATERPROOF GROUT, LAID 3 COURSES ABOVE
BASINS & SINKS.

SELECTED FACEBRICK 2 ON EDGE AT 30deg INCLINATION LAID IN ROLLER-COURSE BELOW WINDOWS AND AT LINTOLS OVER ALL OPENINGS.
COMPLETE WITH INTEGRAL APPROVED D.P.C.  SEAL CONNECTION GAPS TO WINDOWS.
SPEC/COLOR : COROBRIK TITANIUM SATIN OR SIMILAR APPROVED.

150 X 15mm 'NUTEC' FIBRE CEMENT WINDOW CILLS FIXED WITH GALVANIZED FIXING LUGS @ 400CENTRES. CILLS TO BE
PAINTED WITH UNDERCOAT & 2 COATS ENAMEL.  WHITE.

6,4 mm GYPSUM CEILING BOARDS LAID IN A STAGGERED PATTERN WITH 'H' PROFILE JOINTING STRIPS, FIXED WITH DRI-WALL SCREWS TO BRANDERING.
SCREW HEADS TO BE FILLED AND SANDED SMOOTH. CEILING TO BE PAINTED WITH UNDERCOAT & 2 COATS ACRYLIC PVA.  WHITE.

6mm 'NUTEC' FIBRE CEMENT CEILING BOARDS LAID IN A STAGGERED PATTERN WITH 'H' PROFILE JOINTING STRIPS, FIXED WITH DRI-WALL SCREWS TO
BRANDERING.  SCREW HEADS TO BE FILLED AND SANDED SMOOTH. CEILING TO BE PAINTED WITH UNDERCOAT & 2 COATS EGGSHELL ENAMEL.  WHITE

600 X 600 MILD STEEL TRAP DOOR CUT INTO CEILING BETWEEN BRANDERING. TRAP DOOR TO BE PAINTED WITH UNDERCOAT & 2 COATS ACRYLIC PVA.
TO MATCH CEILING FINISH.

135mm THICK 'ISOTHERM' OR SIMILAR, FLEXIBLE POLYESTER BLANKET LAID BETWEEN TIE BEAMS TO COMPLY WITH SANS 10400 REGULATIONS.

CONCRETE LINTOLS LAID TOGETHER TO FORM A CONCRETE SLAB OVER STRONG ROOM. LINTOLS TO BE PLASTERED
CONCRETE SLAB OVER HALL STAGE STORE TO ENGINEERS DETAIL
SURFACE TO BE PAINTED WITH UNDERCOAT & 2 COATS ACRYLIC PVA. COLOR - WHITE.

76x19mm MERANTI SKIRTING PROFILE CORNICE WITH 19mm MERANTI QUARTERROUND. NAIL HEADS TO BE FILLED AND SANDED SMOOTH AND CORNICE
PAINTED WITH UNDERCOAT & 2 COATS ACRYLIC PVA.  WHITE AS FOR CEILINGS
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WHITE GLAZED TILES
JOHNSON - 150 X 150mm WHITE GLAZED - 'A' GRADE TILES, WITH WHITE WATERPROOF GROUT.
LAID TO 2,1m IN KITCHEN ALL WALLS.  LAID TO 2,1m HEIGHT IN SHOWER CUBICLES ONLY.

A B D E H I J L M N O P Q R S V W X Y SPECIFICATIONDESCRIPTION

FACE BRICK 2  - EXTERNAL

PAINT - PVA - EXTERNAL

11

12

PAINT - GLOSS ENAMEL -
ALL STEEL AREAS
(COLUMNS, FRAMES, GATES, WINDOWS, ETC.)

25

SELECTED FACEBRICK 2 FOR ALL BRICK-ON-EDGE LINTOLS, -SILLS, PROJECTIONS BELOW WINDOW SILLS, LAID IN SOLDIER
BOND WITH JOINTS POINTED WITH A 8mm JOINTING TOOL. FULL BRICKS ARE TO BE USED WHEREVER POSSIBLE.
SPEC/COLOUR : COROBRIK TITANIUM SATIN OR SIMILAR APPROVED.

APPROVED UNDERCOAT AND MIN. 2 COATS APPROVED ACRYLIC PVA SUITABLE FOR WASHING AND EXTERIOR USE.PLASTER
SURFACE TO BE SMOOTH, CLEAN & DRY PRIOR TO APPLICATION.  COLOR CODES AS BELOW AND PER ELEVATIONS.

APPROVED PRIMER, UNDERCOAT AND MIN. 2 COATS APPROVED GLOSS ENAMEL. STEEL SURFACE TO BE SMOOTH, CLEAN &
DRY PRIOR TO APPLICATION.  COLOR CODES BELOW.
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25

PAINT COLOUR CODES (DULUX)

01

02

03

04

05

06

ALL STEEL SURFACES.  DULUX CODE : MATCH TO "BATTLESHIP GREY"

ALL INTERIOR PLASTERED WALLS.  DULUX CODE : CARAMEL SAND 5

EXTERIOR PLASTERED SURFACES.  DULUX CODE : ___

0,6mm GLOBAL ROOFING SOLUTIONS, KLIP-TITE ROOF SHEETING AND RIDGE CAPPING, OR SIMILAR APPROVED @ 10deg
(15 deg AT HALL) INCLINATION ON APPROVED BUBBLE-FOIL INSULATION ON PURLINS AND TRUSSES AS PER SPECIALIST
DESIGN. COLOUR : COLORBOND OR SIMIAL APPROVED - DARK DOLPHIN

ROOFING
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STEEL FLOAT CONCRETE
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MIN. 25mm STEEL FLOATED GRANO FLOOR FINISH WITH SAW CUT JOINTS AS PER ENGINEERS DETAIL AND
SPECIFICATION.

STEEL MESH CEILING PANELS

27 27

AH AI

DETAIL FINISHES SPECIFICATION

01

02

03

04

05

STAGE CURTAINS

MIN. 25mm WOOD FLOATED SCREED WITH SAW CUT  JOINTS AS PER ENGINEERS DETAIL AND SPECIFICATION.

66

29

DESCRIPTIONNO. AREA

HALL - STAGE

HALL - KITCHEN

SPECIFICATION

PICTURE PERFECT IFR FIRE RATED FABRIC STAGE CURTAINS ON CURTAIN TRACK TR6, MANUAL OPERATED, WITH WALL FIXING BRACKETS

COLD ROOM WALK-IN FREEZER / COLD ROOM WITH PRE-MANUFACTURED FLOOR, WALL, CEILING PANELS AND DOORS - AS PER MECHANICAL ENGINEERS SPECIFICATION

29

50X50X3mm STEEL ANGLE FRAME WITH S50X20mm GAGE TEEL MESH INFILL FIXED TO WALLS ABOVE CEILING - TO ENGINEERS DETAIL
APPROVED PRIMER, UNDERCOAT AND MIN. 2 COATS APPROVED GLOSS ENAMEL. STEEL SURFACE TO BE SMOOTH, CLEAN & DRY PRIOR TO APPLICATION.
COLOR - WHITE

FACE BRICK 3  - EXTERNAL
SELECTED FACEBRICK 3 FOR ALL ROOF GABLE WALLS, LAID IN STRECHER BOND WITH JOINTS POINTED WITH A 8mm
JOINTING TOOL. FULL BRICKS ARE TO BE USED WHEREVER POSSIBLE.
SPEC/COLOUR : COROBRIK TITANIUM SATIN OR SIMILAR APPROVED.

30

44

CEILING INSULATION - HALL 60mm THICK 'LAMBDABOARD' OR SIMILAR, FLEXIBLE FACED POLYISOCYANURATE (PIR) INSULATION BOARD, WITH MATT MINERAL COATED FIBRE GLASS
TISSUE FINISH SUITABLE FOR PAINTING - OVER PULIN INSTALLATION.

30

GRANO SKIRTING 75mm HIGH 10mm THICK GRANO SKRITING, WITH COVED JUNCTION TO GRANO FLOOR FINISH.

3131
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CHALK/WHITE BOARD

PIN BOARD

SchoolSuppliers.co.za - PREMIUM MAGNETIC ENAMELCHALK/WHITE COMBINATION BOARDS with SWING LEAVES - 3 PIECE - W4000 X H1200MM IN SIZE -
CONSISTS OF 1 X CENTRE BOARD (W2000XH1200MM) AND 2 X DOUBLE SIDED SWING LEAVES (W1000XH1200MM EACH)

1500X1200mm PINBOARD WITH ALUMINIUM EDGE TRIM - GREY FELT SURFACE

DOOR SURFACES.  DULUX CODE : ___

DOOR FRAME SURFACES.  DULUX CODE : ___

FACIA SURFACES.  DULUX CODE : ___

HALL - KITCHENKITCHEN EQUIPMENT INDUSTRIAL KITCHEN EQUIPMENT AS PER SPECIALIST

2.00mm THICK X 2.00m WIDE XL PU GROUP M HOMOGENEOUS & MONOLAYER MARBLEISED DESIGN VINYL SHEETING FIXED WITH APPROVED
ADHESIVE ON LEVEL LITE F10 SELF-LEVELLING SCREED (STRICTTLY AS PER MANUFACTURER'S SPECIFICATION) COLOR AND PATTERN TO BE CONFIRMED

C F G K T U
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