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GENERAL

∑ THIS DRAWING IS COPYRIGHT RESERVED AND REMAINS THE
PROPERTY OF INCLINE ARCHITECTS.

∑ ALL WORK TO BE EXECUTED IN STRICT COMPLIANCE WITH
SANS10400.

∑ ALL DIMENSIONS TO BE CHECKED ON SITE AND ANY
DISCREPANCIES TO BE REPORTED TO THE ARCHITECT IMMEDIATELY
BEFORE COMMENCING WITH ANY WORK.

∑ DRAWINGS MAY NOT BE SCALED FROM PRINTS.
∑ ALL ELECTRICAL, MECHANICAL AND PLUMBING WORK TO BE

EXECUTED BY REGISTERED SUBCONTRACTORS.
∑ WHERE REQUIRED, ARCHITECT'S DRAWINGS TO BE READ IN

CONJUNCTION WITH ENGINEER'S DRAWINGS.
∑ WHERE REQUIRED, ARCHITECT'S DRAWINGS TO BE READ IN

CONJUNCTION WITH MANUFACTURER'S SPECIFICATION AND
INSTALLATION INSTRUCTIONS.

∑ ALL SPECIFIED PROPRIETARY TERMS TO BE USED UNLESS
SPECIFIED AS EQUAL APPROVED SPECIFICATIONS.

∑ FINISHED FLOOR LEVELS TO BE A MINIMUM OF 150mm ABOVE
NATURAL GROUND LEVEL UNLESS OTHERWISE SHOWN.

∑ FIREWALLS TO BE BUILT UP TO UNDERSIDE OF ROOF
COVERING.

∑ MINIMUM 150mm STEPPED THRESHOLD PLUS FIRE DOOR TO
GARAGES IF INTERLEADING WITH HOUSE.

∑ ALL DOORS TO THE EXTERIOR THAT OPEN OUTWARDS ARE TO
HAVE A 15mm STEP-UP TO THE INSIDE ON THE INSIDE OF THE DOOR
LEAF.

∑ ALL DOORS TO THE EXTERIOR THAT OPEN INWARD ARE TO
HAVE A 15mm STEP UP ALONG THE LONGITUDINAL CENTRELINE OF THE
DOOR LEAF.

∑ ALL CONCRETE FOUNDATIONS TO BE A MINIMUM OF 600mm X
300mm AS VERIFIED BY ENGINEER.

∑ UNLESS SHOWN OTHERWISE.  TOP OF CONCRETE FOUNDATION
TO BE A MINIMUM OF 300mm BELOW NATURAL GROUND LEVEL.

PLUMBING AND SEWERAGE

∑ ALL PLUMBING WORK TO BE CARRIED OUT BY LICENSED AND
REGISTERED PLUMBERS.

∑ INSPECTION EYES TO ALL BENDS.  JUNCTIONS TO BE EASILY
ACCESSIBLE.  INSPECTION EYES TO HAVE VISIBLE MARKED COVERS AT
GROUND LEVEL.

∑ RODDING EYES TO BE PROVIDED WHERE NECESSARY.
∑ ALL SOIL PIPES TO BE 100mm DIAMETER GLAZED

EARTHENWARE OR PVC DRAINS AND TO HAVE A MINIMUM FALL OF 1 : 60.
TOP OF DRAIN TO BE AT LEAST 300mm BELOW NATURAL GROUND
LEVEL.

∑ ALL WASTE PIPES TO BE 50mm INTERNAL DIAMETER.
∑ ALL WASTE FITTINGS TO HAVE DEEP "P" RESEALED TRAPS AND

TO BE FULLY ACCESSIBLE FOR REPAIRS AND CLEANING.
∑ ALL RAISED VENT PIPES TO EXTEND 900mm ABOVE ROOF

LEVEL.
∑ WASTE PIPES EXCEEDING 6m LENGTH TO BE VENTED.
∑ S.V.P.'S TO ALL W.C'S HAVING MORE THAN 1200mm VERTICAL

DISCHARGE.
∑ ALL SOIL AND WASTE FITTINGS TO BE ACCESSIBLE ALONG

THEIR ENTIRE LENGTH FOR MAINTENANCE AND REPAIRS.
∑ ALL SUBSOIL DRAINS TO BE ACCESSIBLE AT 24m CENTRES BY

MEANS OF MANHOLES OR CLEANING EYES.
∑ A MANHOLE TO BE PROVIDED WITHIN 1,2m OF THE ERF

BOUNDARY.
∑ ALL DRAINS UNDER BUILDING TO BE STRAIGHT RUNS, WITH

INSPECTION EYES AT THE ENDS.  THE PIPE TO BE ENCASED IN MINIMUM
150mm CONCRETE (15MPA MINIMUM STRENGTH).

∑ STORMWATER TO RUN NATURALLY WITH SLOPE OF SITE.
∑ ALL PAVING TO BE LAID TO FALLS AWAY FROM BUILDING.

WATERPROOFING AND DAMPPROOFING

∑ 375micron BRICKGRIP POLYTHENE DAMP PROOF COURSE TO BE
INSTALLED AS PER MANUFACTURERS SPECIFICATIONS.

∑ D.P.C. UNDER ALL WALLS AND SCREEN WALLS TO BE MINIMUM
150mm ABOVE FINISHED GROUND LEVEL AND VISIBLY PROTRUDING.

∑ D.P.C. TO BE PROVIDED UNDER WINDOW CILLS, BEHIND
WEATHERBOARDS AND UNDER ROOF RIDGE TILES.

∑ VERTICAL D.P.C. TO ALL CHANGES IN FLOOR LEVEL.  SURFACE
BEDS TO BE ON APPROVED WATERPROOFING FORMING A CONTINUOUS
SEALED MEMBRANE WITH THE D.P.C. UNDER WALLS.

∑ FLASHINGS AND COUNTER-FLASHINGS TO ALL CHANGES OF
ROOF LEVELS AND TO CHIMNEYS AND WALL CONNECTIONS.

∑ IMPERVIOUS COPINGS TO ALL PARAPETS.
∑ WATERPROOFING TO ROOF SLABS TO BE DERBIGUM SP4

MEMBRANE OR SIMILAR APPROVED PRODUCT.  ALL TO BE LAID
(INCLUDING FLASHING AND COUNTER-FLASHING) STRICTLY IN
ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS WITH UB7
BITUMINOUS PAINT TO ALL EXPOSED SURFACES AND GUARANTEED
UNCONDITIONALLY FOR TEN YEARS.

GLAZING

∑ ALL GLAZING TO COMPLY WITH PART N OF SANS10400 NATIONAL
BUILDING REGULATIONS.

∑ ALUMINIUM DOORS AND WINDOWS TO CONFORM TO AAAMSA
AND SAGGA STANDARDS.
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two taps (hot and cold). Provide black soft rubber P trap.
Provide one chromium plated pillar tap except in Admin Block & Grade R's Sick room - provide

URINAL: Vaal Sanitaryware vitreous china wall hung "Lavatera" urinal with top inlet (code
705426). Overall size 600 x 385 x 380 mm. Top inlet fittings (code 7054Z1). include a 38mm
c.p. domical grating, a spreader (with a 20 mm diameter thread), and two hanger brackets.

0.9mm stainless steel, with tiled splash back, tiling key, tap hole, mild-steel
STAINLESS STEEL SINK: 1200mm drop-in one piece pressed sink in Formica Counter

one chromium plated basin pillar tap and mixer per sink. All as approved.
gallow brackets & legs with soft black rubber P trap. Provide

WHITE PORCELAIN ENAMELLED BASIN : Vaal Sanitaryware vitreous china 510 x
405mm rounded “Hibiscus” basin with three semi-punched tapholes, integrated overflow,
and chainstay hole through the centre semi-punched taphole.

Exposed (top-inlet) flushvalve (FJ6000 Flushmaster or equivalent).  Or similiar approved.

'MINI' WC SUITE: Vaal Sanitaryware vitreous china “Junior” 104° outlet washdown pan
(code 751300) complete with lid and fitments, and Junior Jazz seat (code 8532Z000).
Vaal Sanitaryware vitreous china “Hibiscus Elite Vandal Proof ” low level cistern (code

WC SUITE: Vaal Sanitaryware vitreous china "Afsan" low level 90° outlet washdown pan.
Vaal Sanitaryware vitreous china “Hibiscus Elite Vandal Proof ” low level cistern (code
7116LV), complete with front push button, lid, fitments and low level flush pipe.

STANDARD WC

MINI WC

WALL HUNG URINALS

WHITE GLAZED PORCELAIN HWB

STAINLESS STEEL SINK
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CARETAKER SHOWER

DISABLED WC
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FLOORS: Non-slip white shower-mosaic floor tiles with light-grey grout.
Install 25mm chromed curtain-rail at entrance with flanges on either side.  Provide 1x set white
PVC shower-curtains with eyelets per shower.

MIRROR 450x600x6mm "GG" QUALITY POLISHED GLASS MIRROR: Fix to wall position
as shown on site with round nose chromium plated mirror screws.

1 mirror per basin, 4 screws per mirror.

PARAPLEGIC SUITE : Vaal Sanitaryware vitreous china "Protea Paraplegic" 90° outlet
pan (code 750200) and matching 9 litre cistern (code 7116LP) complete with lid, fitments,
and purpose-made C.P. side-flush lever (left or right) or a back inlet exposed flushvalve.
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COBRA WATERTECH Basin pillar tap no:111 with Star chromium plated handle,
colour markings (hot/left & cold/right). Recommended working pressure is 400kpa (4 bar).

TOILET ROLL HOLDER
TCS Hygiene 2-roll Vandal Proof Toilet roll holder, 1mm steel, White.  Code : TR2N
Vandal-Proof White.  Size : 270x130x130mm.  Installed according to manufacturer
specifications.  Or similar approved.

WET SCHOOLS

DISABLED WC HARDWARE
Stainless steel grab rails - 32 Dia. - 1x Dogleg side rail with center flange. 1x 750mm
long back rail over toilet cistern.

DISABLED/LABORATORY TAPS COBRA WATERTECH or similar approved 503-21B elbow action Pillar tap.  Cold only.

No pedestals.  Wall mounted as per manufacturer specifications.
Or similiar approved.

LABORATORY BASINS

DRINKING FOUNTAINS / EXTERIOR

SINK TAPS

EXTERIOR DRINKING FOUNTAINS

LAB BASINS: VAAL or similar approved Laboratory sink 234500, without overflow & with
center end waste outlet. To be used with acid resistant waste - 8790z0. Fixed under
counter top.

Drinking fountain bubbler kit installed on custom designed drinking fountain as per detail.

COBRA WATERTECH or similar approved standard brass wall mounted bib tap.  Code
100 - 15.

COBRA WATERTECH or similar approved Capstan CSS 115/044 swan neck swivel sink
mixer.
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CHANGE ROOM SHOWERS

BASIN PILLAR TAPS

SHOWER TAPS / -ROSES

COBRA WATERTECH or similar approved Demand pushbutton pillar tap 15mm with
raised nose.  With cold indices.  ½" BSP Male inlet and flanged backnut.  Code KM2-
102

COBRA WATERTECH or similar approved Shower Set 3328SB026-065.  Complete with
2x taps (hot & cold), flanges, shower arm 026 and -head 065.

Install as per manufacturer specifications.  Or similar approved
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WHITE GLAZED GRADE R HWB
WHITE PORCELAIN ENAMELLED BASIN : Vaal Sanitaryware vitreous china 455 x
290mm “Bantam” basin with two semi-punched tapholes  (in RHS configuration),
integrated overflow and chainstay hole.

No pedestals.  Wall mounted as per manufacturer specifications.
Or similiar approved.

7116LV), complete with front push button, lid, fitments and low level flush pipe.  Install as per
manufacturer specifications.  Or similar approved

Install as per manufacturer specifications.  Or similar approved

FLOORS: Non-slip white shower-mosaic floor tiles with light-grey grout.
Install 25mm chromed curtain-rail at entrance with flanges on either side.  Provide 1x set white
PVC shower-curtains with eyelets per shower.

FLOOR DRAINS
Rofo Engineering R) 125H NW50 Square Flange Full Flow Floor Trap manufactured from
stainless steel 304.  Complete.  Installed as per manufacturer specifications.  Or similar
approved.

STAINLESS STEEL DOUBLE SINK

STAINLESS STEEL POT SINK
Franke model “P2” Pot Sink double centre/end (please specify) bowl pot sink,
manufactured from grade 304 stainless steel 1,2mm thick with a 150mm high integral
splash back and 50x10mm turndown with a beaded edge on the remaining sides. Sink with
a pressed 600x500x300mm deep bowl with a 40mm waste outlet.

The underside sprayed with vermin proof bitumastic sound deadening and supported with a
30x30x3mm framework and galvanised mild steel backing sheet. Unit fixed 900mm high from
the top of the front apron to the finish floor level with anchor bolts

Counter 0.9mm stainless steel, with tiled splash back, tiling key, tap hole, mild-steel
STAINLESS DOUBLE STEEL SINK: 1800mm drop-in one piece pressed sink in Formica

one chromium plated basin pillar tap and mixer per sink. All as approved.
gallow brackets & legs with soft black rubber P trap. Provide
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