MAIN FILL FROM EXCAVATED MATERIAL
COMPACTED TO 93% MOD. AASHTO
DENSITY IN ROAD RESERVES

SELECTED FILL BLANKET OF
GRANULAR MATERIAL COMPACTED
TO 90% MOD AASHTO (SANS 1200 LB)

VOLUME OF PIPE TO BE \

DEDUCTED ONLY IF D > 200

BEDDING CRADLE OF COMPACTED
GRANULAR MATERIAL, COMPACTED
TO 90% MOD. AASHTO DENSITY.
(SANS 1200 LB COMPACTION
FRACTION FROM 0.0 TO 0.25)

()

LEVEL REQUIRED TO OBTAIN -
SPECIFIED BEDDING CRADLE

750

THICKNESS

MEASUREMENT OF BEDDING FOR FLEXIBLE PIPES

THE ROAD SURFACE TO BE REPLACED SHALL BE EQUAL
TO AND SHALL MATCH THE EXISTING ROAD SURFACE
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ROAD LAYER WORKS
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MORE THAN 450 mm

1:12 SOILCRETE
BACKFILLING

—— PRECAST CONCRETE BLOCK VEE-SHAPED

ON UPPER SURFACE (AID TO ALIGNMENT ONLY)

ROAD CROSSING: COVER < 450mm

THE ROAD SURFACE TO BE REPLACED SHALL BE EQUAL
TO AND SHALL MATCH THE EXISTING ROAD SURFACE

ROAD CROSSING: COVER > 450mm
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APPROVED SELECTED BACKFILL

COMPACTED TO 93% MOD. AASHTO

\— PRECAST CONCRETE BLOCK VEE-SHAPED
ON UPPER SURFACE (AID TO ALIGNMENT ONLY)
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wad — MAIN FILL WIDTH, W
COMPACTED SELECTED TZOO D e = o
——= mm COMPACTED UNIFORMLY SELECTED GRANULAR
GRANULAR FILL _L]OOmm IN 150mm LAYERS WITH MATERIAL PLACED <110mm 750
LIGHT COMPACTION AND COMPACTED IN )
COMPACTED SELECTED DIRECTLY OVER PIPE /_ UNIFORM LAYERS ON 110-160mm 750
GRANULAR CRADLE BOTH SIDES OF PIPE 200mm 900
PIPE IS PLACED ON 20mm FOR BEDDING CRADLE
X=100
{ mm UNCOMPACTED LAYER T~ INMIAL CONTINUOUS MOUND 250mm 900
OF SELECTED COMPACTED 315mm 900
GRANULAR MATERIAL FOR
BEDDING PIPE BARREL 350mm-600mm 1100
PIPE BEDDING DETAIL & DIMENSIONS
_ CONSTRUCTION METHOD
SCALE 1:20
SCALE 1:20
HEAVY DUTY PLASTIC FIRE HYDRANT BOX CAST IN
CONCRETE SLAB 200mm SURROUND (CONCRETE CLASS 25/19)
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45 ABC RODDING EYE
160mm uPVC PIPE \ SOILCRETE AROUND PIPE
160mm uPVC PLAIN 45 BEND
TYPICAL DETAIL OF RODDING EYE
AT THE HEAD OF SEWER LINE
SCALE1:20
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