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COPYRIGHT RESERVED:

THE DESIGN AS DETAILED ON THIS DOCUMENT IS THE  PROPERTY OF ENERGIDROP PTY LTD AND/OR ITS 
ASSOCIATES AND MUST BE RETURNED ON DEMAND.  IT IS ISSUED ON THE STRICT CONDITION THAT 
WITH EXCEPT WITH OUR WRITTEN PERMISSION IT MAY NOT BE REPRODUCED, COPIED OR 
COMMUNICATED TO ANY THIRD PARTY BY ANY MEANS WHATSOEVER, NOR BE USED FOR ANY PURPOSE 
OTHER THAN THAT STATED IN THE PARTICULAR ENQUIRY, ORDER OR CONTRACT FOR WHICH IT IS 
ISSUED. THE RESERVATION OF COPYRIGHT IN THIS DOCUMENT EXTENDS FROM THE EARLIEST DATE 
APPEARING THEREON AND IN RESPECT OF THE SUBJECT MATTER AS IT APPEARED ON THE RELEVANT 
AND SUBSEQUENT DATES.
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P  15 Polymer dosing pump
Design Conditions: Outside
Type: Metered mono pump 
Flowrate: 1 m3/hr
Pressure: 3 barg
Motor:  M38
Electrical capacity: 1 kW
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Waste sludge to feed buffer tank
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T07 Polymer make up tank
Design Conditions: Outside
Material: HDPE
Volume: 2m3

X 14/X15 Centrate Stirrer 1/2
Design Conditions: Removable 
submerged
Location: Inside T08
Material: Stainless steel
Motors: M41, M42
Electrical capacity: 2 kW each

C04 sludge conveyour
Design Conditions: high pH, indoors
Design Capacity: 1 tons per hour
Flow: 1 m3/hr
Electrical rating: 2 kW
Type: Screw
Material: Stainless
Notes: Retractable for spreading in the bin.
Motor: M40

P16 Centrate pump
Design Conditions: Outside
Flowrate: 10 m3/hr
Pressure: 3 barg
Motor: M43
Electrical Capacity: 8 kW

P14 Treated effluent pump
Design Conditions: Outside
Type: Centrifugal
Flowrate: 3 m3/hr
Pressure: 3 barg
Motor: M36
Electrical Capacity: 5 kW

P13 Sludge pump
Design Conditions: Outside
Type: Diaphragm
Flowrate: 1 m3/hr
Pressure: 3 barg
Motor: M37
Electrical Capacity: 2 kW

F07/08 Airation blower 
Design Conditions: Outside
Motor: M32, M33
Electrical Capacity: 5 kW
Pressure: 2 barg
Flow rate: HOLD

X12/13 Aeration stirrers
Design Conditions: Removable 
submerged
Location: Inside R02/03
Material: Stainless steel
Motors: M34,M35
Electrical capacity: 2 kW each

T08 Centrate tank
Design Conditions: Outside
Material: Concrete or GRP or 
insulated steel
Volume: 270m3

S05 Decanter centrifuge
Design Conditions: Indoors
Location:  In Digestate cake 
building, above digestate cake bin
Material: Stainless steel
Motors: M39
Electrical capacity:15 kW 
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Dust suppression Gardening

Digestate Liquor truck

P‐464

Optional future change
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