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GENERAL NOTES:

1. ALL CONSTRUCTION METHODS AND MATERIALS SHALL

BE DONE IN ACCORDANCE WITH SANS 10400, SANS

1200, SANS 2001 AND ALL OTHER APPLICABLE SANS

CODES OF PRACTICE.

THE CONTRACTOR SHALL COMPLY WITH ALL

RELEVANT MUNICIPAL REGULATIONS AND BYLAWS IN

THE AREA OF THE SITE.

3. THE CONTRACTOR SHALL KEEP A FULL SET OF
DRAWINGS ON SITE.

4. GRIDLINES AND SITE BOUNDARIES ARE TO BE SET OUT

ON SITE BY A QUALIFIED AND PROFESSIONALLY

REGISTERED LAND SURVEYOR WHO HAS ADEQUATE

PROFESSIONAL INDEMNITY COVER.

ALL DIMENSIONS, LEVELS AND EXISTING STRUCTURES

SHALL BE CHECKED ON SITE AND CORRELATED WITH

THE RELEVANT DRAWINGS BEFORE CONSTRUCTION

COMMENCES.

ALL STRUCTURAL DRAWINGS SHALL BE READ IN

CONJUNCTION WITH ANY RELEVANT ARCHITECTURAL,

CIVIL OR OTHER DRAWINGS.

7. ANY ERRORS OR DISCREPENCIES SHALL BE

REPORTED IMMEDIATED FOR CLARIFICATION BEFORE

WORK COMMENCES.

ALL PRODUCTS SPECIFIED FOR USE ARE TO BE USED

STRICTLY ACCORDING TO MANUFACTURER'S

INSTRUCTIONS AND SPECIFICATIONS.

9. ALL WATERPROOFING DETAILS ARE SHALL BE IN
ACCORDANCE WITH THE ARCHITECTS SPECIFICATIONS
AND INSTRUCTIONS. THE STRUCTURAL ENGINEER IS
NOT RESPONSIBLE FOR ANY WATERPROOFING
WHATSOEVER.
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SOIL RAFT DETAILS:
APPROXIMATE DEPTH -
MINIMUM DIMENSIONS -
MATERIAL SPECIFICATION -

1000

1000mm BELOW FOUNDING LEVEL
1000mm LARGER THAN FOOTPRINT DIAMETER 5.
G6 (ACCORDING TO COLTO MATERIALS CLASSIFICATION)
ROCKFILL LOWER THAN ENCASED WITH SEPARATION GEOFABRIC.
G6 - 95% OF MODIFIED AASHTO MAXIMUM DRY DENSITY

AT OPTIMUM MOISTURE CONTENT 6.
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CONCRETE NOTES:

1.  ALL CONSTRUCTION METHODS AND MATERIALS SHALL
BE DONE IN ACCORDANCE WITH SANS 1200 G, SANS
2001-CC1 AND ALL OTHER APPLICABLE SANS CODES
OF PRACTICE.

2. FORMWORK SHALL REMAIN IN PLACE FOR THE
APPROPRIATE MINIMUM PERIOD OF TIME GIVE IN SANS
1200 G TABLE 2.

3. EXPOSED CONCRETE CORNERS SHALL HAVE 20mm
CHAMFERS.

4. NO HOLES OR CHASES, OTHER THAN THOSE SHOWN
ON THE DRAWINGS OR APPROVED BY THE ENGINEER,
SHALL BE CUT OR OTHERWISE FORMED IN THE
CONCRETE. THE MANNER OF ATTACHING FIXTURES
TO BE EMBEDDED IN THE CONCRETE SHALL BE
SUBJECT TO APPROVAL BY THE ENGINEER.

5. COMPACTION SHALL BE CARRIED OUT BY MECHANICAL
VIBRATION. OVER-VIBRATION RESULTING IN
SEGREGATION, SURFACE LAITANCE OR LEAKAGE
SHALL NOT BE PERMITTED.

6. ALL CONCRETE SHALL BE PROTECTED FROM
CONTAMINATION AND LOSS OF MOISTURE FOR AT
LEAST 7 DAYS AFTER CASTING.

7. COMPRESSIVE STRENGTH TESTS OF 3 CUBES SHALL

BE TAKEN FOR EACH BATCH OF CONCRETE.

NOMINAL AGGREGATE SIZE SHALL BE 19mm U.N.O.

CONCRETE MIXES: FOUNDATIONS: 25MPa

SURFACE BED: 25MPa
SLAB: 25MPa
BEAMS: 25MPa
COLUMNS: 30MPa
RETAINING WALLS: 30MPa
BRICK CAVITY INFILL: 15MPa / 13mm AGGREGATE
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