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COPYRIGHT RESERVED:

THE DESIGN AS DETAILED ON THIS DOCUMENT IS THE  PROPERTY OF ENERGIDROP PTY LTD AND/OR ITS 
ASSOCIATES AND MUST BE RETURNED ON DEMAND.  IT IS ISSUED ON THE STRICT CONDITION THAT 
WITH EXCEPT WITH OUR WRITTEN PERMISSION IT MAY NOT BE REPRODUCED, COPIED OR 
COMMUNICATED TO ANY THIRD PARTY BY ANY MEANS WHATSOEVER, NOR BE USED FOR ANY PURPOSE 
OTHER THAN THAT STATED IN THE PARTICULAR ENQUIRY, ORDER OR CONTRACT FOR WHICH IT IS 
ISSUED. THE RESERVATION OF COPYRIGHT IN THIS DOCUMENT EXTENDS FROM THE EARLIEST DATE 
APPEARING THEREON AND IN RESPECT OF THE SUBJECT MATTER AS IT APPEARED ON THE RELEVANT 
AND SUBSEQUENT DATES.
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S06 Compost screen
Design Conditions: Outside containerised 
Flowrate: 1 t/hr
Motor: 49
Electrical Capacity: 2 kW
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Digestate cake

JCPZ

C 06 Discharge conveyor
M47

Project

T10 Liquid Storage tank

Loader for turning, mixing and loading compost
X16 ChipperM46

D06 Screen
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P18 PD pump Watering digestate piles

M45

Green bulking waste 
supplied as required by JCPZ

Chipped bulking material

Maturedcompost (2‐4 
weeks)
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into maturing piles

X17 Bagging plant

M48

Compost bags

JCPZ

Finished screened compost

Oversized back to compost 
piles

P18 Compost pile watering PD pump
Design Conditions: movable 
Flowrate: 3 t/hr
Motor: 45
Electrical Capacity: 2 kW

T10 Compost watering storage 
tank

Design Conditions: Outside
Material: HDPE
Volume: 10m3

C06 Movable discharge conveyorDesign 
Conditions: Outside containerised 

Flowrate: 1 t/hr
Motor: 47
Electrical Capacity: 2 kW

X16 Green waste chipper
Design Conditions: Outside containerised 
Flowrate: 1 t/hr
Motor: 46
Electrical Capacity: 20 kW

X17 Compost bagging plant
Design Conditions: Outside containerised 
Flowrate: 1 t/hr
Motor: 48
Electrical Capacity: 2 kW


