GENERAL NOTES

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
RELEVANT ARCHITECT'S AND ENGINEER'S DRAWING.

ALL DIMENSIONS, LEVELS, ETC ARE TO BE CHECKED BEFORE ANY
WORK IS COMMENCED AND ANY DICREPANCIES NOTED TO BE

BROUGHT TO THE ARCHITECT'S ATTENTION.

ONLY FIGURED DIMENSIONS TO BE USED, SCALING OF

DRAWINGS IS NOT ADVISABLE.

ALL RIGHTS RESERVED. NO PART OF THIS DESIGN SHALL BE
REPRODUCED, USED ELSEWHERE AND/ OR IN ANY WAY WITHOUT

PRIOR PERMISSION FROM THE ARCHITECT/ ENGINEER.

GEOTECH INFORMATION

N SOIL TYPE: _C1 and Unified Soil Class (SC-SM)
ASSUMED SOIL BEARING CAPACITY: <150 kPa kPa
RECOMMENDED FOUNDATION TYPE:  Reinforced Strip Foot Foundation
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3. BLOCK PAVING : ROAD SETTING-OUT POINTS
125mm MIN. C4 SELECTED BASE LAYER a. CONSTRUCTION OF ROADS AND PAVING TO COMPLY WITH THE SPECIFICATION OF SANS 1200 M
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KERB FIG 8C 3000 (ERBFIGSC e. ALL LEVELS INDICATED THUS ARE TO TOP OF PAVING. P03 297702371 40204.04
f. ALL EDGES OF BLOCK PAVING TO BE CUT TO SUIT LINE OF KERBS AND GROUTED IN ACCORDNACE WITH SANS 1200 G. P04 297701648 4020210 DISCIPLINE
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COMPACTED TO NOT LESS THAN 93% Mod AASHTO
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