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G1
BRICKWALL

NEW ADMIN

Mild steel gate consisting of 10 x10mm mild steel square bars fixed at 100mm centres at with 
heavy duty hinges that allows the gate to open up to 90 degrees.

Custom made barrel bolts mechanism to specialist design & installation; materials, fixing and 
installation are to be in compliance with SANS requirements. Barrel bolts to be locked with 
Heavy duty weatherproof padlocks

Painted 1 coat zinc chromate primer, 2 coats exterior finish gloss enamel , colour to architect's 
specification
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50 X 50mm mild steel square tube welded to form frame. Painted Refer to finishes schedule, 2 x 
coats gloss enamel (exterior quality)
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G2
BRICKWALL

GRADE R; NUTRITION

Mild steel gate consisting of 10 x10mm mild steel square bars fixed at 100mm centres at with 
heavy duty hinges that allows the gate to open up to 90 degrees.

Custom made barrel bolts mechanism to specialist design & installation; materials, fixing and 
installation are to be in compliance with SANS requirements. Barrel bolts to be locked with 
Heavy duty weatherproof padlocks

Painted 1 coat zinc chromate primer, 2 coats exterior finish gloss enamel , colour to architect's 
specification
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1. All dimensions to be
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to be approved by Architect
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50 X 50mm mild steel square tube welded to form frame. Painted Refer to finishes schedule, 2 x 
coats gloss enamel (exterior quality)
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G3
BRICKWALL

GRADE R

Mild steel gate consisting of 10 x10mm mild steel square bars fixed at 100mm centres at with 
heavy duty hinges that allows the gate to open up to 90 degrees.

Custom made barrel bolts mechanism to specialist design & installation; materials, fixing and 
installation are to be in compliance with SANS requirements. Barrel bolts to be locked with 
Heavy duty weatherproof padlocks

Painted 1 coat zinc chromate primer, 2 coats exterior finish gloss enamel , colour to architect's 
specification
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50 X 50mm mild steel square tube welded to form frame. Painted Refer to finishes schedule, 2 x 
coats gloss enamel (exterior quality)

FRAME
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G4
BRICKWALL

NUTRITION

Mild steel gate consisting of 10 x10mm mild steel square bars fixed at 100mm centres at with 
heavy duty hinges that allows the gate to open up to 90 degrees.

Custom made barrel bolts mechanism to specialist design & installation; materials, fixing and 
installation are to be in compliance with SANS requirements. Barrel bolts to be locked with 
Heavy duty weatherproof padlocks

Painted 1 coat zinc chromate primer, 2 coats exterior finish gloss enamel , colour to architect's 
specification
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Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing
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50 X 50mm mild steel square tube welded to form frame. Painted Refer to finishes schedule, 2 x 
coats gloss enamel (exterior quality)

FRAME

980

U/S lintel

1
8

0
0

Top of ffl

G5
BRICKWALL

PEDESTRIAN GATE

Mild steel gate consisting of 10 x10mm mild steel square bars fixed at 100mm centres at with 
heavy duty hinges that allows the gate to open up to 90 degrees.

Custom made barrel bolts mechanism to specialist design & installation; materials, fixing and 
installation are to be in compliance with SANS requirements. Barrel bolts to be locked with 
Heavy duty weatherproof padlocks. 

Electric door lock opener

Painted 1 coat zinc chromate primer, 2 coats exterior finish gloss enamel , colour to architect's 
specification
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50 X 50mm mild steel square tube welded to form frame. Painted Refer to finishes schedule, 2 x 
coats gloss enamel (exterior quality)
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G6
BRICKWALL

ADMIN

Mild steel gate consisting of 10 x10mm mild steel square bars fixed at 100mm centres at with 
heavy duty hinges that allows the gate to open up to 90 degrees.

Custom made barrel bolts mechanism to specialist design & installation; materials, fixing and 
installation are to be in compliance with SANS requirements. Barrel bolts to be locked with 
Heavy duty weatherproof padlocks

Painted 1 coat zinc chromate primer, 2 coats exterior finish gloss enamel , colour to architect's 
specification
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1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
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50 X 50mm mild steel square tube welded to form frame. Painted Refer to finishes schedule, 2 x 
coats gloss enamel (exterior quality)
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