
Top of ffl

2
0

3
2

3
4

5

U/S lintel 35 813 35

2
3

7
7

D1
BRICKWALL

CLASSROOMS; H.O.D

813 X 2032 X 40  SOLID CORE FLUSH MASONITE PANEL DOOR

- Dormakaba Stainless Steel floor mounted door stop (Code: DDS-SS-017), size 24 x 45mm
- 4 lever lockset with Satin Chrome handle finish (Code: CZ682-24-61) including powder coated 4 
lever lock with Zinc backplate.

PAINTED WITH 2 COATS ENAMEL PAINT COLOUR TO FINISHES SPEC

230 STEEL FRAME - STANDARD PRESSED STEEL (1.2mm THICK) DOUBLE REBATE DOOR 
FRAME WITH 1 PAIR OF HINGES TO SUIT 813 X 2032 X 40mm DOOR

1 COAT  APPROVED STEEL PRIMER - FACTORY COATED AND 2
  COATS ENAMEL COLOUR TO FINISHES SPECIFICATION

GENERAL

FRAME FINISH

IRONMONGERY

DOOR FINISH

LOCATION

DOOR

FRAME

WALL 
TYPE -

DOOR TYPE

Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing

30QUANTITY

6.4mm CLEAR FIXED GLAZING ON FANLIGHT

x5 LEFT HAND DOOR; 
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D3
BRICKWALL

NEW ABLUTION; NUTRITION; NEW ADMIN; H.O.D; GUARD HOUSE

813 X 2032 X 40  SOLID CORE FLUSH MASONITE PANEL DOOR

- Dormakaba Stainless Steel floor mounted door stop (Code: DDS-SS-017), size 24 x 45mm
- 4 lever lockset with Satin Chrome handle finish (Code: CZ682-24-61) including powder coated 4 
lever lock with Zinc backplate.

PAINTED WITH 2 COATS ENAMEL PAINT COLOUR TO FINISHES SPEC

230 STEEL FRAME - STANDARD PRESSED STEEL (1.2mm THICK) DOUBLE REBATE DOOR 
FRAME WITH 1 PAIR OF HINGES TO SUIT 813 X 2032 X 40mm DOOR

1 COAT  APPROVED STEEL PRIMER - FACTORY COATED AND 2
  COATS ENAMEL COLOUR TO FINISHES SPECIFICATION

GENERAL

FRAME FINISH

IRONMONGERY

DOOR FINISH

LOCATION

DOOR

FRAME

WALL 
TYPE -

DOOR TYPE

Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing

33QUANTITY

x18 LEFT HAND DOOR; x16 RIGHT HAND DOORS; 

Top of ffl

U/S lintel
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D6
BRICKWALL

NEW ADMIN

Double leaf small pane steel french doors (Code: DDA), overall size 1511 x 2134mm high

- x2 Dormakaba Stainless Steel floor mounted door stop (Code: DDS-SS-017), size 24 x 45mm
- 4 lever lockset with Satin Chrome handle finish (Code: CZ682-24-61) including powder coated 4 
lever lock with Zinc backplate.

PAINTED WITH 2 COATS ENAMEL PAINT COLOUR TO FINISHES SPEC

230 STEEL FRAME - STANDARD PRESSED STEEL (1.2mm THICK) DOUBLE REBATE DOOR 
FRAME WITH 2 PAIR OF HINGES EACH SIDE TO SUIT 756 X 2032

1 COAT  APPROVED STEEL PRIMER - FACTORY COATED AND 2
  COATS ENAMEL COLOUR TO FINISHES SPECIFICATION

GENERAL

FRAME FINISH

IRONMONGERY

DOOR FINISH

LOCATION

DOOR

FRAME

WALL 
TYPE -

DOOR TYPE

Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing

2QUANTITY

Glazing shall be executed strictly in conformance with glass manufacturer's recommendations and 
SANS 10137:2011 all in accordance with SANS 10400 Parts B, N, XA, fixed in accordance with the 
manufacturer's recommendations.
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D4
BRICKWALL

NEW ADMIN; NUTRITION; GRADE R; SCIENCE; MEDIA; H.O.D

813 X 2032 X 40  SOLID CORE FLUSH MASONITE PANEL DOOR

- Dormakaba Stainless Steel floor mounted door stop (Code: DDS-SS-017), size 24 x 45mm
- x2 UNION two ball bearing butt hinge (code: 8352-100SS) with Stainless Steel finish.
- 4 lever lockset with Satin Chrome handle finish (Code: CZ682-24-61) including powder coated 4 
lever lock with Zinc backplate.

PAINTED WITH 2 COATS ENAMEL PAINT COLOUR TO FINISHES SPEC

115 STEEL FRAME - STANDARD PRESSED STEEL (1.2mm THICK) DOUBLE REBATE DOOR 
FRAME WITH 1 PAIR OF HINGES TO SUIT 813 X 2032 X 40mm DOOR

1 COAT  APPROVED STEEL PRIMER - FACTORY COATED AND 2
  COATS ENAMEL COLOUR TO FINISHES SPECIFICATION

GENERAL

FRAME FINISH

IRONMONGERY

DOOR FINISH

LOCATION

DOOR

FRAME

WALL 
TYPE -

DOOR TYPE

Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing

20QUANTITY

x10 LEFT HAND DOOR; x10 RIGHT HAND DOORS; 

Top of ffl

U/S lintel

D13
BRICKWALL

NEW ABLUTION; NEW ADMIN; NEW GRADE R

762 X 2032 X 40  SOLID CORE FLUSH MASONITE PANEL DOOR

- UNION stainless steel indicator bolts (code: SS8023SS) with Stainless Steel finish.
- x2 UNION two ball bearing butt hinge (code: 8352-100SS) with Stainless Steel finish.
- Stainless Steel 152 x 76mm push plate, size 152 x 76mm (Code: SS5063-06SS).
- Wall mounted door stop

PAINTED WITH 2 COATS ENAMEL PAINT COLOUR TO FINISHES SPEC

115 STEEL FRAME - STANDARD PRESSED STEEL (1.2mm THICK) DOUBLE REBATE DOOR 
FRAME WITH 1 PAIR OF HINGES TO SUIT 762 X 2032 X 40mm DOOR

1 COAT  APPROVED STEEL PRIMER - FACTORY COATED AND 2
  COATS ENAMEL COLOUR TO FINISHES SPECIFICATION

GENERAL

FRAME FINISH

IRONMONGERY

DOOR FINISH

LOCATION

DOOR

FRAME

WALL 
TYPE -

DOOR TYPE

Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing

17QUANTITY

x3 LEFT HAND DOOR; x14 RIGHT HAND DOORS; 
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D9
BRICKWALL

NEW ADMIN

Chubb or similar SANS 949:2005 approved left hand opening category 2 heavy duty 
strong room door and frame constructed of 20mm steel plate. All to fit wall opening of 
1930 x 850mm wide. Mass 450kg.

Fitted with one-way moving boltwork with 3 x 250mm round bolts with rebate on hinged side with 
2 x 7-lever keylocks, 1 x combination lock, inner release mechanism and floor mounted door stop,

Finished with Grey zinc chromate rust resistant primer

GENERAL

FRAME FINISH

IRONMONGERY

DOOR FINISH

LOCATION

DOOR

FRAME

WALL 
TYPE -

DOOR TYPE

Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing

1QUANTITY

Finished with Grey zinc chromate rust resistant primer
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D10
BRICKWALL

NEW ADMIN; GRADE R

900 X 2032 X 40  SOLID CORE FLUSH MASONITE PANEL DOOR

- UNION stainless steel indicator bolts (code: SS8023SS) with Stainless Steel finish.
- x2 UNION two ball bearing butt hinge (code: 8352-100SS) with Stainless Steel finish.
- Stainless Steel 152 x 76mm push plate, size 152 x 76mm (Code: SS5063-06SS).
- Dormakaba Stainless Steel floor mounted door stop (Code: DDS-SS-017), size 24 x 45mm

PAINTED WITH 2 COATS ENAMEL PAINT COLOUR TO FINISHES SPEC

115 STEEL FRAME - STANDARD PRESSED STEEL (1.2mm THICK) DOUBLE REBATE DOOR 
FRAME WITH 1 PAIR OF HINGES TO SUIT 900 X 2032 X 40mm DOOR

1 COAT  APPROVED STEEL PRIMER - FACTORY COATED AND 2
  COATS ENAMEL COLOUR TO FINISHES SPECIFICATION

GENERAL

FRAME FINISH

IRONMONGERY

DOOR FINISH

LOCATION

DOOR

FRAME

WALL 
TYPE -

DOOR TYPE

Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing

20QUANTITY

x13 LEFT HAND DOOR; x7 RIGHT HAND DOORS; 
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D11
BRICKWALL

NEW ADMIN GRADE R

900 X 2032 X 40  SOLID CORE FLUSH MASONITE PANEL DOOR

- UNION stainless steel indicator bolts (code: SS8023SS) with Stainless Steel finish.
- x2 UNION two ball bearing butt hinge (code: 8352-100SS) with Stainless Steel finish.
- x2 Dormakaba Tubular straight Stainless Steel back-to-back pull handle (Code: DPH301BBTB), 
size 25mm diameter x 325mm long.
- Dormakaba Stainless Steel floor mounted door stop (Code: DDS-SS-017), size 24 x 45mm

PAINTED WITH 2 COATS ENAMEL PAINT COLOUR TO FINISHES SPEC

115 STEEL FRAME - STANDARD PRESSED STEEL (1.2mm THICK) DOUBLE REBATE DOOR 
FRAME WITH 1 PAIR OF HINGES TO SUIT 900 X 2032 X 40mm DOOR

1 COAT  APPROVED STEEL PRIMER - FACTORY COATED AND 2
  COATS ENAMEL COLOUR TO FINISHES SPECIFICATION

GENERAL

FRAME FINISH

IRONMONGERY

DOOR FINISH

LOCATION

DOOR

FRAME

WALL 
TYPE -

DOOR TYPE

Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing

4QUANTITY

x3 LEFT HAND DOOR; x1 RIGHT HAND DOORS; 

35 900 35

2
0

3
2

2
0

6
7

300

Kick Plate 2
5

0

1
0

5
8

300

Kick Plate

Top of ffl

D7
BRICKWALL

NUTRITION

1280x1825mm Galvanised steel double room dooR.

- x4 UNION two ball bearing butt hinge (code: 8352-100SS) with Stainless Steel finish.- 4 lever 
lockset with Satin Chrome handle finish (Code: CZ682-24-61) including powder coated 4 lever 
lock with Zinc backplate.

Wash door with galvanised iron cleaner, rinse &
allow to dry. paint with undercoat suitable for galvanised iron surfaces, followed 
by 2 coats of non-drip enamel paint. colour to architect's approval.

Standard 1.2mm galvanised steel pressed metal double rebated door frame
complete with fixing lugs and 2 steel butt hinges, suitable for 270mm facebrick walls

wash door frame with galvanised iron cleaner, rinse & allow to dry. paint with
undercoat suitable for galvanised iron surfaces, followed by 2 coats of non-drip
enamel paint. colour to architect's approval.

GENERAL

FRAME FINISH

IRONMONGERY

DOOR FINISH

LOCATION

DOOR

FRAME

WALL 
TYPE -

DOOR TYPE

Notes:
1. All dimensions to be
controlled on site.
2. Shop drawings and sample
to be approved by Architect
prior to any manufacturing
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FULL NAME

ANDRE NKUNA

RFP 263/2019

DANNY KALOMBO

GENERAL NOTES

N THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL

RELEVANT ARCHITECT’S AND ENGINEER’S DRAWING.

ALL DIMENSIONS, LEVELS, ETC ARE TO BE CHECKED BEFORE ANY

WORK IS COMMENCED AND ANY DICREPANCIES NOTED TO BE

BROUGHT TO THE ARCHITECT’S ATTENTION.

ONLY FIGURED DIMENSIONS TO BE USED, SCALING OF

DRAWINGS IS NOT ADVISABLE.

ALL RIGHTS RESERVED. NO PART OF THIS DESIGN SHALL BE
REPRODUCED, USED ELSEWHERE AND/ OR IN ANY WAY WITHOUT

PRIOR PERMISSION FROM THE ARCHITECT/ ENGINEER.
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