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A4.4 Primary & Secondary School

16A round 3-pin switch socket outlet surface mounted at 300mm AFFL

P01
DB-A/N

Circuit identification

01 = Circuit Number

A/N = DB Name (Fed from Normal Supply)

1. ALL WORK TO BE CARRIED OUT IN ACCORDANCE WITH SANS 10142-1

SPECIFICATION.

2. FINAL POSITIONS OF LUMINAIRES AND SOCKET OUTLETS TO BE DETERMINED ON

SITE.

3. BULKHEAD LUMINAIRES ARE TO BE MOUNTED AT A MINIMUM HEIGHT OF 2200mm

ABOVE WALKWAYS UNLESS OTHERWISE STATED.

4. LIGHT SWITCHES TO BE POSITIONED AT 1400mm AFFL. SWITCH TO BE

POSITIONED CLOSE TO THE DOOR, BUT SUCH THAT AN OPENING DOOR DOES

NOT OBSTRUCT THE SWITCH OPERATION.

5. SWITCHED SOCKET OUTLETS TO BE INSTALLED AT MINIMUM 300mm ABOVE

FINISHED SURFACE UNLESS STATED OTHERWISE.

6. ISOLATORS SHALL BE INSTALLED IN CLOSE PROXIMITY TO THEIR RESPECTIVE

UNITS.

NOTES:

SYMBOLS DESCRIPTION

LEGEND

QTY

Data point

Distribution board

Photocell

-

-

1

1

9

-

One way switch 1400 AFFL

Two way switch 1400 AFFL

Double pole one way switch 1400 AFFL

8

-

-

20

8

Type A - Commercial Open Channel fluorescent

luminaire fitted with 2 x 58W tubes and electronic ballast

with telescopic holders.

Type C - Wall mounted black round Bulkhead luminaire with polycarbonate

lens and aluminium base complete with 2PL9W lamps. (Similar to Lascon

B10)

Type C - Surface mounted black round Bulkhead luminaire with

polycarbonate lens and aluminium base complete with 2PL9W

lamps.(Similar to Lascon B10)

Telephone point

-

A

-

-

16A round 3-pin switch socket outlet surface mounted at 1400mm AFFL

10 Single Phase Isolator

-
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