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NOTE: 85MM REINFORCED CONCRETE WALKWAY 
TO FOLLOW NATURAL GROUND LINE AND 
DISCHARGE INTO OPEN STORM CHANNELS AS 
DETERMINED BY ENGINEER

0.6mm COLOMATE FINISHED 
GALVANIZED  IBR  SHEETING @ 3 
DEG. PITCH FIXED TO LIP CHANNEL
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85MM REINFORCED 
CONCRETE SLAB TO 
ENGINEERS SPEC & 
DETAIL
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1.5MM SAND BEDDING

100MM THICK G7 MATERIAL 
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0.6MM COLOMATE FINISHED GALVANIZED METAL IBR PROFILE ROOF SHEETING @ 15 
DEGREES PITCH ON INSULATION ON 76 X 50MM SA PINE PURLINS @ 750MM C/C ON 
PREFABRICATED TIMBER TRUSSES TO MANUFACTURER'S SPEC & DETAIL

EVERITE NU CORNICE 'COVE'

9.8MM GYPSUM CEILING BOARD FIXED TO 38 X 38 MM BATTENS @ 400 C/C

MORTAR BEAM FILLING

FOIL STEPPED UP OVER LAST PURLIN AS SHOWN

FIBRE CEMENT FASCIA BOARD FIXED TO 38 X 50 BATTENS
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GENERAL NOTES

N THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL

RELEVANT ARCHITECT’S AND ENGINEER’S DRAWING.

ALL DIMENSIONS, LEVELS, ETC ARE TO BE CHECKED BEFORE ANY

WORK IS COMMENCED AND ANY DICREPANCIES NOTED TO BE

BROUGHT TO THE ARCHITECT’S ATTENTION.

ONLY FIGURED DIMENSIONS TO BE USED, SCALING OF

DRAWINGS IS NOT ADVISABLE.

ALL RIGHTS RESERVED. NO PART OF THIS DESIGN SHALL BE
REPRODUCED, USED ELSEWHERE AND/ OR IN ANY WAY WITHOUT

PRIOR PERMISSION FROM THE ARCHITECT/ ENGINEER.
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