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60mm Ø galvanised steel
tubing 2.5mm thick
welded to 12mm steel pins

16mm Ø galvanised steel tubular vertical
rails fixed between the stanchions
1.2mm thick.

100mm Ø x 5mm steel cover plate

16mm Ø galvanised steel tubular horizontal
rails fixed between the stanchions
1.2mm thick.

16mm Ø galvanised steel pin chemically
anchored into slab to engineers details

60mm Ø galvanised steel
tubing 2.5mm thick
welded to 12mm steel pins

16mm Ø galvanised steel tubular vertical
rails fixed between the stanchions
1.2mm thick.

100mm Ø x 5mm steel cover plate

16mm Ø galvanised steel tubular horizontal
rails fixed between the stanchions
1.2mm thick.

16mm Ø galvanised steel pin chemically
anchored into slab to engineers details

16mm Ø galvanised steel tubular horizontal
rails fixed between the stanchions
1.2mm thick.

RC UPSTAND

TYPICAL GMS BALUSTRADE
FRONT VIEW
Scale 1:10

TYPICAL GMS BALUSTRADE
SECTIONAL VIEW
Scale 1:10
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12mm Ø galvanised steel
pins 1.2mm thick welded
to stanchions

38mm Ø galvanised steel
stanchions 2.5mm thick

12mm Ø galvanised steel
pins 1.2mm thick welded
to stanchions

38mm Ø galvanised steel
stanchions 2.5mm thick
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60mm Ø galvanised steel
tubing 2.5mm thick
welded to 16mm steel pins

60mm Ø galvanised steel
tubing 2.5mm thick
welded to 16mm steel pins

16mm Ø GMS steel pin
epoxy fixed to wall

16mm Ø GMS steel pin
epoxy fixed to wall

60mm Ø GMS cover plate 60mm Ø GMS cover plate

TYPICAL GMS HANDRAIL
FRONT VIEW
Scale 1:5

TYPICAL GMS HANDRAIL
SECTIONAL VIEW
Scale 1:5

WALKWAY

Roof Sheeting: Safintra Saflok 700 AZ200 0.53mm Thick Colorplus roof sheeting fixed to approved
underlay on timber and GMS trusses all by specialist to engineers details and design
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Key Plan -  NOT TO SCALE

Block A Ground Storey (West) 1:50 Block A First Storey (West) 1:50 Block A Ground Storey (East) 1:50 Block A First Storey (East) 1:50

Block B Ground Storey (West) 1:50 Block B First Storey (West) 1:50

BS1 Typical Balustrade Section 1 (School Stairs) 1:50

Block B Ground Storey (East) 1:50 Block B First Storey (East) 1:50 Block C Ground Storey 1:50

REFER TO FLOOR PLANS AND ELEVATIONS
FOR PASSAGE BALUSTRADES
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