
KHANDISA PS: BLOCK E - NORTH EAST ELEVATION.

D1 D1 D1 D1 D1 D1

SS31 SS31 SS31 SS31SS41 SS41 SS41 SS41 SS41 SS41 SS41 SS41 SS41 SS41 SS41 SS41

SS31 SS31 SS41 SS41 SS41 SS41 SS41 SS41 SS41 SS41 SS41SS41 SS41 SS41 SS41

D1 D1 D1 D1 D1

1 2 3 4 5 6 7 8

9

SS31SS31

SS32SS32SS32SS32

SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43

9 8 7 6 5 4 3 2 1

SS31SS31

SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43SS43 SS43SS43SS43SS43SS43SS43SS43

KHANDISA PS: BLOCK E - SOUTH EAST ELEVATION.
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UN-PAINTED FIBRE CEMENT

BADGES BOARDS.

HIGH LEVEL STEEL WINDOW

TO SCHEDULE.

400x400mm AND 50mm THICK

PLASTER BAND, TO BE PAINTED

WITH WEATHER PROOF PAINT.

TIMBER DOOR, TO SCHEDULE.

GALVANIZED STEEL WINDOW

FRAME TO SCHEDULE.

A COMBINATION OF FACE BRICK

AND GALVANISED STEEL

BALUSTRADE @ 1050mm HIGH.

FACE BRICK MAIZE TRAVERTINE

FBX" FACE BRICK BAND AROUND

THE BUILDING.

BRICK ON EDGE EXT.

WINDOW SILL.

FACE BRICK ROLLER COURSE

ABOVE ALL OPENINGS.

1050mm HIGH GALVANIZED STEEL

BALUSTRADE.

ROOF COVERING TO SCHEDULE.

ROOF CLOSURE TO MATCH

ROOF COVERING.

150x100mm ALUMINIUM GUTTERS.

IN-FILL "BREEZE" WALL ON STAIRS

WALL FROM MAIZE TRAVERTINE

FBX".

GALVANISED STEEL WINDOW

TO SCHEDULE.

FACE BRICK MAIZE TRAVERTINE

FBX" FACE BRICK BAND AROUND

THE BUILDING.

FACE BRICK Fireside Travertine

Imperial" TO EXTERNAL WALL

FACE BRICK ROLLER

COURSE ABOVE ALL

OPENING.

BRICK ON EDGE WINDOW

SILL.

150x100mm PVC RAIN

WATER PIPES.

1050mm HIGH STEEL GALV.

STEEL BALUSTRADE , TO

LATER DETAIL.

Face brick MAIZE TRAVERTINE

FBX" ON BRICK COLUMNS

500Mmm THICK PLASTER BAND

AROUND ,TO BE PAINTED WITH

WEATHER PROOF PAINT.

IN-FILL "BREEZE" WALL ON STAIRS

WALL FROM  MAIZE

TRAVERTINE FBX".
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KHANDISA PS: BLOCK E -

NORTH WEST SECTIONAL

ELEVATION
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W03

UN-PAINTED FIBRE CEMENT

BADGE BOARDS.

ROOF COVERING TO

SCHEDULE.

100X150mm ALUMINIUM

GUTTERS.

FACE BRICK Fireside

Travertine Imperial"

TO EXTERNAL WALL

MAIZE TRAVERTINE FBX"

FACE BRICK BAND AROUND

THE BUILDING.

100X75mm SQUARE PVC

RAINWATER PIPES.

TIMBER DOOR TO

SCHEDULE.

1m WIDE CONCRETE V-DRAIN

AROUND THE BUILDING.

HIGH LEVEL FIXED STEEL

WINDOW TO SCHEDULE.

UN-PAINTED FIBRE CEMENT

BADGE BOARDS.

ROOF COVERING TO

SCHEDULE.

100X150mm ALUMINIUM

GUTTERS.

FACE BRICK  Fireside

Travertine Imperial"

TO EXTERNAL WALL

MAIZE TRAVERTINE FBX"

FACE BRICK BAND AROUND

THE BUILDING.

100X150mm SQUARE PVC

RAINWATER PIPES.

1m WIDE CONCRETE V-DRAIN

AROUND THE BUILDING.

IN-FILL "BREEZE" WALL ON

STAIRS WALL FROM  MAIZE

TRAVERTINE FBX".

400x400mm AND 50mm THICK

PLASTER BAND, TO BE PAINTED

WITH WEATHER PROOF PAINT.

GALVANISED STEEL

WINDOW TO SCHEDULE.

BRICK ON EDGE SILL, BELOW

ALL WINDOWS.

FACE BRICK ROLLER COURSE

ABOVE ALL OPENINGS.

1050mm HIGH GALVANISED

STEEL BALUSTRADE.

JOINERY NOTE:

1. WORK TOP: 32mm LAMINATED SALIGNA

 COUNTER TOP PIECE, (WHERE APPLICABLE)

2. SUPPORT: 19X70MM SELECTED

 CLEAR SA PINE RAIL.

3. QUADRANT: 19mm QUADRANT.

4. DIVIDING PANELS: 22mm THICK

SELECTED CLEAR SA PINE RAIL.

5. DOORS: 22MM THICK SELECTED

CLEAR SA PINE RAIL, FIXED TO

UPRIGHT MEMBERS, (WHERE APPLICABLE)

6. SKIRTING: 22X150MM SALIGNA

SKIRTING PANELS

7. HANDLES AND HINGES: AS PER

 MANUFACTURES RECOMMENDATION,

(WHERE APPLICABLE)
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NOTE:

COUNTER TOP DETAILS TO BE READ IN CONJUCTION TO FLOOR PLAN
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FLOOR PLAN - TEACHER WORKROOM

salinga work-top  open under.

ceiling level

brick wall.

facebrick

dado.

work top

saling

work top

plaster & paint

FFL

ELEVATION - TEACHER WORKROOM
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