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JOINERY NOTE:

1. WORK TOP: 32mm LAMINATED SALIGNA

 COUNTER TOP PIECE. (WHERE APPLICABLE)

2. SUPPORT: 19X70MM SELECTED

 CLEAR SA PINE RAIL.

3. QUADRANT: 19mm QUADRANT.

4. DIVIDING PANELS: 22mm THICK

SELECTED CLEAR SA PINE RAIL.

5. DOORS: 22MM THICK SELECTED

CLEAR SA PINE RAIL, FIXED TO

UPRIGHT MEMBERS. (WHERE APPLICABLE)

6. SKIRTING: 22X150MM SALIGNA

SKIRTING PANELS

7. HANDLES AND HINGES: AS PER

 MANUFACTURES RECOMMENDATION.

 (WHERE APPLICABLE)

CUSTOM-MADE CEILING BARRIER

- 12mm round bars should be used in manufacture of the ceiling barrier.

- All joints should run at right angles to one another and all joints should be welded.

-  The ceiling barrier to be securely mounted against the wall inside the ceiling with suitable metal brackets and

screws.

- Measures should be put in place to prevent the barrier from sagging in the middle.

- The position of the trap door in the drawing is arbitrary.

- The ceiling barrier should be neatly finished with gloss enamel paint.

- A suitable TRAP DOOR to be manufactured so that it can open and close, and be lockable using a padlock.

- A heavy duty padlock and at least two keys should be delivered with the trap door.

TRAP DOOR
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REVISION 01 NOTES:

1. BUILDING RE-POSITIONED ON SITE,

2. STD CLASSROOM INTRODUCED,

3. ROOF DESIGNS REVISED, (See previous

Revision)
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