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Concrete sofit, painted colour - white.

3mm thick x 300mm x 300mm wide Floorflex

semi- flexible vinyl floor tiles laid in Marley No.60 Plus

acrylic adhesive spread with trowel having 1.5mm x

1.5mm x 1.5mmtriangular notches at 4.00mm centres

as per Architectural and Manufacturers specifications

4.6mm Rhino Board ceilings fixedto 38x50mm

brandering to max 400mm cc including 'H' jointing strips

all to manufacturers instructions.

No Ceiling allowed.

4.6mm Nutec Ceiling Board fixed to 38x50mm

brandering to max 400mm cc including 'H' jointing strips

all to manufacturers instructions.
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Futura Absolute Grey Matt Glazed Porcelain Floor Tile

- 600 x 600mm. Code: GR1CAB200A

KITCHEN

KITCHEN

General Notes

Ridge Capping:

N/A

Roof Covering:

Existing concrete roof tiles, to be re-set and repainted. Paint Nuroof Cool Acrylic Roof Paint -

Colour Dave Gray.

Roof Membrane:

N/A

Roof and wall Sasilation:

N/A

Timber Rafters:

To remain.

Paint to exposed Rafters:

Two coats "ABE provonite" paint on exposed roof timbers and wall plates.

Internal purlins:

To remain.

Ceilings: (Where Applicable)

4.6mm Rhino boards ceilings fixed to 38x50mm brandering at max 400cc including 'H' profile

jointing strips all to manufacturers instructions.

and

4.6mm Nutec Ceiling Board fixed to 38x50mm brandering at max 400cc including 'H' profile

jointing strips all to manufacturers instructions.

Air-bricks:

N/A

and

N/A.

Barge Boards:

fibre cement cement socketless barge boards, with not paint applied.

Windows:

Existing Steel Window to be prepared to remain new paint work.

Water Protection on Windows:

N/A

Gutters:

Seamless 155 x 100 x 115mm aluminium ogee gutter with baked enamel finish fixed with concealed

brackets - all to suppliers specification, with 100x75mm Pvc down pipes with 1 No. to discharge into

water tanks and water channel.

RWDP's:

100x75mm PVC down pipes,  1 No. to discharge into water channels.

External Walls:

N/A

Internal Walls:

N/A

Prepare surfaces and remove all loose material, apply one coat Wall and All Pure Acrylic' thinned

20% and one coat Wall and All Pure Acrylic' paint or equal and approved:

and

Prepare surfaces and remove all loose material, apply one coat 'Merit Plaster Primer' and two

coats Double Velvet Pure Acrylic' paint or equal and approved:

and

N/A

and

N/A

Floor Finish:

Tiles -

3mm thick x 300mm x 300mm wide Floorflex semi- flexible vinyl floor tiles laid in Marley No.60 Plus

acrylic adhesive spread with trowel having 1.5mm x 1.5mm x 1.5mm triangular notches at 4.00mm

centres as per Architectural and Manufacturers specifications

Wall Tiles:

Paradiso Gris Ceramic Floor/ Wall 1st 350x350mm (2.0m2)

Skirting:

19 x 76mm Skirtings with 19mm quadrant bead, plugged

Soft-board:

N/A

Concrete  Channels:

N/A

Sink:

Citimetal" drop on sink and drainer size 1800 x 535mm one-piece-pressed single end bowl, fix

to the wall including cutting one tap hole.

Tap:

15mm Pillar tap with colour coded for hot and cold star pattern code 111-15.

Sanitary Fitting:

Wash Hands Basin (WHB):- Sanitaryware ceramic fireclay 550 x 400mm rectangular “Springbok”

basin with two tapholes, integrated overflow and chainstay hole.

Note: Please use bottle trap

SPECIFICATIONS

Mass Volume Basin 14.00 kg 0.050 m³ Semi-concealed brackets 1.50 kg N/A (Code: PRODUCT

CODE 7031)

DESCRIPTION

Toilet Seat (WC):- Sanitaryware vitreous china “Klip” 104° outlet washdown pan with enlarged

pedestal (code 751200) and matching 9 litre cistern (code 710531) complete with lid and fitments.

Pan can also be used with a duct cistern (code 710935), a back inlet flush valve (FJ2.100 or

equivalent), or a WISA concealed cistern.

SPECIFICATIONS

Mass Volume Pan 13.00kg 0.070m³ Cistern 12.00kg 0.030m³ (PRODUCT CODE 751453)

WHB Tap:-

“WALKER CROSWELLER” Pillar demand Tap.

SPECIFICATIONS

Size: Ø15mm, Pressure: 30 kPa - 600 kPa, Action Hold open for water. DZR Brass, Potable quality

water.

URINAL:

DESCRIPTION

Vaal Sanitaryware vitreous china wall hung "Flatback" urinal. Overall size 415 x 315 x 275 mm.

Supplied with 38mm c.p. domical grating (code 8787Z0), c.p. top inlet speader (code 8543Z0), and

two hangar brackets (code 8127Z0).

SPECIFICATIONS

 Mass Volume Urinal 11,50kg 0,032m³

KITCHEN
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