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FRAME Ex. door frame to be re—painted, to match ex. FRAME Ex. door frame to be re-painted, to match ex. FRAME Ex. door frame to be re—painted, to match ex. FRAME Standard door frame 1. FRAME
FRAME N/A FRAME N/A FRAMEFINISH | Ex. door frame to be re-painted, to match ex. FRAME FINISH | Ex. door frame to be re-painted, to match ex. FRAME FINISH | Ex. door frame to be re-painted, to match ex. FRAME FINISH | Standard Galvanized Steel door frame, suitable for double skin wall. [FRAME FINISH
- , — : - , N : 2032 x 813 x 40mm Standard approved “meranti” ledged and 4064 x 813 x 40mm Standard approved "meranti” ledged and ' . 2175x975mm Standard approved "meranti” ledged and
GLASS 4mm “Safety Class™ glass puttied in with steel window putty.| GLASS 4mm_Safety Gloss™ glass puttied in with steel window putty.| poor braced batten door with: 40x110mm styles and top rail, DOOR braced batten door with: 40x110mm styles and top rail, DOOR 2032 x 813 x 40mm 39|'d flush panel door with approyed DOOR braced batten door with: 40x110mm styles and top rail, DOOR
FITTINGS . FITTINGS . 20x150mm middle ledge, 20x225mm bottom ledge and 20x150mm middle ledge, 20x225mm bottom ledge and hardwood veneer both sides and two hardwood edge strips. 20x150mm middle ledge, 20x225mm bottom ledge and
Remove and replace all ironmongery. Remove and replace all ironmongery. 920x110mm braces. 20x110mm braces. 20x110mm braces.
BURGLAR BARS N/A BURGLAR BARS N/A DOORFINISH | 2 Coats clear mat varnish. DOORFINISH | 2 Coats clear mat vamnish. DOORFINISH | 2 Coats clear mat varnish. DOORFINISH | 2 Coats clear mat varnish. DOOR FINISH
) ) . ) ‘ . . : Toilets : 4 Lever Union Lockset, x1 Rubber door, Delayed Door
FINISH Prepare ex. frames to receive 0il Base Paint- Colour: White.| FINISH Prepare ex. frames to receive 0il Base Paint- Colour: White.| FURNITURE GtroundsPMon' i ‘t Lfever ‘U”'O(;‘ Lochkslzt, X}-I‘ Rubber door FURNITURE Gtrounds thn, i 4| Lfever ,U”'Od” Lochkslzt, XL’Rubber door FURNITURE Sf ¢ IayouF’f. 5 dLe\{erfUmo’n L%Ckseta )I(<} Ruﬁb er door facture | URNITURE | Stopper. Provide leaf spring door holder. Hinges as per FURNITURE
QUANTITY 20 QUANTITY 1 stopper. Provide leaf spring door holder. Hinges as per manufacture. stopper. Provide leaf spring door holder. Hinges as per manufacture. stopper. Provide leaf spring door holder. Hinges as per manufacture. manufacture, TS71 Door Closer Hold Open
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FRAME Galvanised. Not painted FRAME Galvanised. Not painted
FRAME FINISH |Galvanised. Not painted FRAME FINISH |Galvanised. Not painted
1434X2111mm  Purpose made gms single gate, for a 900 1936x2111mm  Purpose made gms single gate, for a 900
DOOR mm structural opening, complete with hinges & locking DOOR mm structural opening, complete with hinges & locking
mechanism, all to manufacturers specifications. mechanism, all to manufacturers specifications.
DOORFINISH  |Galvanised. Not painted DOORFINISH  |Galvanised. Not painted
FURNITURE |2 lever deadlock, 1x 38mm red rubber door stop on wall, FURNITURE |2 lever deadlock, 1x 38mm red rubber door stop on wall,
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