Gate no.: 01

Door Lvl

1800

FRAME Galvanised. Not painted
FRAME FINISH Calvanised. Not painted

1800h  Purpose made gms single gate, for a 1500
DOOR mm structural opening, complete with hinges & locking
mechanism, all to manufacturers specifications.

DOOR FINISH Galvanised. Not painted

FUNITURE 2x 2 lever deadlock, and 4x 38mm red rubber door stop on wall
QUANTITY X02
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General Notes

External Walls:

Face Brick 30-40MPa Fireside Travertine Imperial and , and MAIZE TRAVERTINE
FBX size 222 x 106 x 73mm, bedded and jointed in Class Il mortar and pointed
with recessed vertical and recessed horizontal joints, suitable for exposure zones
1-2.

Floor Slabs:
See civil engineering drawings.

Floor Membrane:
Sikaflex-PRO2HP polyurethane joint sealant filling to 6 x 30mm deep saw cut
in top of concrete surface bed, including neatly pointing

Floor Finish:
Granolithic toppings should be laid at 15 mm to 20 mm depth, directly on to
fresh concrete before setting has commenced (monolithic construction)

Soft-board:
10mm impregnated soft-board between brickwork and concrete

Concrete Water Channels:
In-situ concrete water channels to detail. (See Civil Drawings)
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