DOOR SCHEDULE

NOTE: Dimensions shown are actual
brickwork opening sizes.

All dimensions to be checked and verified on
site prior to manafacture.
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U/S LINTOL

70x90mm Rebated meranti timber door frame.

FRAME
70x90mm Rebated meranti timber door frame.

FINISH

All blemishes in timber to be filled and sanded down
and prepared for painting.

Finish to be selected and approved.
IRONMONGERY
Refer to Ironmongery Schedule.

GLAZING
Not Applicable

40mm thick horizontal grooved heavy duty hardwood door with exposed
edges, frame size 900 x 2 100mm high, with leaf size 813 x 2 032mm high. exposed edges, frame size 1 600x 2 100mm high with equal leafs
1520 x 2 060mm high. 70 x 90mm Rebated meranti timber door frame.

FRAME
70 x 90mm Rebated meranti timber door frame.

FINISH

All blemishes in timber to be filled and sanded down
and prepared for painting.

Finish to be selected and approved.

IRONMONGERY
Refer to [ronmongery Schedule.

GLAZING
Not Applicable

40mm thick horizontal grooved heavy duty hardwood double door with
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Quantity: 02 Quantity: 01 Quantity: 01
Position: As indicated on plan. D01 Position: As indicated on plan. D05 Position: As indicated on plan. D06
Contractor to check plans for LH/RH openings. Contractor to check plans for LH/RH openings. Contractor to check plans for LH/RH openings.
DESCRIPTION DESCRIPTION DESCRIPTION

Purpose-made, lockable, manual operation, aluminium roller shutter door,
size 3 860 x 1 200mm high. Door to be 2 hour fire-rated.

FRAME
As per manufacturers specifications.

FINISH

Aluminium to be powder-coated, colour: "matt charcoal" all as per
manufacturers specifications.

IRONMONGERY
Factory-fitted as per manufacturers specifications.

GLAZING
Not Applicable
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