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KEEP EXISTING DOOR FRAME

KEEP EXISTING DOOR PANEL AND INSTALL NEW HANDLE AS PER 
MANUFACTURER'S SPECIFICATION.

TO SPECIALIST DETAIL AND APPROVQAL BY THE ARCHITECT

813x2032x40mm solid flush panel door wit hardboard both sides

1 x coat primer & 2 x coats approved enamel paint

Meranti 2 panel double door. 2 off 774(w)X2032(h)x42(t)mm framed doors.
42x105mm top rail and styles, 42x185mm middle rail, 42x220mm bottom rail.
Meeting styles to be rebated. The raised field panel to the top and bottom. The  top
panel to be 562(w)x1051(h)x22(t)mm and bottom to be 562(w)x569(h)x22(t)mm

ENTRANCE FOYER

TO SPECIALIST DETAIL AND APPROVQAL BY THE ARCHITECT TO SPECIALIST DETAIL AND APPROVQAL BY THE ARCHITECT TO SPECIALIST DETAIL AND APPROVQAL BY THE ARCHITECT REPLACE DOOR HANDLE TO SPECIALIST DETAIL AND APPROVQAL BY THE ARCHITECT

Standard approved hardwood 86x68mm rebated ( for 
42-44mm door thickness)and14x14mm chamfered outward 
exposed edge for stiles and top frame (no threshold)built into 
brickwork with iron tiles. 12x12mm quadrants all round both 
sides. All prepared for finish as specified

864x2032x40mm solid flush panel door wit hardboard both sides

1 x coat primer & 2 x coats approved enamel paint 1 x coat primer & 2 x coats approved enamel paint

864x 2032x 44mm approved External quality hardwood
boarded door with 105x44stiles ,top and mid rails 144x
22bottom tail on 67x19mm T&G boarding All prepared
for finish as specified

Sand with abrasive paper, leaving surface clean and dust free. 
Apply 1 coat primer and two coats of glossenamel paint

Sand with abrasive paper, leaving surface clean and dust free.
Apply 1 coat primer and two coats of gloss enamel paint
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Standard approved hardwood 86x68mm rebated ( for 
42-44mm door thickness)and14x14mm chamfered outward 
exposed edge for stiles and top frame (no threshold)built into 
brickwork with iron tiles. 12x12mm quadrants all round both 
sides. All prepared for finish as specified

Standard approved hardwood 86x68mm rebated ( for 
42-44mm door thickness)and14x14mm chamfered outward 
exposed edge for stiles and top frame (no threshold)built into 
brickwork with iron tiles. 12x12mm quadrants all round both 
sides. All prepared for finish as specified

Standard approved hardwood 86x68mm rebated ( for 
42-44mm door thickness)and14x14mm chamfered outward 
exposed edge for stiles and top frame (no threshold)built into 
brickwork with iron tiles. 12x12mm quadrants all round both 
sides. All prepared for finish as specified

1 x coat primer & 2 x coats approved enamel paint

Sand with abrasive paper, leaving surface clean and dust free. 
Apply 1 coat primer and two coats of glossenamel paint

Sand with abrasive paper, leaving surface clean and dust free. 
Apply 1 coat primer and two coats of glossenamel paint
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G - 01 G - 02NONE NONE NONE

BURGAL GATE NOT REQUIRED FOR STAFF ROOM D04  
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TO SPECIALIST DETAIL AND APPROVQAL BY THE ARCHITECT

Sand with abrasive paper, leaving surface clean and dust free.
Apply 1 coat primer and two coats of gloss enamel paint

ITEM

LOCATION & 
QUANTITY

IRONMONGERY

DOOR FRAME

DOOR FRAME 
FINISH 

DOOR FINISH

OVERALL 
DOOR 
DESCRIPTION

DOOR PANEL

1 x coat primer & 2 x coats approved enamel paint

BURGLAR 
GATE

G - 01 

Standard approved hardwood 86x68mm rebated ( for 42-44mm door thickness)
and14x14mm chamfered outward exposed edge for stiles and top frame (no 
threshold)built into brickwork with iron tiles. 12x12mm quadrants all round both sides. 
All prepared for finish as specified

1300x 2032x 44mm approved External quality hardwood
boarded door with 105x44stiles ,top and mid rails 144x
22bottom tail on 67x19mm T&G boarding All prepared
for finish as specified
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TO SPECIALIST DETAIL AND APPROVQAL BY THE ARCHITECT

Sand with abrasive paper, leaving surface clean and dust free.
Apply 1 coat primer and two coats of gloss enamel paint
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1 x coat primer & 2 x coats approved enamel paint

BURGLAR 
GATE

G - 01 

BURGAL GATE NOT REQUIRED FOR STAFF ROOM D04  

Standard approved hardwood 86x68mm rebated ( for 
42-44mm door thickness)and14x14mm chamfered outward 
exposed edge for stiles without top frame (no threshold)built 
into brickwork with iron tiles. 12x12mm quadrants all round 
both sides. All prepared for finish as specified

813x1940x40mm solid flush panel door wit hardboard both sides
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GATE DESCRIPTION

Grille gate constructed from 25 x 25 x 2.5mm
square section tubing with 25 x 25 x 2.5mm
square section tubing infill with at approx. 125mm
centres.

Gate to be pre-primed with red oxide.

Touch prime with red oxide
1 coat universal undercoat.
2 coats velvaglow gloss enamel lightly sanded
between coats, all to manufactures specification.
colour:  to approval

FINISH

WINDOW NO'S:

G-01
QUANTITY

DIMENSIONS TO BE CONFIRMED ON SITE BEFORE 
MANUFACTURING

heavy duty padlock with brass body s/s shackle 5
pin tumbler.

IRONMONGERY

GATE DESCRIPTION

Grille gate constructed from 25 x 25 x 2.5mm
square section tubing with 25 x 25 x 2.5mm
square section tubing infill with at approx. 125mm
centres.

Gate to be pre-primed with red oxide.

Touch prime with red oxide
1 coat universal undercoat.
2 coats velvaglow gloss enamel lightly sanded
between coats, all to manufactures specification.
colour:  to approval

FINISH

WINDOW NO'S:

G-02
QUANTITY

DIMENSIONS TO BE CONFIRMED ON SITE BEFORE 
MANUFACTURING

heavy duty padlock with brass body s/s shackle 5
pin tumbler.

IRONMONGERY
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