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remove and replace asbestos roof covering with 0.6mm remove and replace asbestos roof covering with 0.6mm -THE INLET OF A BRANCH DISCHARGE PIPE
continuos continuous IBR profile roof sheeting with pre Manufactured approved factory pre-painted Manufactured approved factory pre-painted continuos continuous IBR profile roof sheeting with pre -é %I/TEFNA?NEX ﬁgfé%?:E‘l?BAECGK OF EQUAL DIA. SHALL
painted factory fonosh metal ridge capping and ridge closer. metal ridge capping and ridge closer. painted factory fonosh -R.E SHALL BE INSTALLED WHERE THERE IS
remove and replace all fascia boards replace with remove and replace all fascia boards replace with CHANGE OF DIRECTION.
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recommendation P 9 (J re plaster 40% of the walls, paint with 3 coats re plaster 40% of the walls, paint with 3 coats construct new concrete apron to eng's. 'ANY ERRORS, DISCREPANCIES OR OMISSIONS TO
f.£10.000 plascon internal paint plascon internal paint ££10.000  recommendation BE REPORTED TO THE ARCHITECT IMMEDIATELY.
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GABLE ELEVATION be 1.8m wide with joints and laid to fall be 1.8m wide with joints and laid to fall GABLE ELEVATION -ARCHITECTURAL DRAWINGS ARE TO BE READ IN
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away building to eng's. detail away building to eng's. detail = A CONSULTANTS WHERE APPLICABLE
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