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GENERAL NOTES: VIP 200 SYSTEM

This will allow continue exposure to the sun. The pipe 
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GENERAL NOTE:

1. The implementing agent will give direction whether a pit will be
    sealed or un-sealed depending on the outcome of the ground
    water protocol.
2. The contractor will be responsible for excavation the pit, whatever
     the ground conditions, his/her cost.
3. All blocks to be nfx engineering blocks for the whole substructure.
4. Section a-a shows the arrangement for an un-sealed pit, for sealed
    pits the outside wall of  the substructure must be solid with no
    open vertical joints.
5. The bottom of the pit will include a 500mm thick concrete base to
     ensure the pit is fully sealed.
6. Central dividing walls must be constructed with fully mortared
     joints for the full depth.
7. The outer wall of the pit must have a minimum thickness of 200mm
8. The pit must be 1 course of bricks above the natural ground level.
9. The slabs will be designed and approved by theimplementing
     agent.
10. The rain water harvesting tank must be equipped with a fload
       valve and connected to the main water supply within the school
       yard, where it is available.
11. Taps in all wash hand basin must be charlock pvc Pro.
12. Close taps to ensure reliable water conservation, which must be
      able to close at minimum 15kpa pressure.
13. Vent pipes to secured to the walls outside the ablution facilities
      - 3m 110mm Ø vent pipe (black - uv) fixed with 3 110mm holder
         bats
      - 110mm fly screen used at vent end Charlock VIP 200 toilet
         pedestals to be complete with seat lid. Grade R: Char Bambi
         I/drop (kiddie pan)
      - pipes from sinks & urinal outlets to soakaway pit
        (50mm pvc)
      - pipes from gutters to fill tank (75mm pvc)
      - pipe form tank to sinks (15mm polycop) fitting
        to be done internally
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SAFINTRA WIDEDECK (RAIN CLOUD)  sheetmg or similar approved
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Marley PVC 200mm x 800mm socketless barge boards. PVC H-profile barge board joiners. Drill for and fix with  hot-dipped galvanised screws and washers.  76 x 50mmm trimmer batten fixed underside of purlin  ends for barge board fixing.
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Marley PVC fascia boards 12mm thick and 225mm with  aluminium H-profile fascia joiners. Drill for and fix with hot -dip galvanised drive screws and washers.
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110mm Marley pvc gutters or similar approved in maximum possible lengths & fixed with concealed brackets laid to fall 1:200 towards outlet. Joints at corners etc, if any are to be accurately formed, sealed & rivetted to achieve  a watertight finish. Brackets to be fixed at max 1m centres. 75mm Dia PVC downpipes with 1NO. to discharge into rain  water tank
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Reinforced BOE Facebrick lintel
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Steel windows with burglar bars to schedule bottom hung
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BOE Facebrick window cills with DPC under.
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COROBRIC Firelight satin  SABS Classification Facebrick lintel or similar approved . Facebrick internally up to 1105mm above finish floor level
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Concrete aprons laid to fall of 1:200 & in  panels with control joints at every 3m centres  on fill compacted to MOD AASHTO 95%.  Control joints sealed with 10mm Polysulphide  sealant with backing strip & softboard. 
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150mm thick reinforced concrete slab  (20Mpa) reinforced with mesh Ref 193 set 25mm below top on 250mm river sand bed on fill compacted to MOD AASHTO 95% Soil to be poisoned in accordance with SABS  1165. (Certificate to be provided)
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AutoCAD SHX Text
Foundation to be 700mm wide x 250 thick,  25mpa concrete strip footings under all walls. they are to sit on firm compacted ground  (excavated trenches) with a minimum of  700mm below ground level and to engineers  approval upon insection 
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