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NOTES IN RESPECT OF S.A. STANDARD CODE OF PRACTICE FOR THE
APPLICATION OF THE NATIONAL BUILDING REGULATIONS, SANS 10400
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medium densityfibre reinforced
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- 10400Part L ng (Charcoal Grey)laid at2degrees pitch Top hung stainless steel windows
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NOTES IN RESPECT OF S.A. STANDARD CODE OF PRACTICE FOR THE
APPLICATION OF THE NATIONAL BUILDING REGULATIONS, SANS 10400

Gable style0.8Bmm Zinc alum broadflute IBR
Finish:Chromadek pre coated roof shee ng (Charcoal
Grey)laid at18degrees pitch with600x2500verhangs

125x75mm x0.6mm Seamless aluminium
proprietary eaves guer &100x75mm x0,6mm

down pipes with Colourtech G4paintfinish. Fibre cement12x225mm

medium densityfibre reinforced
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NOTES IN RESPECT OF S.A. STANDARD CODE OF PRACTICE FOR THE
APPLICATION OF THE NATIONAL BUILDING REGULATIONS, SANS 10400
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all exposed trusses
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ALUMINIUM WINDOW
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Gable styled.8mm Zinc alum broadflute IBR Finish:Chromadek pre
coated roof shee ng (Charcoal Grey)laid at18degrees pitch with600
x2000verhangs on76x50SSAP Purlins at+/—-1200mm centres max
on115x50SSAP Purlins at+/-1200mm.on Sisala on RSA
420underlay under purlins on training tape on mber trusses —laid as
per manufacturers specifica on.All overlaps to be taped.on38x
114mm SSAP(SABS approved)

2

X X X X
6mm THICK GYPSUMBOARD CEILING PANELS
WITH FLUSH JOINTS AND SKIMMED WITH ONE
COAT RHINOLITE.FIXED TO UNDERSIDE
OF38x38mm S.APINE BRANDERING FIXED TO
UNDERSIDE OF TIMBER TRUSSES@400mm C/C

PROFILED POLYSTIRENE CORNICE FIXED

0 CEILING BRANDERING

125X75MM X0,8MM THICK SEAMLESS ALUMINIUM
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FINISH FIXED TO MANUFACTURERS

SPECIFICATIONS WITH ALUMINIUM BRACKETS
AT2000MM INTERVALS MAX.WITH 75X 100MM
FLUTED ALUMINIUM DOWNPIPES WITH

.TO SHEDULE

2635

SEAL WITH POLYSULPHIDE

FACE BRICKCILLAT30—————
STEPPED D.P.C

BAG&SEAL OUTER SIDE

COLOURTECH GAPAINT FINISH,FIXED AS PER

DETAIL KITCHI;N
25m

Top hung stainless steel windows painted. 0S: 100 000

6mm Safety Glass complying withSANS10400 ¢ oycreTE

Part O,N&Part XA.Bo om panes obscured
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ng.

INTERNAL PLASTER TO BE13to16mm THICK,
CEMENT/SAND RATIO OF1:5.PLASTER SEALED,
{UNDERCOAT,2COATS'WALL N'ALL’
EMULSIONPAINT.COLOUR TO BE APPROVED

FLOORS:
100mm THICK POWER FLOATED CONCRETE SLAB

OF INTERNAL SKIN

FFL170

STEPPED D.P.C
:; - N — — — 20Mpa-in—situ-concrete aprorand-channet-to

Engineer's detail and specifica on with U2
woodfloat finish. Control joints sealed with sealant.

170 |

(25MPA)REINFORCED WITH MESH,REF. 193, SET25MM
ABOVE250MICRON GUNPLAS USB GREEN DPC ON50mm
TREATED AND RAMMED RIVER SAND ON CLEAN EARTH FILL IN
LAYERS NOT EXCEEDING 150mm,TO BE WELLWATERED AND
COMPACTED T090%MOD AASHTO.SOIL TO BE POISONED IN
ACCORDANCE WITH SABS1165, CERTIFICATE MUST BE
PROVIDED

V7 Ifioor finishes as indicated on plan and as per finishing schedule on 100mm thick class
U}stee\ trowelfinished concrete slab (20Mpa) reinforced fyith mesh Ref193set25mm below
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