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GYPSUM BOARD CEILING NAILED TO
38X38mm SOFTWOOD BRANDERING AT
450 CENTRES , NAILED TO UNDERSIDE
OF TIE BEAM.

BRANDERING AT 450 CENTRES
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PROFILE ROOF SHEETING @ 17° ON INSULATION ON

76x50mm S.A PINE PURLINS @ 750mm C/Cs ON
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SPECIFICATION. ROOF TO COMPLY WITH PART KK13 OF
SANS 10400

MBER TRUSSES TO ENG'S DETAIL AND

GALVANISED GANG NAIL WITH PUNCHED—
HOLES FOR SHERADISED TWISTED OR
ANNULAR THREADED NAILS

10mm INTERNAL PLASTER

WINDOWS AND DOORS AS PER SCHEDULE

| 38X38mm SOFTWOOD BATTENS /
| SPECIFICATION NOTES

DETAIL 1

SCALE 1: 20

ALUMINIUM SEAMLESS GUTTERS WITH PVC.
RAINWATER DOWNPIPES TO COMPLY WITH

114 x 38mm WALLPLATE

38 x 38mm SAP BATTENS

NHBRC GUIDELINES

FASCIA BOARD

PRESSED ASBESTOS / FIBRE CEMENT |
BEAM FILL |

NOTE:
Position of concrete rainwater channel to
suit site conditions as per site layouts to
accommodate stormwater and overflow.
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