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RIB, COMPLYING WITH ISQ 550 (3T) (A653) WITH A CHROMADEK®
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9MM THICK 'RHINO' GYPSUM PLASTERBOARD

SCREW-UP CEILING WITH TAPED AND

SKIMMED JOINTS NAILED TO UNDERSIDE OF

38x38MM SA PINE BRANDERINGS AT MAX. 600

CENTRES. WITH 75MM COVED CORNICE .

NOTE:

ALL CONCRETE FOOTINGS,

SURFACE BEDS, FLOOR SLABS

AND COLUMNS TO ENG. DETAIL.

NOTE:

APPROVED FLOOR TILES LAID ON APPROVED ADHESIVE

ON 100MM (MIN) THICK POWERFLOATED CONCRETE

SURFACE BED ON 250 MICRON GUNPLAS "USB" GREEN

WATERPROOFING MEMBRANE TO APPROVAL ON WELL

COMPACTED HARDCORE FILL IN LAYERS OF 150MM MAX.

SEAMLESS EXTRUDED ALUMINIUM

GUTTERS TO DISCHARGE TO

Ø80MM RWDP'S AS INDICATED
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38x75MM SA PINE PURLINS FIXED AT 1150MM MAX. SPACING ON

38x152MM SA PINE RAFTERS  AT 1200MM MAX. SPACING, ON

114x38MM SA PINE WALL PLATE TIED TO THE BRICK WALL WITH

SABS APPROVED HOOP IRONS  TO COMPLY WITH PART 'K' OF

THE SANS 10400

GALVANISED STEEL Z200 0.5MM IBR ROOF SHEETING WITH

STIFFENED RIB, COMPLYING WITH ISQ 550 (3T) (A653) WITH A

CHROMADEK® COLOUR COATED IN MILL FINISH TO ONE SIDE

WITH A PEBBLE GREY BACKING COAT OR SIMILAR
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Opening : 0,34m²
Glass : 0,26m²
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Door : 1,65m²
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Standard hot dipped galvanised mild steel
residential top-hung open out window frames -
EXM7H complete with burglar-proofing out of
10mmØ solid round bars. FR
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HINGES -standard hinges per door frame
leaf.
LOCKSET-solid blesbok 460/313 3 lever lockset.

813x2032x40mm Meranti FLB flush open
back door. finish with 1 coat universal
undercoat and 2 coats Enamel paint.

HINGES - standard hinges per door
frame.
LOCKSET - BB-179S Brass barrel bolt toilet lockset.

813x2032x40mm semi solid core door. finish
with 1 coat universal undercoat and 2 coats
Enamel paint.

D1 : standard mild steel  813x2032x1,2mm frame. D2 : standard mild steel  813x2032x1,2mm frame.

Opening : 1,81m²
Door : 1,65m²
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BUGLAR BARS 16mild steel round bars welded to
window frame.

Opening : 0,80m²
Glass : 0,56m²

Standard hot dipped galvanised mild steel
residential top-hung open out window frames
- EXM7H complete with burglar-proofing out
of 10mmØ solid round bars.
6.5mm Safety glass fixed with glazing putty, putty
to receive paint finish to match window frame.
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16mild steel round bars welded to
window frame.
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Standard hot dipped galvanised mild steel
813x2032x1,2mm  double rebate pressed metal
door frame for 220mm walls. Galvanised finish

Standard hot dipped galvanised mild steel
813x2032x1,2mm  single rebate pressed metal
door frame for 110mm walls. Galvanised finish
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Opening : 0,96m²
Glass : 0,80m²

6.5mm Safety glass fixed with glazing putty, putty
to receive paint finish to match window frame.

W1: SS Industrial type steel window section.

16mild steel round bars welded to
window frame.
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Hot Dipped Galvanised Mild Steel.

G1 : standard hot dipped galvanised mild steel  frame.

Opening : 2,02m²
Gate : 1,65m²

Standard galvanised hot dipped mild steel as
per detail.

826

Standard hot dipped galvanised mild steel
residential top-hung open out window frames
- EXM7H complete with burglar-proofing out
of 10mmØ solid round bars.

6.5mm Safety glass fixed with glazing putty, putty
to receive paint finish to match window frame.

TBC

W2: SS Industrial type steel window section. W3: SS Industrial type steel window section.

5 No. OFF 0 No. OFF 5 No. OFF0 No. OFF20 No. OFF25 No. OFF

Hot Dipped Galvanised Hot Dipped Galvanised
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PROPOSED ADDITIONS OF NEW & ALTERATIONS

OF EXISTING CLASSROOM BLOCKS AT

MACAMBINI FULL SERVICE SCHOOL, ON

REMAINDER OF PORTION 22 OF RESERVE NO. 8
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BLOCK C - FLOOR PLAN, ELEVATIONS, SECTION

C-C; DETAILS, DOOR & WINDOW SCHEDULES

REFURBISHMENT OF EXISTING CLASSROOM

BLOCKS AND CONSTRUCTION OF NEW

CLASSROOM BLOCKS AND EXTERNAL WORKS

NORTH BLOCK C - FLOOR PLAN
SCALE 1 : 50
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