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SITE PLAN: NEW LAYOUT: SICK BAY, KITCHEN REFUSE AREA AND CABINS
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NOTES

CONTRACTOR

Where needed contractor to check ALL dimensions
before manufacturing of any pre-manufactured
components.

Geyser instillation according to SANS 10254.

ENGINEER
Engineer to inspect existing structure & approve
stability of the structures.

GENERAL NOTES
THIS DRAWING MUST NOT BE SCALED.
Calculated dimensions must be used in all instances.
All levels & heights must be checked & confirmed on
site before commencing with work on site.
In the event of any discrepancies the architect must
be informed immediately.

If in DOUBT......... ASKIIM

GENERAL DRAINAGE NOTES

Drainage installation to be in accordance with the
National building regulations-- SANS 10400 and
comply with the local authorities By-laws and
specifications on drainage installations.

All levels to be checked on site before commencing
with the installation of the sewer lines.

Single stack drainage system to be used.

All stacked to have vent cowls to Architect approval.
All soil pipes to be 110mm @ pipes or as specified.
All waste pipes to be 50mm & PVC.

Where drain pipes pass in floor slab they are to be
sleeved in concrete.

All EW pipes to be cast in 150mm concrete
surrounded at ground level alone the entire length.
CE's to head of drain pipes and every change of
direction.

All waist fittings to have either "P" or "S" traps with a
water seal of not less than 75mm.
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