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NOTES

CONTRACTOR

Where needed contractor to check ALL dimensions

before manufacturing of any pre-manufactured

components.

Geyser instillation according to SANS 10254.

ENGINEER

Engineer to inspect existing structure & approve

stability of the structures.

GENERAL NOTES

THIS DRAWING MUST NOT BE SCALED.

Calculated dimensions must be used in all instances.

All levels & heights must be checked & confirmed on

site before commencing with work on site.

In the event of any discrepancies the architect must

be informed immediately.

                  If in DOUBT.........ASK!!!!!!

GENERAL DRAINAGE NOTES

Drainage installation to be in accordance with the

National building regulations-- SANS 10400 and

comply with the local authorities By-laws and

specifications on drainage installations.

All levels to be checked on site before commencing

with the installation of the sewer lines.

Single stack drainage system to be used.

All stacked to have vent cowls to Architect approval.

All soil pipes to be 110mm Ø pipes or as specified.

All waste pipes to be 50mm Ø PVC.

Where drain pipes pass in floor slab they are to be

sleeved in concrete.

All EW pipes to be cast in 150mm concrete

surrounded at ground level alone the entire length.

CE's to head of drain pipes and every change of

direction.

All waist fittings to have either "P" or "S" traps with a

water seal of not less than 75mm.
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75mm Thick concrete floor slab (class 1, 25mpa @ 28 days) on 25 micron smooth green

polyolefin damp proof membrane (fold membrane up against foundation wall). Lay membrane

with 200nn laps&seals as per manufactures specifications.  On 50mm thick river sand blinding on

compacted hardcore filling at optimum moisture content in layers not exceeding 170mm before

compaction, to a density of at least 90% of the maximum modified AASH to density.

SECTION A-A
SCALE 1: 100

FFL

FFL

800x300mm foundation

acc Eng specification

NGL

NGL

Brick retaining wall

 acc Eng specification

Bed 38x114mm SA pine wall

plates in long lengths in cement

mortar & strap at max 1200mm

intervals.

0.58mm Widespan Chromadek roof sheeting (Azure

Blue color) 20° slope as shown fixed to 70x50mm SA

pine purlins at max 400mm centers on KingFlex

aluminum roof insulation, fixed on 38x152mm SA pine

(timber grade 8, class A) truss complete with galv. mild

steel gangnail connector plate all at max 1200mm

centers on 114x38mm SA pine beams.
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75mm Thick concrete floor slab (class 1, 25mpa @ 28 days) on 25 micron smooth green

polyolefin damp proof membrane (fold membrane up against foundation wall). Lay membrane

with 200nn laps&seals as per manufactures specifications.  On 50mm thick river sand blinding on

compacted hardcore filling at optimum moisture content in layers not exceeding 170mm before

compaction, to a density of at least 90% of the maximum modified AASH to density.
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Brick retaining wall

 acc Eng specification

Bed 38x114mm SA pine wall

plates in long lengths in cement

mortar & strap at max 1200mm

intervals.

0.58mm Widespan Chromadek roof sheeting (Azure

Blue color) 20° slope as shown fixed to 70x50mm SA

pine purlins at max 400mm centers on KingFlex

aluminum roof insulation, fixed on 38x152mm SA pine

(timber grade 8, class A) truss complete with galv. mild

steel gangnail connector plate all at max 1200mm

centers on 114x38mm SA pine beams.
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Blue color) 20° slope as shown fixed to 70x50mm SA

pine purlins at max 400mm centers on KingFlex

aluminum roof insulation, fixed on 38x152mm SA pine

(timber grade 8, class A) truss complete with galv. mild

steel gangnail connector plate all at max 1200mm

centers on 114x38mm SA pine beams.
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intervals.
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600x600mm

Swartland KENZO Top hung Aluminum Window PT96

(Charcoal color)

(Quantities 4)

900x1200mm

Swartland KENZO Aluminum top hung Window PT912

(Charcoal color)

(Quantities  16)

813x2100mm

Swartland wooden door SD16

(Quantities 8 : 4 left side / 4 right side opening)

813x2032mm Door Hardwood Mixed Timber door

(Quantities 4 : 4 left side / 4 right side opening)

"Dental" type gypsum industries cornices fixed to

ceiling brandering as shown under 13mm gypsum

plasterboard ceiling boards fixed to 38x38mm SA pine

brandering fixed to timber truss as shown.  Plaster

boards to receive 2 coats (2mm) "Rhino glide" plaster

finish.
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plasterboard ceiling boards fixed to 38x38mm SA pine

brandering fixed to timber truss as shown.  Plaster
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finish.
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Finishing

Floor Finishing

Cabin Floor

350 x 350mm Kilimanjaro Kgalagadi Grey EcoTec Slip Resistant Porcelain Floor Tile

Bath room/ Passage

350 x 350mm Kilimanjaro Kgalagadi Charcoal EcoTec Matt Porcelain Floor Tile

Bath room wall tiles (see drawing) to height of 2100mm

Wall 1 (Whole of the wall)

200 x 200mm Sicily Cementine Matt Ceramic Wall Tile

Walls 2, 3 & 4

200 x 100mm Valencia Bevelled Glossy White Ceramic Subway Wall Tile

Walls 5,6 & 7

200 x 100mm Valencia Bevelled Glossy Grey Ceramic Subway Wall Tile

Shower floor

300 x 300mm Rocky Mountain Pebble Ice Resin Mosaic

Wall Finishing

All walls to be prepared with 1 coat Plascon Merit plaster primer-UC56,

1 coat sealer filler with 1 undercoat and two coats Egg shell enamel paint and

finished with 2 coats Plascon as specified as per manufacture specifications

Exterior walls

All exterior walls to match existing surrounding buildings (Matt white)

Interior walls

Wall to ceiling height - Plascon Cloud Number Nine B6-A2-3

Ceilings and Cornice

Prepare and stop with Mendall 90 and apply one coat bonding liquid

finish 2 coats Polvin Super Acrilic PVA
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SCALE 1: 50

Geyser installation

1380X535mm 200l KWIKOT standard 600 duel electric heater

(code:EF-200-2D) opening at 600KPA with temperature and

pressure control valve including 20mm female drain clock with inlet

compression

INSTALLED

Installed horizontally outside and 22mm pipe work including 22mm

vacuum breakers connected to hot and cold water supply 600KPA

KWIKOT mono pressure control valve

CONNECTION

Single phase electrical power supply with isolator 1000mm away

from connection on geyser.

COMPLIANCE

SABS 151-2002

SANS 10254

CE

Gully

110mm Ø uPVC sewer pipe @ min 1:40

fall to connect to existing sewer system
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