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Notes: SCA 1- 100
Grab rail note 1: Plaster & Paint Plaster & Paint 7
Round Aluminum grab rail fixed at height of 1000mm in St I I
Il th dfl ore H .
all passages on the ground floor Passage Office Worktable note 1:
Paint border note 2: - Work station/
Promax Trendy Mahogany High Density Polymer - Lockable BIC on the bottom
Skirting in all rooms at height of 1000m with the Plaster & Paint
exception of the main pharmacy bpc AFFL Pack|ng Table note 1:
. . Packing stations to detail with
NGL Plasfer & Paint . Packing area Granite tops with lockable BIC on
Passage_é Wait ng tall 2 qust.er the bottom
Slush . Disbensila Rropt steel & Paint
ush room area for \ Strepvimg—tc|  Manfacturing area
Pharmacy ar hept—epesifieation )
- Grab [rail N Disable e ainless steel
Brick retaining wall Paint border Cote | ! = ispensing hred/_|facl bidlnotd 1 orktable
acc Eng specification ESEe 2 ote SIS "Wirksthtiofne !|_ ]
DPC et N FFL © FFL DPC NGL
800x300mm foundation 800x300mm foundation 800x300mm foundation 600x230mm foundation

acc Eng specification

100mm Thick concrete floor slab (class 1, 25mpa @ 28 days) on 25 micron smooth green
polyolefin damp proof membrane (fold membrane up against foundation wall). Lay membrane

with 200nn laps&seals as per manufactures specifications. On 50mm thick river sand blinding on
compacted hardcore filling at optimum moisture content in layers not exceeding 170mm before
compaction, to a density of at least 90% of the maximum modified AASH to density.
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SECTION B-B

100mm Thick concrete floor slab (class 1, 25mpa @ 28 days) on 25 micron smooth green
polyolefin damp proof membrane (fold membrane up against foundation wall). Lay membrane
with 200nn laps&seals as per manufactures specifications. On 50mm thick river sand blinding on
compacted hardcore filling at optimum moisture content in layers not exceeding 170mm before

acc Eng specification
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compaction, to a density of at least 90% of the maximum modified AASH to density.

] N~
Notes: _ _
Grab rail note 1: Plaster & Paint Passage Plaster & Paint 7
Round Aluminum grab rail fixed at height of 1000mm in 1 Roof note 3:
all passages on the ground floor . 0.6mm IBR roof sheeting at 11° slope as shown fixed

: New D Tea room : 9 p wn fix

Paint border note 2: Kitchenette wall for)r/ n to 150x50x20x2mm CFLC at max 500mm centers fixed
Promax Trendy Mahogany High Density Polymer ; COVID inside a 125x50x20x2mm CFLC box welded to
Skirting in all rooms at height of 1000m with the Plaster & Paint Isolation 100x100x2mm Hot rolled square tube.
exception of the main pharmacy FFL EFU ol

bPC Dprgoof note 3 S

. . Krost steel
NGL Plaster & Paint Private shejving acc client |}
Observations consulting spegificfatiop Pharm y
room Pas$age/| room Pharmacy|bulk delive o 2
- BI¢ stqre area S
; . Paint border Grab frail N
Brick retaining wall note 2 hote [1 Plaster & Paint Plaster &| Paint |Plaster & Pgint o)
acc Eng specification FFL FFL g
Ao~ el FFL FFLIllIDpc 1 NGL
400x150mm foundation
800x300mm foundation 800x300mm foundation 800x300mm foundation 600x230mm foundation acc Eng specification

acc Eng specification

Existing Roof covering

Existing Roof covering

Roof note 4:

0.6mm IBR roof sheeting at 13° slope as shown fixed
to 75x25x20x2mm CFLC at max 500mm centers fixed
inside a 100x50x20x2mm CFLC box welded to

75mm Thick concrete floor slab (class 1, 10mpa @ 28 days) on 25 micron smooth green
polyolefin damp proof membrane (fold membrane up against foundation wall). Lay membrane
with 200nn laps&seals as per manufactures specifications. On 50mm thick river sand blinding on
compacted hardcore filling at optimum moisture content in layers not exceeding 170mm before

compaction, to a density of at least 90% of the maximum modified AASH to density.
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0.6mm IBR roof sheeting at 5° slope as shown fixed to
Brick wall 150x50x20x2mm CFLC at max 500mm centers fixed
Roof note 1: Plaster & Paint inside a 125x50x20x2mm CFLC box welded to
: . 100x100x2 Hot rolled tube.
0.6mm IBR roof sheeting at 10° slope as shown fixed Brick wall x100xemm Hot rolled square tube
to 150x50x20x2mm CFLC at max 500mm centers fixed Plaster & Paint
inside a 125x50x20x2mm CFLC box welded to
100x100x2mm Hot rolled square tube. FFL FFL
Roof note 1 - Roof note 2 &
NGL ﬁx __ ;
I . 100x100mm
) 100x100mm /S 100x100mm Brick wall X
Pl B:'Ck‘g\:v;”.  Sauare tube. ° 2 square tube. | o Plaster & Paint ||SAuare tube. 100x100mm
7 asierc ran & = % = square tube.
0| 0|
Brick retainiré wall 230 I N N
acc Eng spgqficatiqp 1erL FFL
2 S
S s Plaster & Paint al — NCL
NGL ‘: L\Wj NGL

NOTE 1 4 7

Ramp retaining wall and :ﬁ[ 2

foundations acc to Eng Q| 600x230mm foundation 600x230mm foundation

100mm Thick concrete floor slab (class 1, 25mpa @ 28 days) on 25 micron smooth green

polyolefin damp proof membrane (fold membrane up against foundation wall). Lay membrane
with 200nn laps&seals as per manufactures specifications. On 50mm thick river sand blinding on

compacted hardcore filling at optimum moisture content in layers not exceeding 170mm before
compaction, to a density of at least 90% of the maximum modified AASH to density.
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0.6mm IBR roof sheeting at 10° slope as shown fixed
to 150x50x20x2mm CFLC at max 500mm centers fixed
inside a 125x50x20x2mm CFLC box welded to
100x100x2mm Hot rolled square tube.
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0.6mm IBR roof sheeting at 5° slope as shown fixed to
150x50x20x2mm CFLC at max 500mm centers fixed
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NOTES

CONTRACTOR

components.

ENGINEER
stability of the structures.

GENERAL NOTES

be informed immediately.

GENERAL DRAINAGE NOTES

All waste pipes to be 50mm & PVC.

sleeved in concrete.

direction.

water seal of not less than 75mm.

If in DOUBT......... ASKI!M!

Where needed contractor to check ALL dimensions
before manufacturing of any pre-manufactured

Geyser instillation according to SANS 10254.

Engineer to inspect existing structure & approve

THIS DRAWING MUST NOT BE SCALED.
Calculated dimensions must be used in all instances.
All levels & heights must be checked & confirmed on
site before commencing with work on site.
In the event of any discrepancies the architect must

Drainage installation to be in accordance with the
National building regulations-- SANS 10400 and
comply with the local authorities By-laws and
specifications on drainage installations.

All levels to be checked on site before commencing
with the installation of the sewer lines.
Single stack drainage system to be used.
All stacked to have vent cowls to Architect approval.
All soil pipes to be 110mm @ pipes or as specified.

Where drain pipes pass in floor slab they are to be
All EW pipes to be cast in 150mm concrete
surrounded at ground level alone the entire length.
CE's to head of drain pipes and every change of

All waist fittings to have either "P" or "S" traps with a
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