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New steel /metal stationary cupboard
with 4 shelves in colour (hammertone grey)
1800H x 900W x 450D. 1 x cupboard in
each classroom.

New steel /metal stationary cupboard
with 4 shelves in colour (hammertone grey)
1800H x 900W x 450D. 1 x cupboard in
each classroom.
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WALKWAY
W.F. CONCRETE

600mm CONCRETE RAINWATER CHANNEL AS PER ENGINEER'S DETAILS

600mm CONCRETE RAINWATER CHANNEL AS PER ENGINEER'S DETAILS
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New steel
cupboard
bolted to wall.

Conc. rainwater
channel as per
Str. Eng. details.

75mm gypsum
coved cornice,
nailed to wall and
ceiling.

100mm non-combustible
lightweight fibreglass insulation
blanket fitted between the beams
and laid loose on top of brandering.

Beam filling.

Aluminium
barge board.

Conc. rainwater
channel as per
Str. Eng. details.

Conc. raft foundation
to Str. Eng. details.

Reinforced concrete foundation
to Engineer's details to suit the
specific site conditions.

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.

38mm x 114mm
wallplate.
Beam filling.
Aluminium
barge board.

Facebrick
on edge lintel.

330mm x 330mm
brick columns to
Str. Eng. details.

Brick on
edge lintel.

6mm gypsum ceiling boards
to be skimmed and painted.

New magnetic
whiteboard
as per detailed
spec.

Safintra 0,55mm thick 700mm cover Saflok 700®
Rain Cloud COLORPLUS® interlocking
concealed fix roof covering at 17o, fixed to timber
purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing
to be calculated by an engineer)
by means of a SL 700® Clip 21 clips secured to
purlins in combination with a suitable
Class Safintra approved wafer head self-tapping
fasteners with roof insulation,
all in accordance with the manufacturer's
recommendations. All aspects to be
in strict accordance with the manufacturer's
latest published recommendations.
Profile measurements and proportions must
be in line with the latest Product
Specification Manual as published by
Safintra SA. Sheet coating: AZ150.

New vinyl tiles fitted as per
manufacturer's specification on new
slab and screed as per
Str. Eng. details.

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,805

TOP OF SLAB LEVEL
+0,170

NGL

NEW CLASSROOM
VINYL TILES

VERANDAH

PLASTER & PAINT TO ALL INTERNAL WALLS

DADO RAIL

DPC

DPC

DPC

DPC

DPC

DPC

NGL
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Aluminium
barge board.

Conc. rainwater
channel as per
Str. Eng. details.

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.

New doors & windows
as per schedules.

Safintra 0,55mm thick 700mm cover Saflok 700® Rain Cloud COLORPLUS® interlocking
concealed fix roof covering at 17o, fixed to timber purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing to be calculated by an engineer)
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable
Class Safintra approved wafer head self-tapping fasteners with roof insulation,
all in accordance with the manufacturer's recommendations. All aspects to be
in strict accordance with the manufacturer's latest published recommendations.
Profile measurements and proportions must be in line with the latest Product
Specification Manual as published by Safintra SA. Sheet coating: AZ150.

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,275

TOP OF SLAB LEVEL
+0,170

NGL

All brick wall and column specification,
refer to detail BR-01.
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Aluminium
barge board.

Conc. rainwater
channel as per
Str. Eng. details.

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.

Brick on
edge lintel.

New doors & windows
as per schedules.

Safintra 0,55mm thick 700mm cover Saflok 700® Rain Cloud COLORPLUS® interlocking
concealed fix roof covering at 17o, fixed to timber purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing to be calculated by an engineer) at
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable
Class Safintra approved wafer head self-tapping fasteners with roof insulation,
all in accordance with the manufacturer's recommendations. All aspects to be
in strict accordance with the manufacturer's latest published recommendations.
Profile measurements and proportions must be in line with the latest Product
Specification Manual as published by Safintra SA. Sheet coating: AZ150.

NGL

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,235

TOP OF SLAB LEVEL
+0,170

330mm x 330mm
brick columns to
Str. Eng. details.

All brick wall and column specification,
refer to detail BR-01.
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Aluminium
barge board.

Conc. rainwater
channel as per
Str. Eng. details.

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.

WALKWAY

NGL NGL

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,275

TOP OF SLAB LEVEL
+0,170

330mm x 330mm
brick columns to
Str. Eng. details.

Brick on
edge lintel.

New coated steel
fixed roof ventilator
with bird / vermin proofing.
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Note: New storeroom shelving:
Shelves and base made of
20mm melamine or similar approved.
All exposed edges of melamine
to receive a 3mm thick white PVC
impact edging. Shelving countersunk
screwed to brackets from below. Brackets
and support bands: epoxy powder coated
metal free standing units, bolted
together with metal corner support
posts, with feet fitted with PVC corners,
to protect floor coverings. All shelving is
to be adjustable.
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Conc. rainwater
channel as per
Str. Eng. details.

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.

WALKWAY

NGL NGL

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,275

TOP OF SLAB LEVEL
+0,170

330mm x 330mm
brick columns to
Str. Eng. details.

Brick on
edge lintel.

New coated steel
fixed roof ventilator
with bird / vermin proofing.

4. For the purpose of coordination, all relevant parties
must check this information prior to implementation
and report any discrepancies to the Architect.

1. All boundaries, dimensions and levels are to be checked on site
before construction and any discrepancies are to be reported to the
office of the Architect.
2. Partial Service: Any discrepancies with site or other information is to
be advised to the Architect and direction or approval is to be sought
before the implementation of the detail.
3. Do not scale this drawing.
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