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PINBOARD

PRINCIPAL OFFICE
VINYL TILES

VICE PRINCIPAL 1
VINYL TILES

VICE PRINCIPAL 2
VINYL TILES

STRONG
ROOM

VINYL TILES

GENERAL OFFICE
VINYL TILES

SICK
ROOM 2

VINYL TILES

PARA WC
VINYL
TILES

PRINT ROOM
VINYL TILES

STATIONERY
STORE

VINYL TILES
KITCHEN

VINYL TILES

FEMALE
ABLUTIONS
VINYL TILES

STAFF ROOM
VINYL TILES

SICK
ROOM 1

VINYL TILES

MALE
ABLUTIONS
VINYL TILES

ENTRANCE HALL
VINYL TILES
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Aluminium
barge board.

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.

New doors & windows
as per schedules.

Safintra 0,55mm thick 700mm cover Saflok 700® Rain Cloud COLORPLUS® interlocking
concealed fix roof covering, fixed to timber purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing to be calculated by an engineer)
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable
Class Safintra approved wafer head self-tapping fasteners with roof insulation,
all in accordance with the manufacturer's recommendations.

NGL

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,275

TOP OF SLAB LEVEL
+0,170

All brick wall and column specification,
refer to detail BR-01.

2 
10

5
53

0

Aluminium
barge board.

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.Safintra 0,55mm thick 700mm cover Saflok 700® Rain Cloud COLORPLUS® interlocking

concealed fix roof covering, fixed to timber purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing to be calculated by an engineer)
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable
Class Safintra approved wafer head self-tapping fasteners with roof insulation,
all in accordance with the manufacturer's recommendations.

NGL

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,275

TOP OF SLAB LEVEL
+0,170
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0

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.

New doors & windows
as per schedules.

New security gates
at entrances
as per schedules.

Safintra 0,55mm thick 700mm cover Saflok 700® Rain Cloud COLORPLUS® interlocking
concealed fix roof covering, fixed to timber purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing to be calculated by an engineer)
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable
Class Safintra approved wafer head self-tapping fasteners with roof insulation,
all in accordance with the manufacturer's recommendations.

NGL

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,275

TOP OF SLAB LEVEL
+0,170

Aluminium
barge board.

All brick wall and column
specification,
refer to detail BR-01.
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Aluminium
barge board.

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.

New doors & windows
as per schedules.

Safintra 0,55mm thick 700mm cover Saflok 700® Rain Cloud COLORPLUS® interlocking
concealed fix roof covering, fixed to timber purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing to be calculated by an engineer)
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable
Class Safintra approved wafer head self-tapping fasteners with roof insulation,
all in accordance with the manufacturer's recommendations.

NGL

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,275

TOP OF SLAB LEVEL
+0,170

All brick wall and column
specification,
refer to detail BR-01.

Conc. rainwater
channel as per
Str. Eng. details.

New vinyl tiles fitted as per
manufacturer's specification on new
slab and screed as per
Str. Eng. details.

75mm gypsum
coved cornice,
nailed to wall and
ceiling.

100mm non-combustible
lightweight fibreglass insulation
blanket fitted between the beams
and laid loose on top of brandering.
Beam filling.
Aluminium
barge board.

Conc. rainwater
channel as per
Str. Eng. details.

Reinforced concrete foundation
to Engineer's details to suit the
specific site conditions.

0,6mm colomate finished
galvanized metal ridge cap with
ridge closer to manufacturer's
specifications.

38mm x 114mm
wallplate.

Aluminium
barge board.

New doors and windows
as per schedules.

New RC slab as
per Str. Eng. details.

6mm gypsum ceiling boards
skimmed and painted.

Safintra 0,55mm thick 700mm cover Saflok 700® Rain Cloud COLORPLUS® interlocking
concealed fix roof covering, fixed to timber purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing to be calculated by an engineer)
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable
Class Safintra approved wafer head self-tapping fasteners with roof insulation,
all in accordance with the manufacturer's recommendations. All aspects to be
in strict accordance with the manufacturer's latest published recommendations.
Profile measurements and proportions must be in line with the latest Product
Specification Manual as published by Safintra SA. Sheet coating: AZ150.

NGL

NEW STAFF ROOM
VINYL TILES

VERANDAH
PLASTER & PAINT

TO INTERNAL WALLS
DPC

DPC

DPC

DPC

DPC

DPC

NGL

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,275

TOP OF SLAB LEVEL
+0,170

Facebrick column
base with steel column
all as per Str. Eng. details.
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WHITE GLAZED
PORCELAIN WHB

WALL URINAL

PARAPLEGIC WC MIRROR

TAPS
"COBRA WATERTECH" pillar tap no:111with  star chromium
plated handle, colour  markings (hot/left & cold/right).
recomended workimg pressure is 400kpa (4 bar) accessories
to manufacturer specification.

ROLL HOLDER Franke TR2 stainless steel wall mounted lockable double toilet roll holder.
Size: 281 x 126 x 136 mm

WC SUITE: White 90 vitreous china pan and P-trap with white heavy
duty single plastic flap seat. 9 litre low level white vitreous china cistern.
with valve fitting and matching flush pipe. (Flush Master System to be
utilised if area water pressure allows).

Back inlet 90° wall hung open rim pan. Pan can be used with
a concealed cistern or with a suitable back inlet flush valve.

White vitreous china wall urinal: 610 x 385 washdown wall urinal with wall hangers,
strainer waste, top inlet spreader and chrome plated flush pipes. 4.5L cistern with
back inlet and PC push button. All as approved.

WHITE PORCELAIN ENAMELLED BASIN with one tap hole punched out
31 mm chromium plated outlet, with plug, chain, anchor & 32mm back nut
complete. Provide one chromium plated pillar tap except in Admin Block &
Grade R's Sick room - provide two taps (hot and cold).
Provide black soft rubber P trap. Disabled WHB fixed to wall as per SANS 10400.

450 x 600 x 6mm "GG" quality polished glass mirror: fix to wall position
as shown on site with round nose chromium plated mirror screws.
1 mirror per basin, 4 screws per mirror.

PARAPLEGIC
WC GRABRAILS

Railman Grabrails: Ref DL2 dogleg grabrail with 2 flanges.
304 high quality stainless steel 32mm o/d, finish satin polished.
80mm o/d flanges drilled and countersunk with 3 fixed screws.

Railman Grabrails: Ref SR2 750mm x 206mm straight grabrail
position as per detailed drawing.
304 high quality stainless steel 32mm o/d, finish satin polished.
80mm o/d flanges drilled and countersunk with 3 fixed screws.
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NEW 200mm x 200mm JOHNSON
GLOSS WHITE TILES TO BE
SECURELY FIXED TO WALL
AS SPLASHBACK.

NEW WINDOW
AS PER WINDOW SCHEDULE.

COUNTERTOP SPEC.
EEZI QUARTZ, COLOUR TO
BE CONFIRMED.
ALL EXTERNAL EXPOSED SURFACES
TO BE WRAPPED IN: MELAMINE
TBC. ALL CUPBOARDS TO HAVE LOCKS INSTALLED.
ALUMINIUM BARREL HANDLE, 160mm TO BE INSTALLED
ON ALL CUPBOARD DOORS
AND DRAWERS. ALL INTERNAL CARCASSES TO
BE WRAPPED IN WHITE FORMICA.

SKIRTING / PLINTH
TO BE WRAPPED IN:
MELAMINE TBC.

COUNTERTOP SPEC.
EEZI QUARTZ - COLOUR
TO BE CONFIRMED.

SINK AND FITTINGS AS
PER SANWARE SCHEDULE.
APPLY CLEAR SILICONE ALL ALONG
THE EDGE BETWEEN THE TILES AND
COUNTER TOPS AND AROUND THE
EDGE OF THE SINK.

NEW 200mm x 200mm JOHNSON
GLOSS WHITE TILES TO BE
SECURELY FIXED TO WALL
AS SPLASHBACK.

NEW WINDOW AS PER
WINDOW SCHEDULE.

COUNTERTOP SPEC.
EEZI QUARTZ, COLOUR TO
BE CONFIRMED.
ALL EXTERNAL EXPOSED SURFACES
TO BE WRAPPED IN: MELAMINE
TBC. ALL CUPBOARDS TO HAVE LOCKS INSTALLED.
ALUMINIUM BARREL HANDLE, 160mm TO BE
INSTALLED ON ALL CUPBOARD DOORS
AND DRAWERS.
SKIRTING / PLINTH
TO BE WRAPPED IN:
MELAMINE TBC.

NEW ROLLER SHUTTER
DOOR TO SERVING HATCH,
AS PER DOOR SCHEDULE.

NEW ROLLER SHUTTER DOOR
TO SERVING HATCH.

NEW 32mm FORMICA FINISHED
CHIPBOARD WORKTOP

NEW 32mm FORMICA FINISHED
CHIPBOARD WORKTOP.

100 x 22mm SUPPORT
CLAD IN MELAMINE TO
MATCH CUPBOARDS. SUPPORT
TO BE SCREWED AGAINST WALL
TO PROVIDE SUPPORT FOR
COUNTERTOP.

100 x 22mm SUPPORT
CLAD IN MELAMINE TO
MATCH CUPBOARDS. SUPPORT
TO BE SCREWED AGAINST WALL
TO PROVIDE SUPPORT FOR
COUNTERTOP.

DRAWERS

KITCHEN FLOOR PLAN
SCALE - 1:50
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SECTION A - A
SCALE - 1:50
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SECTION B - B
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New sanware
as per sanware
schedule.

New door
as per door schedule. New toilet roll

holder
per sanware
schedule.

New wc
per sanware
schedule.

New grabrail
per sanware
schedule.

Wall above
tiling to be
plastered and
painted.

New grabrail
per sanware
schedule.

New grabrail
per sanware
schedule.

New grabrail
per sanware
schedule.

New wc
per sanware
schedule.

Wall tiling
to later detail.

Y

Y

Y1

PARA WC
VINYL TILES

Y1
New WHB as
per sanware
schedule.

4. For the purpose of coordination, all relevant parties
must check this information prior to implementation
and report any discrepancies to the Architect.

1. All boundaries, dimensions and levels are to be checked on site
before construction and any discrepancies are to be reported to the
office of the Architect.
2. Partial Service: Any discrepancies with site or other information is to
be advised to the Architect and direction or approval is to be sought
before the implementation of the detail.
3. Do not scale this drawing.
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PROPOSED NEW
ADMINISTRATION BUILDING: PLANS,
SECTIONS, ELEVATIONS & DETAILS

GROUND FLOOR PLAN
SCALE - 1:100

SIDE ELEVATION
SCALE - 1:100

SIDE ELEVATION
SCALE - 1:100

FRONT ELEVATION
SCALE - 1:100

REAR ELEVATION
SCALE - 1:100

SECTION A - A
SCALE - 1:100

B 27/09/22 Roof design and brickwork design change MM

PARA WC PLAN
SCALE - 1:50

SECTION Y - Y
SCALE - 1:50

SECTION Y1 - Y1
SCALE - 1:50

C 10/10/22 A.B.E.T Room removed from design MM


