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New 32mm thick post-formed
worktop with 180o bullnosed
edges. Finish: wrapped in
formica, colour tbc.
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edges. Finish: wrapped in
formica, colour tbc.

New powerskirting as per
electrical layout.

25mm aluminium trim.

New front facing panels
to be wrapped in formica,
colour tbc.

All external exposed
surfaces of cupboards
to be wrapped in formica,
colour tbc. All
cupboards to have locks
installed. Aluminium barrel
handle 160mm to be installed
on all cupboard doors and
drawers. All internal carcasses
to be wrapped in white formica.

Skirting / plint to be chipboard
wrapped in formica, colour tbc.

New floating shelf, to be wrapped
in formica, colour tbc.

100 x 22mm support clad in melanine
to match cupboards, to provide
support for shelf.
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New front facing panels
to be wrapped in formica,
colour tbc.

25mm aluminium trim.

Skirting / plint to be chipboard
wrapped in formica, colour tbc.
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4. For the purpose of coordination, all relevant parties
must check this information prior to implementation
and report any discrepancies to the Architect.

1. All boundaries, dimensions and levels are to be checked on site
before construction and any discrepancies are to be reported to the
office of the Architect.
2. Partial Service: Any discrepancies with site or other information is to
be advised to the Architect and direction or approval is to be sought
before the implementation of the detail.
3. Do not scale this drawing.
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