L
: ADIACENT CLASSROOM BLOCK SOOP8 IOS 35 Dot Siage 2 Assessment Repot oo - ENTIRE ROOF IS DAMAGED. REMOVE
E - Entire roof is damaged. Remove sheeting & trusses and replace with new including I 7915 4V 4V 6735 4V AND REPLACE SHEETING AND
& gutters, fascia & barge boards and downpipes, to specialist’s detail. REFER TO 600, 6715 500, EQ AV EQ AV EQ AV EQ AV EQ AV EQ AV EQ TRUSSES:
% TYPICAL DETAIL FOR ROOF SHEET SPECIFICATION. 17 7 ‘ ‘ ‘ ‘ ‘ ‘ Not: New oo sl
< - Remove all ceilings and cornices and replace with new to match, including all _ =4 > R A oo gt Refer to structural engineers detail for truss and roof
ADJACENT WALKWAY sk|mm|ng and pe_untmg. Newllllght_flttlngs and electrical cables to be installed according | | ~ o impact edging. Shelving countersunk sheeting replacement. REFER TO TYPICAL DETAILS
to Electrical Engineer’s specifications. REFER TO TYPICAL DETAILS. < | | < 5 o T i e s FOR ROOF SHEET SPECIFICATION.
%‘@ %‘@ - Replace TYPE T1 1 x broken window glazing panel. S | | S - fg;tw{”hﬂf“?mawgmgézlgrs
- Existing shelving insufficient for needs. Remove and install new shelving / cupboards eI PR N sy S T SO vt 1 i P8 | fobeadustatle
for storage, detailed design to be carried out to explore options for optimising and o N | [STOREROOM N SECTION A-A
© installing new shelving depending on usage. REFER TO BELOW FOR I~ | | I~
- STOREROOM SPECIFICATION. ) gttt wileii el
< - Corrosion to door frames, saqd off as mgch rust, apply rust inhibiting primer to . 1 _]J\ | i /LL fooy 2553 | 600 | ) 600 | 2553 EOOV 4 953
restore the steel, prime and paint. Where it cannot be restored, to be replaced with 4 i ! 1 1 Y Y 1 1
_J\ @ @) /L_ W'NDOV\;VD'TSI(_“IA ETESRE; new to match existing. REFER TO TYPICAL DETAILS. “ > 4953 y EQ YEQ YEQ JEQ JEQ JEQ EQ y EQ yEQ EQ  EQ
~ | — ——— T1 [1,590,48/ 1,6 - Timber door leaves in a poor condition. Rub down, prime and re- varnish. Install new 7 7 o
y 8 375 y door ironmongery including handles. REFER TO TYPICAL DETAILS. JOINERY PLAN
/ / - Damaged brickwork — replace with similar and make good. o o S
BLOCK C1 - Install new floor finishes & skirtings. REFER TO TYPICAL VINYL DETAIL > > 5
STOREROOM B LOC K SECTION C-C SECTION B-B | SECTION D-D
SCALE -1:100
I 48 089 I Scope of Works as per Stage 2 Assessment Report:
! 7 475 7 479 1396 7 470 7 504 7 460 7 465 ! | BLOCK C2 - CLASSROOMS: , , -
NN 1 1 1 1 1 1 1 1 1 1 1 —— 1 1 1 1 ———1 1 ———1 1 ——1 1 ———1 1 - Et?tlre :_-OOf -IS gat;nagecli). Redmovedsgeetm-g & tr::JSSGS an? i,epljac;e \llwt;gl?\éva-(ngmg
gutters, fascia & barge boards and downpipes, to specialist’s detail.
D D D D D D D D D D D D D D D D D D D D D D D D TYPICAL DETAIL FOR ROOF SHEET SPECIFICATION.
- Remove all ceilings and cornices and replace with new to match, including all
skimming and painting. Light fittings and electrical cables to be reused where possible,
where not possible, to be replaced if necessary. REFER TO TYPICAL DETAILS.
- Exposed electrical cabling to side elevation facing road to be concealed within
3 CLASSROOM CLASSROOM 9.7 m? CLASSROOM CLASSROOM CLASSROOM KITCHEN conduits.
< g - New 1m high balustrade with intermediate rails at 100mm or less to be installed along
S walkway edges where there are significant height differences. REFER TO TYPICAL
© DETAILS.
- Mould on walls in kitchen to cleaned off and walls to be painted with an anti bacterial
interior paint.
- Painted walls in classrooms in a poor condition. All internal painted portions of walls
q q q q /L_ to be rubbed down, primed and repainted. REFER TO TYPICAL DETAILS.
jv : © — © — © — ! © — @ — @ — : © — © — © — ' @ — @ — © — ! © — © — ™ — : © = @ = S — - Internal vinyl floor finishes deteriorating — to be removed, once structural work is
0 complete, replace all internal floor finishes including skirtings. REFER TO TYPICAL
~ 1,45m WALKWAY 1,45m WALKWAY DETAILS.
NN 1.5 m ROOF OVERHANG ABOVE 1.5 m ROOF OVERHANG ABOVE - Corrosion to door frames and window frames, sand off as much rust, apply rust
WINDOW DIMS (METERS) inhibiting primer to restore the steel, prime and paint. Where it cannot be restored, to
BLOCK C2: CLASSROOM BLOCK ADJACENT W/IH]|SH be replaced with new to match existing. REFER TO TYPICAL DETAILS.
SCALE - 1:100 T I; 11 ’11001;122 ?’g ENTIRE ROOF IS DAMAGED. REMOVE - Timber door leaves in a poor condition. Rub down, prime and re- vamnish. Install new
. = ’ AND REPLACE SHEETING AND door ironmongery including handles. REFER TO TYPICAL DETAILS.
. - Deteriorating window sills — rub down, prime and repaint. REFER TO TYPICAL
TRUSSES: DETAILS.
i , - Broken and damaged cupboard doors in classrooms to be repaired.
Refer to structural engineers detail for truss and roof
sheeting replacement. REFER TO TYPICAL DETAILS
FOR ROOF SHEET SPECIFICATION. - Broken and damaged cupboard doors
: : in classrooms to be repaired.
Scope of Works as per Stage 2 Assessment Report: ;m
f 15 869 ¥ BLOCKS H & | - ABLUTIONS:
y 7412 Ll 7767 y Structural damage as per Structural Engineer’s report. '
1 K 1 - Roof sheeting, fascia + barge boards, gutters and downpipes to all be removed and replaced.(REFER - -
‘ @ @ ’ WINDOW DIMS (METERS) TO TYPICAL DETAILS & SPECIFICATION BELOW.)
T sl S —— S— NI W] H |SH - Overgrown vegetation in service passage between ablutions: remove overgrown vegetation.
||||||| llli}ll\ T1 11,500,6511,65 - Corroded steel frame at entrance to service passage to be removed and replaced with new security
T2 |0,520,60| 1,5
"MALE ABLUTION FEMALE ABLUTION" gate. (SEE BELOW FOR DETAIL.) 3 . . .
N N - External and internal paintwork in a poor condition. Recommend rubbing down paint, prime and
™ ™| repaint.(REFER TO TYPICAL DETAILS.)
® ™ - Internal ablutions in a poor condition, recommend the following: Remove all sanware, fittings, ceiling
and doors. Install new sanware, fittings, floor finishes + skirtings, doors and ceilings with light fittings.
N : : - : - - - - - - - : Atéi}v (REFER TO SPECIFICATION BELOW.)
I~ - Leaks noted: all plumbing to be investigated and leaks to be found and rectified. Where rectification is
8 § @ @ @ @ @ STORAGE @ @ @ @ @ @ @ o § not possible, replace plumbing to wet services engineer’s details.
> :{}T @ @ @ @ @ @ @ BOV @ @ @ @ @ TANK / :0? I-Bélll_g?/\r/r;aged entrance doors to be removed and replaced with new.(REFER TO SPECIFICATION
sl kel kel el kel kel ke T T JUTTIH T N - Burglar screens to be installed over windows to prevent access.(SEE BELOW FOR DETAIL)
Any non obscure window glazing above WC'’s to have new vinyl film installed to provide obscurity and
N N privacy.
e ™| © - Rainwater tank on plinth and surrounding gate at service passage corroded. Recommend removing
® CEMALE ABLUTION MALE ABLUTIONS ™ and replacing water tank with proper feeder pipes from gutters. Plinth to be repaired. ( REFER TO
” TYPICAL DETAIL FOR DOWNPIPE. REPLACEMENT WATER TANK TO MATCH EXISTING.)
NIENE ‘QH‘ SNl REPLACEMENT OF EXTERNAL | REPLACEMENT OF INTERNAL
| @ @ | ENTIRE ROOF IS DAMAGED. REMOVE | REPLACEMENT OF SECURITY | |DOORS: DOORS:
/ 7412 ! 7767 f AND REPLACE SHEETING AND GATE: — : — _ NEW BURGLAR SCREEN:
TRUSSES: Remove existing external timber doors and Remove existing internal timber doors and
y 15 869 / . Remove existin ded gat d repl replace with new as per door schedule replace with new as per door schedule Install b |
7 7 g corroded gate and replace p p p p nstall new burgular screens as per
BLOCK H & I Refer to structural engineers detail for truss and roof with new as per door schedule below. below. below. schedule below.
Sheeting replacement- REFER TO TYPICAL DETA”—S DOOR SCHEDULE - EXTERNAL GATE | Go1 DOOR SCHEDULE - EXTERIOR DOOR | po1 DOOR SCHEDULE - INTERNAL DOOR | p10 DOOR SCHEDULE - EXTERNAL BURGLAR SCREENS | Go1
LEARNERS MALE AND FEMALE ABLUTION BLOCK FOR ROOF SHEET SPECIFICATION. 925
SCALE - 1:100 — e
) REPLACE ALL BATHROOM SANWARE: | p——— =~ [T T - — -1 f-—-—- - o T IS Bz
TOP'OF DOOR \\ TOP OF DOOR TOP OF DOOR nus 1 TOP OF WINDOW
NEW ABLUTION SANWARE SPECIFICATIONS: N 9 LN
REPLACE FLOOR TILES IN ABLUTIONS BASIN: Kwikot Model SRHB-002 Grade 304 (18/10) Stainless Steel Double bowl wash hand basin (Code: SRHB-002), ( al T
size 1072 x 420mm with 165mm deep bowls with 40mm waste outlets and 25mm splash back and tiling key fixed to wall N TYPICAL {VINDOW SILL
Safely remove existing floor tiling and replace with new non- using 25mm square stainless steel gallow brackets and supported with adjustable front legs, all in accordance with e g 2
glazed, non-slip 500mm x 500mm x 13mm thick clay tiles, manufacturer’'s recommendations. o ~ / ~
Type B1, laid on high polymer cement based adhesives. / 2
Specification & colour to be confirmed. Wall tiles to be WC: Lecico Madison close couple suite colour White, seat and cover bolted to bowl with metal washers and rubber { <
replaced with similar to match: 200 x 200 white matt tiles. gaskets, 100mm outlet with cistern connected to 15mm water supply with foot of bowl sealed to floor with abe Dow TYPICALFFL. TYPICAL FF.L. TYPICALFFL. TYPICALFFL.

NOTES:

1. All boundaries, dimensions and levels are to be checked on site
before construction and any discrepancies are to be reported to the
office of the Architect.

2. Partial Service: Any discrepancies with site or other information is to
be advised to the Architect and direction or approval is to be sought
before the implementation of the detail.

3. Do not scale this drawing.

4. For the purpose of coordination, all relevant parties

must check this information prior to implementation

and report any discrepancies to the Architect.
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acetoxy silicone sealant. Material: Vitreous China, Pan code: MADBOXDFLOSCSBE.

TAPS: Plumline 10-year warranty Moderna Chrome pillar tap (Code: 038735) with a flowrate of 32 litres/minute @

300KPa. Mixer: Moderna Chrome pillar tap (Code: 038735). Material: DZR (dezincification resistant brass) Brass. Finish:

Chrome. Flowrate: 32 litres/minute @ 300KPa.

URINAL : Kwikot Model KCB10213700R EQUALLY APPROVED Grade 304 (18/10) Stainless Steel curved back urinal
(Code: KCB102), size 1370mm long with built in flushing tank, 12mm adjustable drip cock and centre outlet with back
sprayed with vermin proof bitumastic sound deadening fixed to wall with anchor bolts, all in accordance with

manufacturer’'s recommendations.

WALL TILES: New 200 x 200mm gloss white wall tiles to match existing.
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POSITION: INTERNAL DOOR

POSITION: TYPICAL EXTERNAL BURGLAR SCREENS

GATE TYPE: PAINTED MILD STEEL GATE CONSISTING OF 0mm x 10mm MILD STEEL BARS PLACED AT 100mm CENTRES ATA 45 DEGREE ANGLE, COLOUR TO BE CONFIRMED.

DOOR TYPE: $13mm x 2032mm SEMI - SOLID TINBER DOOR.

(GATE TYPE: PAINTED MILD STEEL SCREEN CONSISTING OF 10mm x 10mm MILD STEEL BARS PLACED AT 100mm CENTRES, COLOUR TO BE CONFIRNED,

GATE FINISH: 1 x COAT ZINC CHROMATE PRINER WITH 2 x COATS GLOSS ENAMEL (EXTERIOR QUALITY).

DOOR FINISH: 3 x COATS OF CLEAR VARNISH,

(GATE FINISH: 1 x COAT ZINC CHROMATE PRINER WITH 2 x COATS GLOSS ENAMEL (EXTERIOR QUALITY).

FRAME: 50mm x S0mm MILD STEEL SQUARE TUBE WELDED TO FORM FRAME.

FRAME: 1,2mm DOUBLE REBATED FRAMES SUITABLE FOR f10mm or 230mm WALLT 813mm x 2032mm DOOR LEAF.

FRAME FINISH:  x COAT ZINC PRIMATE PRINER WITH 2 x COAT APPROVED ENAWEL PAINT,

uuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuuu

FANLIGHT: NONE.

FANLIGHT: NONE.

2032mm x $13mm x 40mm SEMI - SOLID FLUSH PANEL DOOR LEAF.

LEVER SECURITY LOCKSET AND SATIN- CHROME HANDLES, ALL TO BE APPROVED BY ARCHITECT.

LEVER SECURITY LOCKSET AND SATIN- CHROME HANDLES, ALL TO BE APPROVED BY ARCHITECT.
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