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A. GENERAL B. EARTHWORKS:

ALL WORK TO BE CARRIED OUT IN ACCORDANCE WITH THE RELEVANT SABS 1200 1. 100mm TOPSOIL TO BE STRIPPED AND STOCKPILED AS INSTRUCTED g7 i t?[ pda;/er;??"?t e %

SPECIFICATIONS. ' : o0
THE CONTRACTOR MUST GIVE THE ENGINEER 48 HOURS WRITTEN NOTICE OF INSPECTIONS 2. EEEK}E@%LE MATERIAL TO BE SPOILT AS INDICATED BY THE M%anZZgHTOO ’ N A
PRIOR TO THE COVERING UP OF ANY WORK ' o o
THE CONTRACTOR MUST ARRANGE FOR CONTROL TESTING AT FREQUENCIES SPECIFIED IN 3 :;'E'E'STIL%';"ATER'AL TO BE COMPACTED TO 93% MOD. AASHTO Lo S
THE RELEVANT SABS 1200 SPECS. COSTS FOR CONTROL TESTING WILL BE FOR THE 4. FILLTO E’;E COMPACTED IN MAXIMUM 200mm THICKNESS TO 93% MOD A
CONTRACTOR'S ACCOUNT. ' AASHTO DENSITY. ' Y Y
ONCE SETTING OUT OF WORK IS COMPLETE, THE CONTRACTOR MUST CALL THE ENGINEER 5 ALL BATTERS TO BE TOPSOILED WITH MATERIAL FROM STOCKPILE
FOR INSPECTION PRIOR TO COMMENCING WITH CONSTRUCTION. ) o
SHOULD THE CONTRACTOR DISCOVER ANY DISCREPANCIES IN THE DRAWINGS, THESE 6. ﬁ;LOCRUEgﬁ';gTFI'VLELE\;{ATTERS TO BE SHAPED AT SLOPES OF 1:1.5 AND o — 10MPa concrete
DISCREPANCIES MUST BE BROUGHT TO THE ATTENTION OF THE ENGINEER IMMEDIATELY. o ' \ bed & hauncing
NO ASSUMPTIONS MUST BE MADE. 100 100
SHOULD THE CONTRACTOR WISH TO USE ANY MATERIALS OTHER THAN THOSE SPECIFIED, C. ROADWORKS <—% F—>
HE MUST OBTAIN WRITTEN APPROVAL FROM THE ENGINEER TO DO SO. 380
ANY DESIGN CHANGES DURING CONSTRUCTION MUST BE ISSUED UNDER SITE
INSTRUCTION, AFTER APPROVAL BY PRINCIPAL AGENT. B Xﬁfggfféggg FiﬁEE “é'ﬁg'fﬁéﬁgw THE SURFACING MUST BE - =
ALL BRICKS USED TO CONSTRUCT STORMWATER MANHOLES MUST BE NFX LOAD BEARING 5 150mm SUBBASE OF SUITABLE MATERIAL COMPACTED TO 97% MOD.
iIEILCg)zSCTCI)III\Ig%IZI\F\/’I{/,\IlgETSOT%ASS Flgg)VLE% PRIOR TO WORK COMMENCING . ANY EXISTING AASHTO DENSITY.
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REPAIRED BY THE CONTRACTOR AT HIS OWN COST. ’ 4 ﬁgﬁ'ﬁgﬁfg ggﬁg;ﬁomm N SITU LAYER COMPACTED TO 93% I S S U E D FO R T E N D E R
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