DB-E DB-E

GROUND FLOOR

SENIOR CLASSROOM BLOCK PLAN
SCALE 1:100

LEGEND:

NEW 16amp STANDARD SOCKET 3 PIN SWITCH SOCKET OUTLETS BEARING
THE SABS MARK.MOUNTED 300mm A.F.F.L ON POWER SKIRTING.

16amp NORMAL SSO's TO BE WIRED WITH 2 x 4.0mm? (L+N) PVC WIRE
2.5mm>2BCEW . 20amp SP 5kg CB IN DISTRIBUTION BOARD FOR PROTECTION.
20amp SP 5kg CB IN DISTRIBUTION BOARD FOR PROTECTION.

NEW 16amp STANDARD SOCKET 3 PIN SWITCH SOCKET OUTLETS BEARING
THE SABS MARK.MOUNTED 300mm A.F.F.L ON WALL.

16amp NORMAL SSO's TO BE WIRED WITH 2 x 4.0mm? (L+N) PVC WIRE
2.5mm2BCEW . 20amp SP 5kg CB IN DISTRIBUTION BOARD FOR PROTECTION.
20/25mm PVC CONDUIT IS TO BE INSTALLED TO ALL POINTS ON 100mm x
100mm STEEL DRAW BOX ON WALL. 20amp SP 5kg CB IN DISTRIBUTION
BOARD FOR PROTECTION.

NEW 16amp STANDARD 3 PIN DOUBLE SWITCH SOCKET OUTLETS BEARING
THE SABS MARK.MOUNTED ON WALL 300mm A.F.F.L. 16amp NORMAL DSSO's
TO BE WIRED WITH 2 x 4.0mm?2 (L+N) PVC WIRE 2.5mm2BCEW ON WALL.
20/25mm PVC CONDUIT IS TO BE INSTALLED TO ALL POINTS ON 100mm x
100mm STEEL DRAW BOX ON WALL. 20amp SP 5kg CB IN DISTRIBUTION
BOARD FOR PROTECTION.

NEW 16amp DEDICATED 3 PIN SWITCH SOCKET OUTLETS BEARING THE SABS
MARK - ISOLATED EARTH PIN SHAVED AT 90°/ CHAMFERED EARTH.

1. 16amp 3 PIN SHAVED SSO's TO BE WIRED WITH 2 x 4.0mm? (L+N) PVC
WIRE & 2.5mm?2 PVC GREEN INSULATED EARTH. MOUNTED ON A POWER
SKIRTING.

NO EARTH LEAKAGE FOR THIS CIRCUIT.

3. 20amp SP 5kg CB IN DISTRIBUTION BOARD FOR PROTECTION
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NEW 16amp DEDICATED 3 PIN SWITCH SOCKET OUTLETS BEARING THE SABS

MARK - ISOLATED EARTH PIN SHAVED AT 90°/ CHAMFERED EARTH.

1. 16amp 3 PIN SHAVED SSO's TO BE WIRED WITH 2 x 4.0mm? (L+N) PVC
WIRE & 2.5mm?2 PVC GREEN INSULATED EARTH. MOUNTED ON WALL.

2. NO EARTH LEAKAGE FOR THIS CIRCUIT.

3. 20/25mm PVC CONDUIT IS TO BE INSTALLED TO ALL POINTS ON 100mm x
100mm STEEL DRAW BOX ON WALL. 20amp SP 5kg CB IN DISTRIBUTION
BOARD FOR PROTECTION

NEW 16amp STANDARD SOCKET 3 PIN, 1x 2 PIN SWITCH SOCKET OUTLETS
BEARING THE SABS MARK MOUNTED ON POWER SKIRTING 300mm A.F.F.L
16amp NORMAL SSO's TO BE WIRED WITH 2 x 4.0mm? (L+N) PVC WIRE
2.5mm2BCEW . 20amp SP 5kg CB IN DISTRIBUTION BOARD FOR PROTECTION.
20amp SP 5kg CB IN DISTRIBUTION BOARD FOR PROTECTION.

NEW 16amp STANDARD SOCKET 3 PIN, 1x 2 PIN SWITCH SOCKET OUTLETS
BEARING THE SABS MARK.MOUNTED ON WALL 300mm A.F.F.L

16amp NORMAL SSO's TO BE WIRED WITH 2 x 4.0mm? (L+N) PVC WIRE
2.5mm2BCEW . 20amp SP 5kg CB IN DISTRIBUTION BOARD FOR PROTECTION.
20/25mm PVC CONDUIT IS TO BE INSTALLED TO ALL POINTS ON 100mm x
100mm STEEL DRAW BOX ON WALL. 20amp SP 5kg CB IN DISTRIBUTION
BOARD FOR PROTECTION.

el

DISTRIBUTION BOARD MOUNTED 2200mm A.F.F.L TO
TO OF DISTRIBUTION BOARD

NOTES:

1. MOUNTED 300mm ABOVE COUNTER TOP.
2. RETAIN EXISTING SWITCH SOCKET OUTLET.
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