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LOCATION EXTERNAL DOORS
QUANTITY 26 TYPE DOOR:900MM WIDE,2100MM HIGH ALUMINIUM FRAME.
FINISH WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED SEALANTS BY
MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC. APPROVED BY CLIENT.
GLAZING N/A

IRON MONGERY

IRONMONGERY SCHEDULE BY SPECIALIST.

LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.

DOOR & FRAME
DESCRIPTION

2100 mm x 900mm SOLID HARDWOOD DOOR WITH SLATTED PANELS BOTH SIDES AND
COUNSELED EDGES TO SUIT OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL
TO SPECIALIST. COLOUR TO ARCHITECT.
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LOCATION INTERNAL DOORS
QUANTITY 03 TYPE DOOR:900MM WIDE,2100MM HIGH ALUMINIUM FRAME.
FINISH WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED SEALANTS BY
MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC. APPROVED BY CLIENT.
GLAZING N/A

IRON MONGERY

IRONMONGERY SCHEDULE BY SPECIALIST.

LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.

DOOR & FRAME
DESCRIPTION

2100 mm x 900mm SEMI SOLID HARDWOOD DOOR WITH SLATTED PANELS BOTH SIDES AND
COUNSELED EDGES TO SUIT OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL
TO SPECIALIST. COLOUR TO ARCHITECT.
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LOCATION MALE AND FEMALE CUBICLES
QUANTITY 20 TYPE DOOR: 900mm WIDE x 2100mm HIGH ALUMINIUM FRAME.
FINISH WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED SEALANTS
BY MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC. APPROVED BY
CLIENT.
GLAZING N/A

IRON MONGERY | IRONMONGERY SCHEDULE BY SPECIALIST.

LOCK KNOB AND INDICATOR

LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.

DOOR & FRAME
DESCRIPTION
COLOUR OF THE DOOR AND FRAME TO ARCHITECT'S SPECIALIST.

900mm x 2100mm SEMI SOLID TIMBER DOOR SIDES AND CONCEALED EDGES TO SUIT
OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL TO SPECIALIST DETAILS.
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LOCATION ADMIN TOILETS

QUANTITY 02

TYPE

DOOR: 900mm WIDE x 2100mm HIGH ALUMINIUM FRAME.

FINISH

WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED
SEALANTS BY MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC.
APPROVED BY CLIENT.

GLAZING N/A

IRON MONGERY

IRONMONGERY SCHEDULE BY SPECIALIST.
1 No. DORMA DOOR CLOSER

LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.
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DOOR & FRAME
DESCRIPTION

900mm x 2100mm SEMI SOLID TIMBER DOOR SIDES AND CONCEALED EDGES TO SUIT
OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL TO SPECIALIST DETAILS.
COLOUR OF THE DOOR AND FRAME TO ARCHITECT'S SPECIALIST.
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LOCATION DISABLED ABLUTIONS
QUANTITY 01 TYPE DOOR: 1100mm WIDE x 2100mm HIGH ALUMINIUM FRAME.
FINISH WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED SEALANTS
BY MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC. APPROVED BY
CLIENT.
GLAZING N/A

IRON MONGERY

IRONMONGERY SCHEDULE BY SPECIALIST.

LOCK KNOB AND INDICATOR
LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.

DOOR & FRAME
DESCRIPTION

1100mm x 2100mm SEMI SOLID TIMBER DOOR SIDES AND CONCEALED EDGES TO SUIT
OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL TO SPECIALIST DETAILS.
COLOUR OF THE DOOR AND FRAME TO ARCHITECT'S SPECIALIST.
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