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DESCRIPTION STEEL EXTRUSIONS WINDOW FRAME CONSISTING OF 1 HORIZONTAL PIVOT OPENING CASEMENT, FRAME COLOR TO MATCH
THE EXISTING.
TO BE SUPPLIED WITH ALL BUILDING-IN LUGS. PERIMETER OF WINDOW TO BE SEALED WITH SILICONE.

GLASS : 6mm CLEAR SAFETY GLAZING WITH STEEL WINDOW PUTTY AS PER PART N- GLAZING OF SANS 10400.

GLAZING : REFER TO GLAZING / MANUFACTURER'S SPECIFICATIONS

IRONMONGERY : AS PER MANUFACTURERS SPECIFICATIONS

FURNITURE : HANDLES: CHROME PLATED ON STEEL HANDLE WITH HEX HANDLE SCREWS (M8 x 12 OR M8 x19 TO MATCH THE EXISTING
WINDOW SIZE) WITH NYLON BUSH FIXED TO A WELD ON HANDLE PLATE.
SLIDING STAY: CHROME PLATED ON STEEL SLIDING STAY BRACKETS (150MM-178MM, SIZE TO STAY TO MATCH EXISTING
WINDOW ) WITH ROUND NOSE SCREW DOWN LOCK TO WELD ON A BRACKETS.

LOCKSET : ALL OPENING SECTIONS TO BE FITTED WITH APPROVED LOCKING MECHANISM

HINGES : PROJECTION HINGES.

OTHER: ALL GLAZING TO COMPLY WITH PART 'N' OF THE SANS 10400

POSITION : SENIOR CLASSROOMS & HOD OFFICE

GLAZING AND SIGNAGE PANELS ARE TO BE DETERMINED PER STATION
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DESCRIPTION STEEL EXTRUSIONS WINDOW FRAME CONSISTING OF 1 HORIZONTAL PIVOT OPENING AND 1 FIXED CASEMENT,
FRAME COLOR TO MATCH THE EXISTING.
TO BE SUPPLIED WITH ALL BUILDING-IN LUGS. PERIMETER OF WINDOW TO BE SEALED WITH SILICONE.

GLASS : 6mm CLEAR SAFETY GLAZING WITH STEEL WINDOW PUTTY AS PER PART N- GLAZING OF SANS 10400.

GLAZING : REFER TO GLAZING / MANUFACTURER'S SPECIFICATIONS

IRONMONGERY : AS PER MANUFACTURERS SPECIFICATIONS

FURNITURE : HANDLES: CHROME PLATED ON STEEL HANDLE WITH HEX HANDLE SCREWS (M8 x 12 OR M8 x19 TO MATCH THE EXISTING
WINDOW SIZE) WITH NYLON BUSH FIXED TO A WELD ON HANDLE PLATE.
SLIDING STAY: CHROME PLATED ON STEEL SLIDING STAY BRACKETS (150MM-178MM, SIZE TO STAY TO MATCH EXISTING
WINDOW ) WITH ROUND NOSE SCREW DOWN LOCK TO WELD ON A BRACKETS.

LOCKSET : ALL OPENING SECTIONS TO BE FITTED WITH APPROVED LOCKING MECHANISM

HINGES : PROJECTION HINGES.

OTHER: ALL GLAZING TO COMPLY WITH PART 'N' OF THE SANS 10400

POSITION : SENIOR CLASSROOMS

DESCRIPTION STEEL EXTRUSIONS WINDOW FRAME CONSISTING OF 1 SIDE OPENING AND 1 FIXED CASEMENT, FRAME COLOR TO MATCH
THE EXISTING.
TO BE SUPPLIED WITH ALL BUILDING-IN LUGS. PERIMETER OF WINDOW TO BE SEALED WITH SILICONE.

GLASS : 6mm CLEAR SAFETY GLAZING WITH STEEL WINDOW PUTTY AS PER PART N- GLAZING OF SANS 10400.

GLAZING : REFER TO GLAZING / MANUFACTURER'S SPECIFICATIONS

IRONMONGERY : AS PER MANUFACTURERS SPECIFICATIONS

FURNITURE : HANDLES: CHROME PLATED ON STEEL HANDLE WITH HEX HANDLE SCREWS (M8 x 12 OR M8 x19 TO MATCH THE EXISTING
WINDOW SIZE) WITH NYLON BUSH FIXED TO A WELD ON HANDLE PLATE.
SLIDING STAY: CHROME PLATED ON STEEL SLIDING STAY BRACKETS (150MM-178MM, SIZE TO STAY TO MATCH EXISTING
WINDOW ) WITH ROUND NOSE SCREW DOWN LOCK TO WELD ON A BRACKETS.

LOCKSET : ALL OPENING SECTIONS TO BE FITTED WITH APPROVED LOCKING MECHANISM

HINGES : PROJECTION HINGES.

OTHER: ALL GLAZING TO COMPLY WITH PART 'N' OF THE SANS 10400

POSITION : CLASSROOMS

GLAZING AND SIGNAGE PANELS ARE TO BE DETERMINED PER STATION
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DESCRIPTION STEEL EXTRUSIONS WINDOW FRAME CONSISTING OF 2 SIDE OPENING AND 2 FIXED CASEMENT, FRAME COLOR TO MATCH
THE EXISTING.
TO BE SUPPLIED WITH ALL BUILDING-IN LUGS. PERIMETER OF WINDOW TO BE SEALED WITH SILICONE.
GLASS : 6mm CLEAR SAFETY GLAZING WITH STEEL WINDOW PUTTY AS PER PART N- GLAZING OF SANS 10400.
GLAZING : REFER TO GLAZING / MANUFACTURER'S SPECIFICATIONS
IRONMONGERY : AS PER MANUFACTURERS SPECIFICATIONS
FURNITURE : HANDLES: CHROME PLATED ON STEEL HANDLE WITH HEX HANDLE SCREWS (M8 x 12 OR M8 x19 TO MATCH THE EXISTING
WINDOW SIZE) WITH NYLON BUSH FIXED TO A WELD ON HANDLE PLATE.
SLIDING STAY: CHROME PLATED ON STEEL SLIDING STAY BRACKETS (150MM-178MM, SIZE TO STAY TO MATCH EXISTING
WINDOW ) WITH ROUND NOSE SCREW DOWN LOCK TO WELD ON A BRACKETS.
LOCKSET : ALL OPENING SECTIONS TO BE FITTED WITH APPROVED LOCKING MECHANISM
HINGES : PROJECTION HINGES.
OTHER : ALL GLAZING TO COMPLY WITH PART 'N' OF THE SANS 10400
POSITION : CLASSROOMS

DESCRIPTION STEEL EXTRUSIONS WINDOW FRAME CONSISTING OF 2 TOP HUG OPENING CASEMENT, FRAME COLOR TO MATCH
THE EXISTING.
TO BE SUPPLIED WITH ALL BUILDING-IN LUGS. PERIMETER OF WINDOW TO BE SEALED WITH SILICONE.

GLASS : 6mm CLEAR SAFETY GLAZING WITH STEEL WINDOW PUTTY AS PER PART N- GLAZING OF SANS 10400.

GLAZING : REFER TO GLAZING / MANUFACTURER'S SPECIFICATIONS

IRONMONGERY : AS PER MANUFACTURERS SPECIFICATIONS

FURNITURE : HANDLES: CHROME PLATED ON STEEL HANDLE WITH HEX HANDLE SCREWS (M8 x 12 OR M8 x19 TO MATCH THE EXISTING
WINDOW SIZE) WITH NYLON BUSH FIXED TO A WELD ON HANDLE PLATE.
SLIDING STAY: CHROME PLATED ON STEEL SLIDING STAY BRACKETS (150MM-178MM, SIZE TO STAY TO MATCH EXISTING
WINDOW ) WITH ROUND NOSE SCREW DOWN LOCK TO WELD ON A BRACKETS.

LOCKSET : ALL OPENING SECTIONS TO BE FITTED WITH APPROVED LOCKING MECHANISM

HINGES : PROJECTION HINGES.

OTHER: ALL GLAZING TO COMPLY WITH PART 'N' OF THE SANS 10400

POSITION : OFFICE & ADMIN ABLUTIONS

GLAZING AND SIGNAGE PANELS ARE TO BE DETERMINED PER STATION

GLAZING AND SIGNAGE PANELS ARE TO BE DETERMINED PER STATION
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DESCRIPTION STEEL EXTRUSIONS WINDOW FRAME CONSISTING OF 1 TOP HUNG OPENING CASEMENT, FRAME COLOR TO MATCH
THE EXISTING.
TO BE SUPPLIED WITH ALL BUILDING-IN LUGS. PERIMETER OF WINDOW TO BE SEALED WITH SILICONE.
GLASS : 6mm CLEAR SAFETY GLAZING WITH STEEL WINDOW PUTTY AS PER PART N- GLAZING OF SANS 10400.
GLAZING : REFER TO GLAZING / MANUFACTURER'S SPECIFICATIONS drawing title
IRONMONGERY : AS PER MANUFACTURERS SPECIFICATIONS KZN D.O.E. INFRASTRUCTURE
FURNITURE : HANDLES: CHROME PLATED ON STEEL HANDLE WITH HEX HANDLE SCREWS (M8 x 12 OR M8 x19 TO MATCH THE EXISTING PROGRAM
WINDOW SIZE) WITH NYLON BUSH FIXED TO A WELD ON HANDLE PLATE.
SLIDING STAY: CHROME PLATED ON STEEL SLIDING STAY BRACKETS (150MM-178MM, SIZE TO STAY TO MATCH EXISTING
WINDOW ) WITH ROUND NOSE SCREW DOWN LOCK TO WELD ON A BRACKETS. I N KON KON | PRl MARY SCHOOL
LOCKSET : ALL OPENING SECTIONS TO BE FITTED WITH APPROVED LOCKING MECHANISM
WINDOW SCHEDULE
HINGES : PROJECTION HINGES.
ref.no. 000000 designed 000000
OTHER : ALL GLAZING TO COMPLY WITH PART 'N' OF THE SANS 10400
scdle ASINDICATED ~ drawn MB
POSITION : STAFF ABLUTIONS
date JAN 2023 checked MM
GLAZING AND SIGNAGE PANELS ARE TO BE DETERMINED PER STATION drawing number REV
D19001-200-0012 01
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