
DOOR NOTES

ALL DOOR SIZES ARE DESIGN, SUPPLY AND
FIXED.

REFER ALL DISCREPANCIES TO ARCHITECT
PRIOR
TO ANY WORK BEING PUT IN HAND

BRICK OPENING TO BE CONFIRMED ON SITE
BEFORE ANY WORK AND OR SHOP
DRAWINGS ARE
PUT IN HANDS.

ARCHITECT APPROVES DRAWINGS ON
AESTHETIC
BASIS ONLY AND DESIGN RESPONSIBILITY
REMAINS
WITH SUBCONTRACTOR.

ANY CEMENT SPLASHES TO BE WASHED
OFF
IMMEDIATELY WITH CLEAR WATER AND
DRIED
THOROUGHLY.

ALL DOORS MUST BE INSTALLED SQUARE,
TRUE
AND PLUMB.

ALL DOOR FRAMES FOR POWER FLOATED
DOORS
TO BE PROVIDED WITH ADDITIONAL LUGS
AT
BOTTOM
OF FRAME, TO BE SHOT FIXED TO
CONCRETE
SLAB.

ISSUE FOR INFORMATION

LOCATION

QUANTITY

FINISH

GLAZING

IRON MONGERY

DOOR & FRAME
DESCRIPTION

TYPE DOOR:900MM WIDE,2100MM HIGH ALUMINIUM FRAME.

EXTERNAL DOORS
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IRONMONGERY SCHEDULE BY SPECIALIST.

N/A

2100 mm x 900mm SOLID HARDWOOD DOOR WITH SLATTED PANELS BOTH SIDES AND
COUNSELED EDGES TO SUIT OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL
TO SPECIALIST. COLOUR TO ARCHITECT.

WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED SEALANTS BY
MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC. APPROVED BY CLIENT.
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LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.

DOOR NOTES

ALL DOOR SIZES ARE DESIGN, SUPPLY AND
FIXED.

REFER ALL DISCREPANCIES TO ARCHITECT
PRIOR
TO ANY WORK BEING PUT IN HAND

BRICK OPENING TO BE CONFIRMED ON SITE
BEFORE ANY WORK AND OR SHOP
DRAWINGS ARE
PUT IN HANDS.

ARCHITECT APPROVES DRAWINGS ON
AESTHETIC
BASIS ONLY AND DESIGN RESPONSIBILITY
REMAINS
WITH SUBCONTRACTOR.

ANY CEMENT SPLASHES TO BE WASHED
OFF
IMMEDIATELY WITH CLEAR WATER AND
DRIED
THOROUGHLY.

ALL DOORS MUST BE INSTALLED SQUARE,
TRUE
AND PLUMB.

ALL DOOR FRAMES FOR POWER FLOATED
DOORS
TO BE PROVIDED WITH ADDITIONAL LUGS
AT
BOTTOM
OF FRAME, TO BE SHOT FIXED TO
CONCRETE
SLAB.

ISSUE FOR INFORMATION

LOCATION

QUANTITY

FINISH

GLAZING

IRON MONGERY

DOOR & FRAME
DESCRIPTION

TYPE DOOR:900MM WIDE,2100MM HIGH ALUMINIUM FRAME.

INTERNAL DOORS

FFL

LINTEL
HEIGHT

TP-02

40 820 40

900
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IRONMONGERY SCHEDULE BY SPECIALIST.

N/A

2100 mm x 900mm SEMI SOLID HARDWOOD DOOR WITH SLATTED PANELS BOTH SIDES AND
COUNSELED EDGES TO SUIT OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL
TO SPECIALIST. COLOUR TO ARCHITECT.

WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED SEALANTS BY
MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC. APPROVED BY CLIENT.

C
O

PY
 R

IG
H

T 
R

ES
ER

VE
D

.
U

N
D

ER
 N

O
 C

IR
C

U
M

ST
AN

C
ES

 M
AY

 C
O

PI
ES

 B
E 

M
AD

E 
O

F 
TH

IS
 S

C
H

ED
U

LE
 W

IT
H

O
U

T
TH

E 
PR

IO
R

 W
R

IT
TE

N
 C

O
N

SE
N

T 
O

F 
TH

E 
M

AN
AG

EM
EN

T 
O

F 
69

0 
SI

G
N

AT
U

R
E 

G
R

O
U

P 
AR

C
H

IT
EC

TS
.

LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.

DOOR NOTES

ALL DOOR SIZES ARE DESIGN, SUPPLY AND
FIXED.

REFER ALL DISCREPANCIES TO ARCHITECT
PRIOR
TO ANY WORK BEING PUT IN HAND

BRICK OPENING TO BE CONFIRMED ON SITE
BEFORE ANY WORK AND OR SHOP
DRAWINGS ARE
PUT IN HANDS.

ARCHITECT APPROVES DRAWINGS ON
AESTHETIC
BASIS ONLY AND DESIGN RESPONSIBILITY
REMAINS
WITH SUBCONTRACTOR.

ANY CEMENT SPLASHES TO BE WASHED
OFF
IMMEDIATELY WITH CLEAR WATER AND
DRIED
THOROUGHLY.

ALL DOORS MUST BE INSTALLED SQUARE,
TRUE
AND PLUMB.

ALL DOOR FRAMES FOR POWER FLOATED
DOORS
TO BE PROVIDED WITH ADDITIONAL LUGS
AT
BOTTOM
OF FRAME, TO BE SHOT FIXED TO
CONCRETE
SLAB.

ISSUE FOR INFORMATION

LOCATION

QUANTITY

FINISH

GLAZING

IRON MONGERY

DOOR & FRAME
DESCRIPTION

TYPE DOOR:900MM WIDE,2100MM HIGH ALUMINIUM FRAME.

INTERNAL DOORS

03
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LINTEL
HEIGHT

TP-02
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IRONMONGERY SCHEDULE BY SPECIALIST.

N/A

2100 mm x 900mm SEMI SOLID HARDWOOD DOOR WITH SLATTED PANELS BOTH SIDES AND
COUNSELED EDGES TO SUIT OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL
TO SPECIALIST. COLOUR TO ARCHITECT.

WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED SEALANTS BY
MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC. APPROVED BY CLIENT.
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LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.

DOOR NOTES

ALL DOOR SIZES ARE DESIGN, SUPPLY AND
FIXED.

REFER ALL DISCREPANCIES TO ARCHITECT
PRIOR
TO ANY WORK BEING PUT IN HAND

BRICK OPENING TO BE CONFIRMED ON SITE
BEFORE ANY WORK AND OR SHOP
DRAWINGS ARE
PUT IN HANDS.

ARCHITECT APPROVES DRAWINGS ON
AESTHETIC
BASIS ONLY AND DESIGN RESPONSIBILITY
REMAINS
WITH SUBCONTRACTOR.

ANY CEMENT SPLASHES TO BE WASHED
OFF
IMMEDIATELY WITH CLEAR WATER AND
DRIED
THOROUGHLY.

ALL DOORS MUST BE INSTALLED SQUARE,
TRUE
AND PLUMB.

ALL DOOR FRAMES FOR POWER FLOATED
DOORS
TO BE PROVIDED WITH ADDITIONAL LUGS
AT
BOTTOM
OF FRAME, TO BE SHOT FIXED TO
CONCRETE
SLAB.

ISSUE FOR INFORMATION

LOCATION

QUANTITY

FINISH

GLAZING

IRON MONGERY

DOOR & FRAME
DESCRIPTION

TYPE

IRONMONGERY SCHEDULE BY SPECIALIST.

ADMIN TOILETS
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WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED
SEALANTS BY MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC.
APPROVED BY CLIENT.

N/A

DORMA DOOR CLOSER.

900mm x 2100mm SEMI SOLID TIMBER DOOR SIDES AND CONCEALED EDGES TO SUIT
OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL TO SPECIALIST DETAILS.
COLOUR OF THE DOOR AND FRAME TO ARCHITECT'S SPECIALIST.

DOOR: 900mm WIDE x 2100mm HIGH ALUMINIUM FRAME.

1 No. DORMA DOOR CLOSER

FFL

LINTEL
HEIGHT

LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.
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DOOR NOTES

ALL DOOR SIZES ARE DESIGN, SUPPLY AND
FIXED.

REFER ALL DISCREPANCIES TO ARCHITECT
PRIOR
TO ANY WORK BEING PUT IN HAND

BRICK OPENING TO BE CONFIRMED ON SITE
BEFORE ANY WORK AND OR SHOP
DRAWINGS ARE
PUT IN HANDS.

ARCHITECT APPROVES DRAWINGS ON
AESTHETIC
BASIS ONLY AND DESIGN RESPONSIBILITY
REMAINS
WITH SUBCONTRACTOR.

ANY CEMENT SPLASHES TO BE WASHED
OFF
IMMEDIATELY WITH CLEAR WATER AND
DRIED
THOROUGHLY.

ALL DOORS MUST BE INSTALLED SQUARE,
TRUE
AND PLUMB.

ALL DOOR FRAMES FOR POWER FLOATED
DOORS
TO BE PROVIDED WITH ADDITIONAL LUGS
AT
BOTTOM
OF FRAME, TO BE SHOT FIXED TO
CONCRETE
SLAB.

ISSUE FOR INFORMATION

LOCATION

QUANTITY

FINISH

GLAZING

IRON MONGERY

DOOR & FRAME
DESCRIPTION

TYPE

IRONMONGERY SCHEDULE BY SPECIALIST.

DOOR: 900mm WIDE x 2100mm HIGH ALUMINIUM FRAME.

MALE AND FEMALE CUBICLES

20
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WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED SEALANTS
BY MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC. APPROVED BY
CLIENT.

N/A

900mm x 2100mm SEMI SOLID TIMBER DOOR SIDES AND CONCEALED EDGES TO SUIT
OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL TO SPECIALIST DETAILS.
COLOUR OF THE DOOR AND FRAME TO ARCHITECT'S SPECIALIST.

LOCK KNOB AND INDICATOR

FFL

LINTEL
HEIGHT

LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.
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DOOR NOTES

ALL DOOR SIZES ARE DESIGN, SUPPLY AND
FIXED.

REFER ALL DISCREPANCIES TO ARCHITECT
PRIOR
TO ANY WORK BEING PUT IN HAND

BRICK OPENING TO BE CONFIRMED ON SITE
BEFORE ANY WORK AND OR SHOP
DRAWINGS ARE
PUT IN HANDS.

ARCHITECT APPROVES DRAWINGS ON
AESTHETIC
BASIS ONLY AND DESIGN RESPONSIBILITY
REMAINS
WITH SUBCONTRACTOR.

ANY CEMENT SPLASHES TO BE WASHED
OFF
IMMEDIATELY WITH CLEAR WATER AND
DRIED
THOROUGHLY.

ALL DOORS MUST BE INSTALLED SQUARE,
TRUE
AND PLUMB.

ALL DOOR FRAMES FOR POWER FLOATED
DOORS
TO BE PROVIDED WITH ADDITIONAL LUGS
AT
BOTTOM
OF FRAME, TO BE SHOT FIXED TO
CONCRETE
SLAB.

ISSUE FOR INFORMATION

LOCATION

QUANTITY

FINISH

GLAZING

IRON MONGERY

DOOR & FRAME
DESCRIPTION

TYPE

IRONMONGERY SCHEDULE BY SPECIALIST.

DOOR: 1100mm WIDE x 2100mm HIGH ALUMINIUM FRAME.

DISABLED ABLUTIONS
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WOOD TO BE SEALED WITH LINSEED OIL OR OTHER RECOMMENDED SEALANTS
BY MANUFACTURE AND TO BE PAINTED TO ARCHITECT SPEC. APPROVED BY
CLIENT.

N/A

1100mm x 2100mm SEMI SOLID TIMBER DOOR SIDES AND CONCEALED EDGES TO SUIT
OPENING, DOOR TO BE FITTED WITH 3 x HINGES PER LEAF ALL TO SPECIALIST DETAILS.
COLOUR OF THE DOOR AND FRAME TO ARCHITECT'S SPECIALIST.

LOCK KNOB AND INDICATOR

FFL

LINTEL
HEIGHT

LOCK SET, OPENING LEAF DOOR HANDLE, AND HINGES AS PER MANUFACTURER'S SPECIFICATIONS.
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