DB-A DB-A DB-A DB-A

DB-A

ADMIN BLOCK PLAN
SCALE 1:100

GRADE 1 & 2 CLASSROOM BLOCK PLAN
SCALE 1:100

DB-C DB-C DB-C

GRADE 4 CLASSROOM BLOCK PLAN
SCALE 1:100

BOYS & GIRLS ABLUTIONS PLAN
SCALE 1:100

KITCHEN & SECURITY HOUSE PLAN
SCALE 1:100

LEGEND
DISTRIBUTION BOARD MOUNTED 2200mm
A.F.F.L TO TOP OF DB
Ag TYPE 9 SURFACE MOUNTED IP65 DIE-CAST
ji ALUMINIUM ~ BODY LUMINAIRE (1200mm)
tu COMPLETE WITH LED 20W LAMP (+ 2800LUMEN

PER LAMP) 4000K, MINIMUM OF 25 000
OPERATING HOURS.

TYPE B1 SURFACE MOUNTED BULKHEAD
COMPLETED WITH ELECTRONIC GEAR AND LED
20W (+ 2000LUMEN) 4000K, MINIMUM OF 50
000 OPERATING HOURS.

000 OPERATING HOURS.

TYPE C1 WALL MOUNTED FLOODLIGHTS 80W

(+ 10000LUMEN) 4000K, MINIMUM OF 100
000 OPERATING HOURS.

TYPE B1 SURFACE MOUNTED BULKHEAD
COMPLETED WITH ELECTRONIC GEAR AND LED
20W (+ 2000LUMEN) 4000K, MINIMUM OF 50

1L 1 LEVER 1 WAY LIGHT SWITCH MOUNTED
1w 1400mm A.F.FL

1w 1400mm A.F.FL

1L IP66 WEATHER PROOF 1 LEVER 1 WAY LIGHT
1w SWITCH MOUNTED 1400mm A.F.FL

‘ 2L 2 LEVER 1 WAY LIGHT SWITCH MOUNTED

@ PHOTOCELL

NOTES:

1. FLOODLIGHT TO BE MOUNTED ON THE EXISTING
POLE ABOVE/ THROUGH THE ROOF.

2. FLOODLIGHT TO BE MOUNTED ON A NEW 1200mm
POLE MOUNTED ON WALL THROUGH THE ROOF.
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