EXISTING ASBESTOS SHEETING TO BE REPLACED WITH NEW GLOBAL ROOFING SOLUTIONS 700MM
COVER KLIP-LOK 700™ PROFILE ROLL-FORMED IN CONTINUOUS LENGTHS FROM 0.53MM THICK
GALVANISED STEEL OR SIMILAR APPROVED, SHEETING RESTS ON 135mm NON-COMBUSTIBLE
LIGHTWEIGHT POLYESTER BLANKET AND FOIL INSULATION FITTED OVER 38mm x 38mm TIMBER PURLINS.
FINISH SPECIFICATION: Z200 SPELTER IS Q550 CHROMADEK® FINISH TOPCOAT COLOUR TO CLIENT
SPECIFICATION, TIMBER TRUSSES (FINAL SPACING TO BE CALCULATED BY AN ENGINEER) USING KL700
PLUS CLIPS FIXED WITH 10NO.16 X 16MM LONG SELFDRILLING WAFER HEAD PH2 SCREWS, NO. 3 DRILL
POINT FASTENERS, ALL FOLLOWING THE MANUFACTURER'S SPECIFICATIONS BY A GRS APPROVED
CONTRACTOR. ANY STRUCTURAL SUPPORTS UNFIT TO HOLD NEW ROOF STRUCTURE SHOULD BE
IDENTIFIED AND REPLACED WITH SIMILAR APPROVED BY STRUCTURAL ENGINEER AND ROOF
SPECIALIST. NEW ROOF AND INSTALLATION TO COMPLY WITH PART KK13, SABS 10400 LAID AS PER PART

L SANS 10 400 OF THE NATIONAL BUILDING REGULATIONS.
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