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LEGEND

500mm min

500mm min
Below FGL

70mm² Stranded PVC Insulated
Copper Conductor

DETAIL 2

DETAIL 3

Flush Mounted S15 Duo
Weatherproof York Box Complete
with PVC Sliding Lid and Stainless
Steel Screws

1.8m (min) x 16mm
Diameter SABS Approved
Cu Coated Threaded Earth
Spike (Bearing SABS Mark)

70mm² aluminum Down
Conductor Installed in 25mm
Diameter PVC Conduit

METALLIC ROOF
DOWN CONDUCTOR THROUGH WALL CAVITY

SCALE: N.T.S

DETAIL 1

DETAIL 2

70mm² Copper Lug

1 x M6 Bolt and 1 x M6
Nut and 2 x M6 Washers

70mm² Aluminum
Conductor

DETAIL 1

16mm Diameter Copper Earth
Spike Clamp

70mm² Stranded PVC
Insulated Copper Conductor

DETAIL 3

Metallic Roof

Flush Mounted S15 Duo
Weatherproof York Box c/w Sliding

Lid, S/S Screws, 2 x 70mm² Cu
Lugs, 1 x M6 Bolt, 1 x M6 Nut and 2

x M6 Washers
NB: Bolt trough roof and seal all holes with silicon sealant

1.8m (min) x 16mm Diameter
SABS Approved Cu Coated
Threaded Earth Spike (Bearing
SABS Mark)
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