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DOOR SCHEDULE - EXTERIOR DOOR

P O S I T I O N :  C L A S S R O O M S
D O O R  T Y P E :  8 1 3 m m  x  2 0 3 2 m m  B R A C E D  A N D  L E D G E D  M E R A N T I  T I M B E R  D O O R .
D O O R  F I N I S H :  3  x  C O A T S  O F  C L E A R  V A R N I S H .
F R A M E :  1 , 2 m m  D O U B L E  R E B A T E D  F R A M E S  S U I T A B L E  F O R  2 3 0 m m  W A L L  T O  A C C O M M O D A T E  8 1 3 m m  x  2 0 3 2 m m  D O O R  L E A F .

GENERAL NOTES:
DOOR SWINGS AND POSITIONS TO BE CALCULATED FROM THE DOOR REFERENCE PLANS. 
ALL SHOP FRONT DOORS ARE TO BE AAAMSA APPROVED.
ALL QUANTITIES ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO PLACING ORDERS. 
ALL DIMENSIONS ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO CONSTRUCTION.  
ANY DISCREPANCIES ON THIS DRAWING ARE TO BE REPORTED TO THE ARCHITECT PRIOR TO CONSTRUCTION.  
ALL ALUMINIUM AND STEEL IS TO BE ISOLATED FROM ONE ANOTHER TO PREVENT GALVANIC ACTION.
ALL UNDERCUTTING OF DOORS AS PER MECHANICAL ENGINEER'S DETAILS.

D01

F R A M E  F I N I S H :  1  x  C O A T  Z I N C  P R I M A T E  P R I M E R  W I T H  2  x  C O A T  A P P R O V E D  E N A M E L  P A I N T .
FANLIGHT:  NONE.
I R O N M O N G E R Y :  4  L E V E R  S E C U R I T Y  L O C K S E T  A N D  S A T I N  -  C H R O M E  H A N D L E S ,  A L L  T O  B E  A P P R O V E D  B Y  A R C H I T E C T .

TYPICAL F.F.L.

TOP OF DOOR

DOOR SCHEDULE - INTERNAL DOORS

P O S I T I O N :  I N T E R N A L  T I M B E R  D O O R
D O O R  T Y P E :  8 1 3 m m  x  2 0 3 2 m m  S O L I D  T I M B E R  D O O R .
D O O R  F I N I S H :  3  x  C O A T S  O F  C L E A R  V A R N I S H .
F R A M E :  1 , 2 m m  D O U B L E  R E B A T E D  F R A M E S  S U I T A B L E  F O R  1 1 0 m m  o r  2 3 0 m m  W A L L  T O  A C C O M M O D A T E  8 1 3 m m  x  2 0 3 2 m m  D O O R  L E A F .

GENERAL NOTES:
DOOR SWINGS AND POSITIONS TO BE CALCULATED FROM THE DOOR REFERENCE PLANS. 
ALL SHOP FRONT DOORS ARE TO BE AAAMSA APPROVED.
ALL QUANTITIES ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO PLACING ORDERS. 
ALL DIMENSIONS ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO CONSTRUCTION.  
ANY DISCREPANCIES ON THIS DRAWING ARE TO BE REPORTED TO THE ARCHITECT PRIOR TO CONSTRUCTION.  
ALL ALUMINIUM AND STEEL IS TO BE ISOLATED FROM ONE ANOTHER TO PREVENT GALVANIC ACTION.
ALL UNDERCUTTING OF DOORS AS PER MECHANICAL ENGINEER'S DETAILS.

D02

F R A M E  F I N I S H :  1  x  C O A T  Z I N C  P R I M A T E  P R I M E R  W I T H  2  x  C O A T  A P P R O V E D  E N A M E L  P A I N T .
D O O R :  2 0 3 2 m m  x  8 1 3 m m  x  4 0 m m  S O L I D  F L U S H  P A N E L  D O O R  W I T H  H A R D B O A R D  B O T H  S I D E S  A N D  T W O  C O N C E A L E D  E D G E S .
I R O N M O N G E R Y :  4  L E V E R  S E C U R I T Y  L O C K S E T  A N D  S A T I N  -  C H R O M E  H A N D L E S ,  A L L  T O  B E  A P P R O V E D  B Y  A R C H I T E C T .

TYPICAL F.F.L.

TOP OF DOOR

D O O R  N A M E  T A G S :
P R O V I D E  3 M M  T H I C K  X  3 2 M M  H I G H  C L E A R  P E R S P E X  N A M E  T A G S  W I T H  W H I T E  P A I N T  A N D  C O U N T E R S U N K  H O L E D  A N D  T A P  S C R E W E D  T O  D O O R  F R A M E .
D O O R  N U M B E R S  T A G S :
P R O V I D E  P E R S P E X  T A G S  A S  A B O V E  B U T  W I T H  D O O R  N U M B E R S  A S  P E R  S I T E  P L A N  D R A W I N G S .

WINDOW SCHEDULE

P O S I T I O N :  C L A S S R O O M S
F R A M E :  S T A N D A R D  S T E E L  S C H O O L  R E S I D E N T I A L  S E C T I O N  B O T T O M  H U N G  O P E N  I N  W I N D O W S  T O  C O M P L Y  W I T H  S A N S  1 0 4 0 0 .
G L A Z I N G :  C L A S S R O O M S :  4 m m  C L E A R  T O U G H E N E D  S A F E T Y  G L A Z I N G  W I T H  O P A Q U E  T O U G E N E D  S A F E T Y  G L A Z I N G  O N  B O T T O M  R O W  O N L Y  W I T H  S T E E L  W I N D O W  P U T T Y .

GENERAL NOTES:
DOOR SWINGS AND POSITIONS TO BE CALCULATED FROM THE DOOR REFERENCE PLANS. 
ALL SHOP FRONT DOORS ARE TO BE AAAMSA APPROVED.
ALL QUANTITIES ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO PLACING ORDERS. 
ALL DIMENSIONS ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO CONSTRUCTION.  
ANY DISCREPANCIES ON THIS DRAWING ARE TO BE REPORTED TO THE ARCHITECT PRIOR TO CONSTRUCTION.  
ALL ALUMINIUM AND STEEL IS TO BE ISOLATED FROM ONE ANOTHER TO PREVENT GALVANIC ACTION.
ALL UNDERCUTTING OF DOORS AS PER MECHANICAL ENGINEER'S DETAILS.

W05

TYPICAL F.F.L.

TOP OF 
WINDOW

F I T T I N G S :  S T A N D A R D  B R A S S  F I T T I N G S .
B U R G L A R  B A R S :  F A C T O R Y  F I T T E D  O V E R  E N T I R E  W I N D O W .
F I N I S H :  1  C O A T  P R I M E R  A N D  1  C O A T  A P P R O V E D  E N A M E L  P A I N T .
N O T E S :  H E A V Y  S T E E L  S E C T I O N .

DOOR SCHEDULE - EXTERNAL GATE

P O S I T I O N :  C L A S S R O O M S  A N D  S T O R E R O O M
G A T E  T Y P E :  P A I N T E D  M I L D  S T E E L  G A T E  C O N S I S T I N G  O F  1 0 m m  x  1 0 m m  M I L D  S T E E L  B A R S  P L A C E D  A T  1 0 0 m m  C E N T R E S  A T  A  4 5  D E G R E E  A N G L E ,  C O L O U R  T O  B E  C O N F I R M E D .
G A T E  F I N I S H :  1  x  C O A T  Z I N C  C H R O M A T E  P R I M E R  W I T H  2  x  C O A T S  G L O S S  E N A M E L  ( E X T E R I O R  Q U A L I T Y ) .
F R A M E :  5 0 m m  x  5 0 m m  M I L D  S T E E L  S Q U A R E  T U B E  W E L D E D  T O  F O R M  F R A M E .

GENERAL NOTES:
DOOR SWINGS AND POSITIONS TO BE CALCULATED FROM THE DOOR REFERENCE PLANS. 
ALL SHOP FRONT DOORS ARE TO BE AAAMSA APPROVED.
ALL QUANTITIES ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO PLACING ORDERS. 
ALL DIMENSIONS ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO CONSTRUCTION.  
ANY DISCREPANCIES ON THIS DRAWING ARE TO BE REPORTED TO THE ARCHITECT PRIOR TO CONSTRUCTION.  
ALL ALUMINIUM AND STEEL IS TO BE ISOLATED FROM ONE ANOTHER TO PREVENT GALVANIC ACTION.
ALL UNDERCUTTING OF DOORS AS PER MECHANICAL ENGINEER'S DETAILS.

G01

F R A M E  F I N I S H :  1  x  C O A T  Z I N C  P R I M A T E  P R I M E R  W I T H  2  x  C O A T  A P P R O V E D  E N A M E L  P A I N T .
FANLIGHT:  NONE.

TYPICAL F.F.L.

TOP OF DOOR

SAFLOK metal ridge cap with 
ridge closer to manufacturer's

specifications.Brick on 
edge lintel.

New doors & windows
as per schedules.

Safintra 0,55mm thick 700mm cover Saflok 700® 'SUNSET RED' COLORPLUS® interlocking 
concealed fix roof covering, fixed to timber purlins at 2112mm centres and end-span 
purlins at 1920mm centres (final spacing to be calculated by an engineer) 
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable 
Class Safintra approved wafer head self-tapping fasteners with roof insulation, 
all in accordance with the manufacturer's recommendations. All aspects to be 
in strict accordance with the manufacturer's latest published recommendations. 
Profile measurements and proportions must be in line with the latest Product 
Specification Manual as published by Safintra SA. Sheet coating: AZ150.

Facebrick specifications:
Golden Wheat Travertine FBX
to match existing buildings (to
be confirmed).

Conc. rainwater
channel as per
Str. Eng. details.

New gutters and
downpipes.

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,105

TOP OF SLAB LEVEL
+0,170

SAFLOK metal ridge cap with 
ridge closer to manufacturer's

specifications.
Brick on 
edge lintel.

New doors & windows
as per schedules.

Safintra 0,55mm thick 700mm cover Saflok 700® 'SUNSET RED' COLORPLUS® interlocking 
concealed fix roof covering, fixed to timber purlins at 2112mm centres and end-span 
purlins at 1920mm centres (final spacing to be calculated by an engineer) 
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable 
Class Safintra approved wafer head self-tapping fasteners with roof insulation, 
all in accordance with the manufacturer's recommendations. All aspects to be 
in strict accordance with the manufacturer's latest published recommendations. 
Profile measurements and proportions must be in line with the latest Product 
Specification Manual as published by Safintra SA. Sheet coating: AZ150.

Facebrick specifications:
Golden Wheat Travertine FBX
to match existing buildings (to
be confirmed).

Conc. rainwater
channel as per
Str. Eng. details.

New gutters and
downpipes.

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,105

TOP OF SLAB LEVEL
+0,170

Aluminium 
barge board.

SAFLOK metal ridge cap with 
ridge closer to manufacturer's
specifications.

Brick on 
edge lintel.

New doors & windows
as per schedules.

Safintra 0,55mm thick 700mm cover Saflok 700® 'SUNSET RED' COLORPLUS® interlocking 
concealed fix roof covering, fixed to timber purlins at 2112mm centres and end-span 
purlins at 1920mm centres (final spacing to be calculated by an engineer) 
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable 
Class Safintra approved wafer head self-tapping fasteners with roof insulation, 
all in accordance with the manufacturer's recommendations. All aspects to be 
in strict accordance with the manufacturer's latest published recommendations. 
Profile measurements and proportions must be in line with the latest Product 
Specification Manual as published by Safintra SA. Sheet coating: AZ150.

Facebrick specifications:
Golden Wheat Travertine FBX
to match existing buildings (to

be confirmed).

Conc. rainwater
channel as per

Str. Eng. details.

New gutters and
downpipes.

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,105

TOP OF SLAB LEVEL
+0,170

Aluminium 
barge board.

SAFLOK metal ridge cap with 
ridge closer to manufacturer's

specifications.
Brick on 
edge lintel.

New doors & windows
as per schedules.

Safintra 0,55mm thick 700mm cover Saflok 700® 'SUNSET RED' COLORPLUS® interlocking 
concealed fix roof covering, fixed to timber purlins at 2112mm centres and end-span 
purlins at 1920mm centres (final spacing to be calculated by an engineer) 
by means of a SL 700® Clip 21 clips secured to purlins in combination with a suitable 
Class Safintra approved wafer head self-tapping fasteners with roof insulation, 
all in accordance with the manufacturer's recommendations. All aspects to be 
in strict accordance with the manufacturer's latest published recommendations. 
Profile measurements and proportions must be in line with the latest Product 
Specification Manual as published by Safintra SA. Sheet coating: AZ150.

Facebrick specifications:
Golden Wheat Travertine FBX
to match existing buildings (to
be confirmed).

Conc. rainwater
channel as per
Str. Eng. details.

New gutters and
downpipes.

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,105

TOP OF SLAB LEVEL
+0,170
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all kitchen joinery to 
later detail

all BIC joinery to 
later detail all kitchen joinery to 

later detail
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600mm CONCRETE RAINWATER CHANNEL AS PER ENGINEER'S DETAILS

LINE OF ROOF ABOVE

LINE OF ROOF ABOVE

600mm CONCRETE RAINWATER CHANNEL AS PER 
ENGINEER'S DETAILS
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2 x terracotta 
airbricks.

100mm non-combustible
lightweight fibreglass insulation
blanket fitted between the beams 
and laid loose on top of brandering.

Aluminium 
barge board.

SAFLOK metal ridge cap with 
ridge closer to manufacturer's

specifications.

38mm x 114mm
wallplate.

Aluminium
barge board.

Safintra 0,55mm thick 700mm cover Saflok 700® 
'SUNSET RED' COLORPLUS® interlocking  concealed fix roof covering, 
fixed to timber purlins at 2112mm centres and end-span  purlins at 1920mm 
centres (final spacing  to be calculated by an engineer)  by means of a SL 
700® Clip 21 clips secured to  purlins in combination with a suitable 
Class Safintra approved wafer head self-tapping fasteners with roof 
insulation, all in accordance with the manufacturer's  recommendations. All 
aspects to be  in strict accordance with the manufacturer's 
latest published recommendations.  Profile measurements and proportions 
must  be in line with the latest Product 
Specification Manual as published by 
Safintra SA. Sheet coating: AZ150.

WALLPLATE LEVEL
+2,805

U/S LINTOL LEVEL
+2,105

TOP OF SLAB LEVEL
+0,170

NGL

BEDROOM
VINYL TILES

PLASTER & PAINT 
TO ALL INTERNAL 

WALLS

DPC

DPC

DPC

DPC

DPC

DPC

LOUNGE
VINYL TILES

PLASTER & PAINT 
TO ALL INTERNAL 

WALLS

4. For the purpose of coordination, all relevant parties 
must check this information prior to implementation 
and report any discrepancies to the Architect.

1. All boundaries, dimensions and levels are to be checked on site 
before construction and any discrepancies are to be reported to the 
office of the Architect.
2. Partial Service: Any discrepancies with site or other information is to 
be advised to the Architect and direction or approval is to be sought 
before the implementation of the detail.
3. Do not scale this drawing.
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PROPOSED NEW  HOSTEL BLOCK

HOSTEL FRONT ELEVATION
SCALE - 1:100

HOSTEL SIDE ELEVATION
SCALE - 1:100

HOSTEL REAR ELEVATION
SCALE - 1:100

HOSTEL SIDE ELEVATION
SCALE - 1:100

SECTION A-A
SCALE - 1:100

NEW HOSTEL BLOCK
FLOOR PLAN
SCALE - 1:100


