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FIRST FLOOR PLAN - SCALE 1:100

REPLACEMENT OF ROOF SHEETING

T4 W:2025mm x H:1250mm

T5 W:2000mm x H:2400mm

T6 W:2300mm x H:1400mm

DETERIORATION TO ROOF OVERHANG SOFFITS

Replace with : Safintra 0,55mm thick 700mm cover Saflok 700®
'SUNSET RED ' COLORPLUS® interlocking concealed fix roof
covering, fixed to timber purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing to be calculated by an
engineer)by means of a SL 700® Clip 21 clips secured to purlins in
combination with a suitable Class Safintra approved wafer head self-
tapping fasteners with roof insulation, all in accordance with the
manufacturer's recommendations. All aspects to be in strict accordance
with the manufacturer's latest published recommendations. Profile
measurements and proportions must be in line with the latest Product
Specification Manual as published by Safintra SA. Sheet coating:

AZ150.

REPLACEMENT OF DAMAGED URINAL

Carefully remove existing
damaged ceilings boards and
cornices. Install new gypsum
ceiling boards, 6.4mm thick, with
PVC cover strips and coved
cornices, to be skimmed until
smooth and even. Paint with fully
washable matt white PVA.

NEW ABLUTION SANWARE
SPECIFICATIONS:

URINAL: Remove and install new : Kwikot
Model

KCB1021830 Grade 304 (18/10) Stainless
Steel curved back urinal (Code: KCB102), size
1370mm long with built in flushing tank, 12mm
adjustable drip cock and centre outlet with
back sprayed with vermin proof bitumastic
sound deadening fixed to wall with anchor
bolts, all in accordance with manufacturer's
recommendations.

Remove and replace damaged floor tiles with
new to match existing.
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BLOCK MISC ( PREFAB CLASSROOMS) : Scope of Works

1. No access internally for assessment.

BLOCK X ( SHADE CLOTH) : Scope of Works

1. Refer to Structural Engineer's report for recommendations.

DAMAGED CEILING PANELS IN STAIR VOID

Carefully remove existing
damaged ceilings boards and
cornices. Install new gypsum
ceiling boards, 6.4mm thick, with
PVC cover strips and coved
cornices, to be skimmed until
smooth and even. Paint with fully
washable matt white PVA.
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REPLACEMENT OF BROKEN
WINDOW GLAZING
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4V 3393 4V 4V 4V 4V 2520 4V 4V 7360 4V 4V 7360 4V 4V 7360 4V 4V 7360 4V 4V 7360 4V 4V 7360 4V 4V 7360 4V 4V 7360 4V 4V 2 990 4V 1. Gutters and downpipes are damaged, install new to match existing on site or as per later
P T P P P T P T P P T T \P) P P T P \P) P T T ) detail.(REFER TO TYPICAL DETAILS)
L L T L L L L L Ll L L L T L L 2. External paintwork in a poor condition, rub down walls, prime and repaint. (REFER TO
TYPICAL DETAILS)
T9TTHTITHTH AIRBRICKDTHTHTHTHTHTHTHTS STEEL 3. Some of the roof sheeting is corroding - remove and replace with new.(REFER TO DETAIL
i - SCREEN BELOW)
ﬂ 4. External ceiling to u/s of roof overhang on facades in a poor condition - recommend removing
roo and replacing with new to match.(REFER TO DETAIL BELOW)
» STAIRCASE o STAIRCASE 5. First floor brickwork balustrade walls to be made good for any loose brickwork or coping. Rub
EJJ 3 CLASSROOM CLASSROOM CLASSROOM CLASSROOM CLASSROOM CLASSROOM CLASSROOM CLASSROOM g%v_\;_rkﬁ_rl)me and repaint exterior facing balustrade. (REFER TO TYPICAL WALL PAINTING
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<Ot < 6. Ceiling in staircase void is in a poor condition - recommend removing and replacing with new
_____MALE 4 g to match.(REFER TO DETAIL BELOW)
ABLUTIOb@ 7. Some of the internal floor finishes are damaged - recommend removing replacing damaged
ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ floor finishes, including new skirtings.(REFER TO TYPICAL VINYL FLOORING DETAILS)
__J\E%f ___ - — [ — — [k _ [ _ _ [ _ [ 8. 1 x damaged / stained urinal to be replaced with new. Stained floor to be cleaned and new
= ) = = ) = ) = ) = ' = ) N floor finishes to be installed in ablutions.(REFER TO DETAIL BELOW & TYPICAL TILE
UK @ © © © © © © © © @ © © @ © © @ FLOORING DETAIL FOR FLOOR FINISH)
WALKWAY WALKWAY 9. Damage to concrete steps - refer to Structural Engineer's report.
10. Replace damaged / cracked window glazing.(REFER TO DETAIL BELOW)
11. Missing damaged wall tiles in ablutions to be replaced with new.(REFER TO DETAIL
V 74 646 BELOW)
/ 12. Missing taps to WHB's to be replaced.(REFER TO DETAIL BELOW)
13. Timber doors to be rubbed down and repainted or re-varnished.(REFER TO TYPICAL
DETAILS)
CEILING HEIGHT : 2800mm || WINDOW DIMS (mm) 14. Some of the internal ceilings are damaged - recommend removing and replacing damaged
BLOCK V2- T1 W:2300mm x H:1250mm ceilings, including new cornices- investigate for leaks. = (REFER TO DETAIL BELOW)
T2 W:2300mm x H:1600mm 15. Timber doors in poor condition. Rub down & re-varnish (REFER TO TYPICAL DETAILS)
CLASSROOMS T3 W:1150mm x H:1250mm 16. Rub down and repaint deteriorating steel balustrade & handrail along staircases

NOTES:

office of the Architect.

before the implementation of the detail.

3. Do not scale this drawing.

4. For the purpose of coordination, all relevant parties
must check this information prior to implementation
and report any discrepancies to the Architect.

1. All boundaries, dimensions and levels are to be checked on site
before construction and any discrepancies are to be reported to the

2. Partial Service: Any discrepancies with site or other information is to
be advised to the Architect and direction or approval is to be sought
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REPLACE 1X MISSING TAP

TAP: Plumline 10-year warranty
Moderna Chrome pillar taps
Code:038735). Mixer: Moderna
Chrome

pillar tap (Code: 038735).
Material:

DZR (dezincification resistant
brass) Brass.

Finish: Chrome

Architect :
Name :
Signature :
Client :
Name :
Signature :

Replace 2x damaged T5 window glazing panes with
new opaque glazing to match existing.

WATER DAMAGE TO CEILINGS & DEFLECTING/DAMAGED CEILING

BOARDS

Inspect roof sheeting for damage and leaks. If sheeting cannot be repaired, install new per specification below.
Carefully remove existing water damaged ceilings boards and cornices.

Replacement of ceiling boards:Install new gypsum ceiling boards, 6.4mm thick, with PVC cover strips and coved cornices, to be
skimmed until smooth and even. Paint with fully washable matt white PVA.

RE%FEF O Dstisrremse

REPLACEMENT OF MISSING WALL

TILES

Replace missing wall tiles with new white gloss wall
tiles to match existing

Investigate roof sheeting damage. if sheeting
cannot be repaired, replace with : Safintra
0,55mm thick 700mm cover Saflok 700®
'sunset red' COLORPLUS® interlocking
concealed fix roof covering, fixed to timber
purlins at 2112mm centres and end-span
purlins at 1920mm centres (final spacing to be
calculated by an engineer)by means of a SL
700® Clip 21 clips secured to purlins in
combination with a suitable Class Safintra
approved wafer head self-tapping fasteners
with roof insulation, all in accordance with the
manufacturer's recommendations. All aspects
to be in strict accordance with the
manufacturer's latest published
recommendations. Profile measurements and
proportions must be in line with the latest
Product Specification Manual as published by
Safintra SA. Sheet coating: AZ150.
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