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BLOCK K ( WORKSHOP) : Scope of Works

STRUCTURAL ENGINEERS DETAIL)
painting and cornices.(REFER TO DETAIL BELOW)

work is done, prime and repaint.

and replacing with new to match.(REFER TO DETAIL BELOW)

(REFER TO DETAIL BELOW)

existing. (REFER TO TYPICAL DETAILS)

new floor finishes. (REFER TO DETAIL BELOW)

waterproof / seal windows.(REFER TO DETAIL BELOW)
12. Replace 2x missing trap doors (REFER TO DETAIL BELOW)

1. Roof sheeting, gutters and downpipes all in a poor condition. Recommend removing and
replacing with new to detailed design.(REFER TO TYPICAL DETAILS)
2. Structural damage noted to some of the protruding white box gutters.(REFER TO

3. Damaged / missing ceilings to be removed and replaced with new including skimming,

4. Cracks noted on internal walls, refer to Structural Engineer's report for repair. Once repair
(REFER TO TYPICAL DETAILS)

5. Replace 2 x damaged double timber door.(REFER TO DETAIL BELOW)

6. Replace 1 x damaged steel sink & splashback tiles.(REFER TO DETAIL BELOW)

7. External ceiling to u/s of roof overhang on facades in a poor condition - recommend removing

8. Damaged brickwork step edges - replace missing brickwork to match existing and make good.

9. Corrosion to door frames, sand off as much rust as possible, apply rust inhibiting primer to
restore the steel, prime and paint.Where it cannot be restored, to be replaced with new to match

10. Bathrooms / ablutions in a poor condition. Water damage & damp on walls. Recommend
rubbing down walls, prime and repaint. Locate any leaks, repair / replace and make good. Install

11. Water ingress from high level windows - investigate reasons for water ingress and

REPLACEMENT OF ROOF SHEETING

Replace with : Safintra 0,55mm thick 700mm cover Saflok 700® 'RAIN
CLOUD' COLORPLUS® interlocking concealed fix roof covering, fixed
to timber purlins at 2112mm centres and end-span purlins at 1920mm
centres (final spacing to be calculated by an engineer)by means of a
SL 700® Clip 21 clips secured to purlins in combination with a suitable
Class Safintra approved wafer head self-tapping fasteners with roof
insulation, all in accordance with the manufacturer's recommendations.
All aspects to be in strict accordance with the manufacturer's latest
published recommendations. Profile measurements and proportions
must be in line with the latest Product Specification Manual as
published by Safintra SA. Sheet coating: AZ150.

REPLACEMENT OF 2x EXTERNAL

DOOR:

REMOVE DOOR AND REPLACE WITH NEW PER
SPECIFICATION BELOW

DOOR SCHEDULE - EXTERIOR DOOR

| po3

WATER DAMAGE,LEAKS & REFURBISHMENT OF ABLUTION :REPLACEMENT OF
ALL SANWARE

REPLACEMENT SANWARE
SPECIFICATIONS:

NEW ABLUTION SANWARE

NEW SPLASH BACK TILES:

Install new 200 x 200 white matt Johnson tiles splashback tiling to
all new whb's

SPECIFICATIONS:

BASIN: Lecico Atlas 50cm basin with full
pedestal colour White, fixed with stainless
steel screws and washers to plugs in wall
and sealed with abe Dow Corning acetoxy
silicone sealant where basin meets wall.
Material: Vitreous China, Basin code:

position

NEW MIRRORS:

450 x 600 x 6mm "GG" quality polished glass mirror: fix to wall

as shown on site with round nose chromium plated mirror screws.
1 mirror per basin, 4 screws per mirror.

1600 C.0.S
. , TOP OF DOOR
\i 4
AN
8 . —
N
/ N\ ©
©
74 N\ 2
-
7 \ TYPICAL F.F.L.

POSITION: EXTERIOR DOOR

DOOR TYPE: 1600mm x2032mm BRACED AND LEDGED MERANTI TIMBER DOOR

DOOR FINISH: DOOR TO BE PRIMED AND PAINTED COLOUR TO MATCH EXISTING DOORS

FRAME: 1,2mm DOUBLE REBATED FRAMES SUITABLE FOR230mm WALL TO ACCOMMODATE 1600 mm x2032mm DOOR LEAF.

ATLDUOBASO0500BE, Tap Hole: 1 tap hole,
Height: 500mm, Width: 410mm, Depth:

788mm.

TAP: Plumline 10-year warranty
Moderna Chrome pillar taps

Code:038735). Mixer: Moderna Chrome paintwork

Dampness on walls noted:

Isolate and find leaks or water ingress. Apply
suitable dampguard and make good existing

pillar tap (Code: 038735). Material:
DZR (dezincification resistant brass) Brass.

Finish: Chrome

WC: | ecico Madison close couple suite
colour White, seat and cover bolted to bowl
with metal washers and rubber gaskets,
100mm outlet with cistern connected to
15mm water supply with foot of bowl sealed

Replacement of floor tiles:

Safely remove existing floor tiling and replace with
new non-glazed, non-slip 500mm x 500mm x
13mm thick clay tiles, Type B1, laid on high

polymer cement based adhesives. Specification &
colour to be confirmed.

to floor with abe Dow Corning
acetoxy silicone sealant. Material: Vitreous
China, Pan code: MADBOXDFLOSCSBE.

WATERINGRESS FROM CLERESTORY WINDOWS.

- N |

Find & isolate leaks from

DAMAGED BRICK STEPS

DETERIORATION TO ROOF OVERHANG SOFFITS

DAMAGED TO CEILING BOARDS / MISSING CEILING BOARDS

clerestory windows. Install
new waterprofing guard and
seal window to prevent

FRAME FINISH: 1 x COAT ZINC PRIMATE PRIMER WITH 2 x COAT APPROVED ENAMEL PAINT.

FANLIGHT: NONE

IRONMONGERY: 4

CODE QTYIDR

UNIT DESCRIPTION

ssssssss

096176 - SIS 4 B/B HINGE 100X75X2.7 304

73068 1

PCE 730/68 - 76MM PROFILE ARCH SASHLOCK S/S

880-66/78 1

PCE 880-66/78 - 5 PIN NP D/CYL 66MM 3K N.PL

EDE/101C-DAYTONA 19mm/165X165X1.5/PL.CYL

140183 1

PCE 140/83 - DOOR STOP F/MOUNTED Mi40 SACR

88066178 EDE101C69 140/83

D | =

GENERAL NOTES:

ALL SHOP FRONT DOORS ARE TO BE AAAMSA APPROVED
ALL QUANTITIES ARE TO BE CHECKED ON SITE BY THE COI

NTRACTOR PRI

DOOR SWINGS AND POSITIONS TO BE CALCULATED FROM THE DOOR REFERENCE PLANS

IOR TO PLACING ORDERS
CONSTRUCTION .

REPLACE 2X MISSING TRAP DOORS

trap door to match and suite
missing trap opening including
skimming and painting if
neccessary.

Install new Gypsum ceiling board

— | Install new brickwork to replace
'| missing stair edges. Replace with

new bricks to match existing.

| Contractor to ensure new brick
1| work maintaines current riser

height.

Carefully remove existing
damaged ceilings boards and
cornices. Install new gypsum
ceiling boards, 6.4mm thick, with
PVC cover strips and coved
cornices, to be skimmed until
smooth and even. Paint with fully
washable matt white PVA.

FOR CEILING BOARDS:
Carefully remove existing
damaged ceilings boards and
cornices. Install new gypsum
ceiling boards, 6.4mm thick, with
PVC cover strips and coved
cornices, to be skimmed until
smooth and even. Paint with fully
washable matt white PVA.

futuer leaks.

TAP: Plumline 10-year warranty
Moderna Chrome pillar taps
Code:038735). Mixer: Moderna
Chrome

pillar tap (Code: 038735).
Material:

DZR (dezincification resistant
brass) Brass.

Finish: Chrome

SINK: Franke 0,9mm Grade 304
18/10 stainless steel LDL Luxtub

(Code: 2560001), size 600 x 500 x

257mm deep with pressed bowl size
525 x 425 x 257mm deep and 40mm
waste outlet, Falcon galvanised mild
steel bracket with 25mm square mild

steel front leg (Code: 2120007) (Code:

2120003) bolted to wall with 6mm
anchor bolts.

NEW SPLASH BACK TILES:

Install new 200 x 200 white matt
Johnson tiles splashback tiling.

NOTES:

1. All boundaries, dimensions and levels are to be checked on site
before construction and any discrepancies are to be reported to the
office of the Architect.

2. Partial Service: Any discrepancies with site or other information is to
be advised to the Architect and direction or approval is to be sought
before the implementation of the detail.

3. Do not scale this drawing.

4. For the purpose of coordination, all relevant parties

must check this information prior to implementation

and report any discrepancies to the Architect.

Revisions:
Rev No:| Date: |Description: Rev By:
A 14/03/23 | For Information Purposes Only ID

BLOCK Q3 ( WORKSHOP) : Scope of Works

1. This is a prefab structure in a poor condition and not fit for use - recommend replacing with an

appropriate structure.

BLOCK Q3- WORKSHOP (TO BE DEMOLISHED)
FLOOR PLAN - SCALE 1:100

WINDOW DIMS (mm)

BLOCK Q1 ( CLASSROOMS) : Scope of Works

BLOCK Q2 ( WORKSHOP) : Scope of Works

appropriate structure.

1. This is a prefab structure in a poor condition and not fit for use - recommend replacing with an

1. Gutters and downpipes are damaged, install new to match existing on site or as per later
detail.(REFER TO TYPICAL DETAILS)

2. External ceiling to u/s of roof overhang on facades in a poor condition - recommend removing
and replacing with new to match.(REFER TO DETAIL BELOW)

BLOCK Q2- WORKSHOP (TO BE DEMOLISHED)
FLOOR PLAN - SCALE 1:100

WINDOW DIMS (mm)
T1 W:815mm x H:1500mm

3. External paintwork in a poor condition, rub down walls, prime and repaint.
TYPICAL DETAILS)

4. Structural damage to concrete ramp - refer to Structural Engineer's report.
5. Damaged / missing ceilings to be removed and replaced with new including skimming,
painting and cornices.(REFER TO DETAIL BELOW)

6. No floor finishes installed - install new floor finishes including skirtings.(REFER TO TYPICAL

(REFER TO

T1 W:815mm x H:1500mm v 7 374 VINYL FLOORING DETAILS)
CEILING HEIGHT : 2800mm | 44& 6914 M CEILING HEIGHT : 2800mm | 7. Internal paintwork in a poor condition, rub down walls, prime and repaint.(REFER TO
4 7 374 V N TYPICAL DETAILS)
7 y 6 914 ﬂ 7 000 , } N/ | 8. Cracks noted on internal walls, refer to Structural Engineer's report for repair. Once repair
N 1 11 o | V o N work is done, prime and repaint. (REFER TO TYPICAL DETAILS)
s |rr 7 i i'i- —————— 3 — ﬂ ~- 9. External awning - refer to Structural Engineer's report.
: I } } : I I 10. Timber doors in poor condition- Rub down and re-varnish(REFER TO TYPICAL DETAILS)
| | || i 11. Replace 1x missing Trap door (REFER TO DETAIL BELOW
H = H H
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- WORKSHOP & "“T L WORKSHOP - PVC cover strips and coved
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BLOCK Q1 - ABLUTIONS
FLOOR PLAN - SCALE 1:100

WINDOW DIMS (mm)

T1 W:2400mm x H:750mm
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BLOCK R1- CLASSROOM
FLOOR PLAN - SCALE 1:100

5302

CEILING HEIGHT : 2800mm |

WINDOW DIMS (mm)

T1 W:2123mm x H:1482mm

T2 W:979mm x H:1480mm

T3 W:2130mm x H:1082mm

BLOCK R1 ( CLASSROOMS) : Scope of Works

1. Gutters and downpipes are damaged, install new to match existing on site or as per later
detail.(REFER TO TYPICAL DETAILS)
2. Walkway ceilings have water damage - remove and replace ceilings to include skimming and
painting. Check roof for water leaks and repair.(REFER TO DETAIL BELOW)

3. Could only access one classroom - could not access other rooms for assessment.

4. Floor finishes in classroom in a poor condition - recommend removing and replacing with new
including skirtings.(REFER TO TYPICAL VINYL FLOORING DETAILS)

WATER DAMAGE TO CEILINGS & DEFLECTING/DAMAGED CEILING

BOARDS

Architect :
Name :
Signature :
Client :
Name :
Signature :

Replacement of ceiling boards:Install new gypsum ceiling boards, 6.4mm thick, with PVC cover strips
and coved cornices, to be skimmed until smooth and even. Paint with fully washable matt white PVA.

Inspect roof sheeting for damage and leaks. If sheeting cannot be repaired, install new per
specification below.
Carefully remove existing water damaged ceilings boards and cornices.
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Investigate roof sheeting damage. if sheeting
cannot be repaired, replace with : Safintra
0,55mm thick 700mm cover Saflok 700® 'RAIN
CLOUD' COLORPLUS® interlocking
concealed fix roof covering, fixed to timber
WSl | purlins at 2112mm centres and end-span

| | purlins at 1920mm centres (final spacing to be
calculated by an engineer)by means of a SL
700® Clip 21 clips secured to purlins in
combination with a suitable Class Safintra
approved wafer head self-tapping fasteners
with roof insulation, all in accordance with the
manufacturer's recommendations. All aspects
to be in strict accordance with the
manufacturer's latest published
recommendations. Profile measurements and
proportions must be in line with the latest
Product Specification Manual as published by
Safintra SA. Sheet coating: AZ150.
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BLOCK R2-WORKSHOP
(TO BE DEMOLISHED)
FLOOR PLAN - SCALE

1:100

WINDOW DIMS (mm)
T1 W:850mm x H:1630mm

CEILING HEIGHT : 3000mm |

BLOCK R2 ( CLASSROOM) : Scope of Works

1. This is a prefab structure in a poor condition and not fit for use -
recommend replacing with an appropriate structure.
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