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LINE OF 1 000mm ROOF OVERHANG

FLOORPLAN
SCALE 1:100

1 000 mm WIDE CONCRETE APRON

LINE OF 800mm ROOF OVERHANG
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PINUP BOARD

215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE

 RHS STEEL PURLINS ON 100x50x3,0mm
RHS STEEL BEAMS @ 9DEG INCLINATION ON 700x220mm BRICK
COLUMN TO ENGINEER'S DESIGN AND SPECIFICATIONS.

220/110mm WALLS/COLUMNS AS PER FINISHING
SCHEDULE WITH BRICKFORCE EVERY 4th COURSE.

700x220mm BRICK COLUMN TO ENGINEER'S
DESIGN AND SPECIFICATIONS.

WOOD FLOATED CONCRETE FINISH TO WALKWAYS

CONCRETE RAIN WATER CHANNEL
ALL AROUND BUILDING

10degree INCLINATION ON APPROVED BUBBLE-FOIL
INSULATION ON 76x50mm SA PINE PURLINS @ 1000mm c/c ON
PREFABIRCATED TIMBER TRUSSES AS PER ROOF PLAN AND

AS PER ENGINEERS DESIGN ON 114x76mm WALL PLATE

ALL WINDOWS/DOORS AS PER WINDOW- AND
DOOR SCHEDULES

220/110mm INTERNAL WALLS WITH
BRICKFORCE EVERY 4th COURSE.

FACEBRICK COURSE WITH 20mm PROJECTION

BRICK-ON-EDGE WINDOW SILL
FOR ALL WINDOWS

FLOOR FINISH ON 30mm SCREED ON 125mm CONCRETE BEDDING
ON COMPACTED SOIL TO ENGINEERS SPECIFICATION

220/110mm UNPAINTED FACEBRICK PLINTH WALL

215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE

ALL WINDOWS/DOORS AS PER WINDOW- AND DOOR SCHEDULES

BRICK-ON-EDGE LINTOLS OVER ALL EXTERIOR WINDOWS/DOORS

BRICK-ON-EDGE LINTOLS OVER ALL EXTERIOR
WINDOWS/DOORS

BRICK-ON-EDGE LINTOLS OVER ALL EXTERIOR
WINDOWS/DOORS

SECTION A-A
SCALE 1:50
REINFORCED CONCRETE STRIP
FOUNDATIONS TO ENGINEERS SPEC.

REINFORCED CONCRETE STRIP
FOUNDATIONS TO ENGINEERS SPEC.

CONCRETE RAIN WATER CHANNEL
ALL AROUND BUILDING

W02

PRACTICAL BENCHES
PLASTER AND PAINT AS PER COLOR SCHEDULE

-0.045

±0.000 T.O.C ±0.000 TOP OF CONC.

+2.125 LINTEL LEVEL

+3.345 U/S OF TRUSS

+5.640 ROOF APEX

+2.125 LINTEL LEVEL

+3.345 U/S OF TRUSS
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215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE

SAFINTRA 0,55MM THICK 700MM COVER SAFLOK 700® 'SUNSET RED ' COLORPLUS® INTERLOCKING CONCEALED FIX 
ROOF COVERING, FIXED TO  RHS STEEL PURLINS ON 100x50x3,0mm

RHS STEEL BEAMS @ 9DEG INCLINATION ON 700x220mm BRICK
COLUMN TO ENGINEER'S DESIGN AND SPECIFICATIONS.

220/110mm WALLS/COLUMNS AS PER FINISHING
SCHEDULE WITH BRICKFORCE EVERY 4th COURSE.

700x220mm BRICK COLUMN TO ENGINEER'S
DESIGN AND SPECIFICATIONS.

WOOD FLOATED CONCRETE FINISH TO WALKWAYS

CONCRETE RAIN WATER CHANNEL
ALL AROUND BUILDING

10degree INCLINATION ON APPROVED BUBBLE-FOIL
INSULATION ON 76x50mm SA PINE PURLINS @ 1000mm c/c ON
PREFABIRCATED TIMBER TRUSSES AS PER ROOF PLAN AND
AS PER ENGINEERS DESIGN ON 114x76mm WALL PLATE

ALL WINDOWS/DOORS AS PER WINDOW- AND
DOOR SCHEDULES

220/110mm INTERNAL WALLS WITH
BRICKFORCE EVERY 4th COURSE.

FACEBRICK COURSE WITH 20mm PROJECTION

BRICK-ON-EDGE WINDOW SILL
FOR ALL WINDOWS

FLOOR FINISH ON 30mm SCREED ON 125mm CONCRETE BEDDING
ON COMPACTED SOIL TO ENGINEERS SPECIFICATION

220/110mm UNPAINTED FACEBRICK PLINTH WALL

215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE

ALL WINDOWS/DOORS AS PER WINDOW- AND DOOR SCHEDULES

BRICK-ON-EDGE LINTOLS OVER ALL EXTERIOR WINDOWS/DOORS

BRICK-ON-EDGE LINTOLS OVER ALL EXTERIOR
WINDOWS/DOORS

BRICK-ON-EDGE LINTOLS OVER ALL EXTERIOR
WINDOWS/DOORS

SECTION B-B
SCALE 1:50

REINFORCED CONCRETE STRIP
FOUNDATIONS TO ENGINEERS SPEC.

REINFORCED CONCRETE STRIP
FOUNDATIONS TO ENGINEERS SPEC.

CONCRETE RAIN WATER CHANNEL
ALL AROUND BUILDING

TOOL STORE OFFICEPASSAGE
PLASTER AND PAINT AS PER COLOR SCHEDULE PLASTER AND PAINT AS PER COLOR SCHEDULE
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ELEVATION 1-1
SCALE 1: 100

ELEVATION 2-2
SCALE 1: 100

10degree INCLINATION ON APPROVED BUBBLE-FOIL
INSULATION ON 76x50mm SA PINE PURLINS @ 1000mm c/c ON
PREFABIRCATED TIMBER TRUSSES AS PER ROOF PLAN AND

AS PER ENGINEERS DESIGN ON 114x76mm WALL PLATE

215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE

CONCRETE RAIN WATER CHANNEL
ALL AROUND BUILDING

10degree INCLINATION ON APPROVED BUBBLE-FOIL
INSULATION ON 76x50mm SA PINE PURLINS @ 1000mm c/c ON
PREFABIRCATED TIMBER TRUSSES AS PER ROOF PLAN AND
AS PER ENGINEERS DESIGN ON 114x76mm WALL PLATE

215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE
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220/110mm WALLS AS PER FINISHING SCHEDULE
WITH BRICKFORCE EVERY 4th COURSE.

10degree INCLINATION ON APPROVED BUBBLE-FOIL
INSULATION ON 76x50mm SA PINE PURLINS @ 1000mm c/c ON
PREFABIRCATED TIMBER TRUSSES AS PER ROOF PLAN AND

AS PER ENGINEERS DESIGN ON 114x76mm WALL PLATE

ALL WINDOWS/DOORS AS PER WINDOW- AND
DOOR SCHEDULES

215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE

BRICK-ON-EDGE LINTOLS OVER ALL EXTERIOR
WINDOWS/DOORS

CONCRETE RAIN WATER CHANNEL
ALL AROUND BUILDING

10degree INCLINATION ON APPROVED BUBBLE-FOIL
INSULATION ON 76x50mm SA PINE PURLINS @ 1000mm c/c ON
PREFABIRCATED TIMBER TRUSSES AS PER ROOF PLAN AND
AS PER ENGINEERS DESIGN ON 114x76mm WALL PLATE

ALL WINDOWS/DOORS AS PER WINDOW- AND
DOOR SCHEDULES

215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE

BRICK-ON-EDGE LINTOLS OVER ALL EXTERIOR
WINDOWS/DOORS

CONCRETE RAIN WATER CHANNEL
ALL AROUND BUILDING
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220/110mm WALLS AS PER FINISHING SCHEDULE
WITH BRICKFORCE EVERY 4th COURSE.

10degree INCLINATION ON APPROVED BUBBLE-FOIL
INSULATION ON 76x50mm SA PINE PURLINS @ 1000mm c/c ON
PREFABIRCATED TIMBER TRUSSES AS PER ROOF PLAN AND

AS PER ENGINEERS DESIGN ON 114x76mm WALL PLATE

ALL WINDOWS/DOORS AS PER WINDOW- AND
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215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE

BRICK-ON-EDGE LINTOLS OVER ALL EXTERIOR
WINDOWS/DOORS
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ALL AROUND BUILDING

10degree INCLINATION ON APPROVED BUBBLE-FOIL
INSULATION ON 76x50mm SA PINE PURLINS @ 1000mm c/c ON
PREFABIRCATED TIMBER TRUSSES AS PER ROOF PLAN AND
AS PER ENGINEERS DESIGN ON 114x76mm WALL PLATE

ALL WINDOWS/DOORS AS PER WINDOW- AND
DOOR SCHEDULES

215x15mm EVERITE NUTEC FACIA BOARDS
TO BE PAINTED. COLOUR SPECIFIED ELSEWHERE
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WINDOWS/DOORS
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SCALE 1: 100

ELEVATION 4-4
SCALE 1: 100
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SAFINTRA 0,55MM THICK 700MM COVER SAFLOK 700® 'SUNSET RED ' COLORPLUS® 
INTERLOCKING CONCEALED FIX ROOF COVERING, FIXED TO
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Facebrick specifications:
Country Classic Satin FBS

to match existing buildings (to
be confirmed).

Facebrick specifications:
Country Classic Satin FBS

to match existing buildings (to
be confirmed).

Facebrick specifications:
Country Classic Satin FBS

to match existing buildings (to
be confirmed).

4. For the purpose of coordination, all relevant parties 
must check this information prior to implementation 
and report any discrepancies to the Architect.

1. All boundaries, dimensions and levels are to be checked on site 
before construction and any discrepancies are to be reported to the 
office of the Architect.
2. Partial Service: Any discrepancies with site or other information is to 
be advised to the Architect and direction or approval is to be sought 
before the implementation of the detail.
3. Do not scale this drawing.
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