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STAIRCASE BLOCK T ( CLASSROOMS) : Scope of Works
_ 1. External paintwork in a poor condition, rub down walls, prime and repaint.(REFER TO REPLACEMENT OF ROOF SHEETING
,,,,,, TYPICAL DETAILS)
] 2. Roof sheeting is corroding / damaged: replace roof sheeting with new.(REFER TO DETAIL Replace with : Safintra 0,55mm thick 700mm cover Saflok 700®
I BELOW) 'SUNSET RED ' COLORPLUS® interlocking concealed fix roof
B 3. Gutters and downpipes are damaged, install new to match existing on site or as per later covering, fixed to timber purlins at 2112mm centres and end-span
F————] detail. (REFER TO TYPICAL DETAILS) purlins at 1920mm centres (final spacing to be calculated by an
F———— 4. Fascia and barge boards damaged, remove, make good and install new to match existing on engineer)by means of a SL 700® Clip 21 clips secured to purlins in
N N site or as per later detail.(REFER TO TYPICAL DETAILS) combination with a suitable Class Safintra approved wafer head self-
S 5. Structural Damage noted, refer to Structural Engineer's report. tapping fasteners with roof in§ulation, allin accordar)ce W.ith the
E @ h @ @ @ @ @ @ 6. External ceiling to u/s of r’oof overhang on facades in a poor condition - recommend removing vrci?r? l;gaecg;iﬁar;z?g'r: leantgztlgﬂz'"'gg eadsrr): g;?ntr%gﬁ dl;\tisot;us:t S(r:gglngance
= — — — airbrick ~ I ! T OO — — — : ~ and replacing with new to match.(REFER TO DETAIL BELOW) _ measurements and proportions must be in line with the latest Product
@) T @) N T3 w D u 7. First floor brlckwor.k tlaalustr.ad.e wa!ls are in a poor condition - recommend .rubblng down, Specification Manual as published by Safintra SA. Sheet coating:
NI ) o \‘ make good and repainting. Missing sill on top of balustrade to be replaced with new to match. AZ150.
FENCED 1376 L6 —| = (REFER TO DETAIL BELOW)
AREA S PASSAGE D N\ 8. Ceiling in staircase void is in a poor condition - recommend removing and replacing with new
OFFICE 2 @ i 2300 | to match.(REFER TO DETAIL BELOW)
Qg 2 g t) FEMALE ~ = D , 2169 / 9. Some of the classrooms floors are damaged - recommend removing and replacing damaged
N~ N 2150 CLASSROOM CLASSRO STORE ~ «f[) ABLUTIONS ~ CLASSROOM t:_ CLASSROOM NI STAIRCASE 0 floor fInIS.heS, including new.sl.qrtlngs..(REFER TO TYRIQAL VINYL EL.OORING DETAILS)
| © O O
(NO ACCESS) (HAIRDRESSING - « 10. Ablutions have no floor finishes - install new floor finishes and skirtings. (REFER TO
N N N CLASS) 3 o NI b TYPICAL TILE FLOORING DETAILS)
N < ™ > g 11. Some of the classrooms ceilings are damaged - recommend removing and replacing
- & 2 205 \ CLASSROOM damaged ceilings, including for skimming, painting and new cornices.(REFER TO DETAIL
~ > M o o BELOW)
S I : T = : Nl LI 7 — Ly T R E o ™ 12. Rub down & repaint deteriorating railing and handrail in staircases.
v v v v v v v / 4435 o 4789 ) moaccess) 28 T G DETERIORATION TO ROOF OVERHANG SOFFITS DETERIORATION TO BRICK BALUSTRADE
o
CORRIDOR CORRIDOR 1 CORRIDOR"” 5 u © u
-
o~ o
4 682 7 240 4 605 2613 2 200 4735 4435 9454 x |‘ Carefully remove existing Replace 1x missing sill/coping to
; ; " — S : ; : >~ damaged ceilings boards and first floor brick balustrade. Rub
@ s~ cornices. Install new gypsum down, prime and repaint
CEILING HEIGHT : 2542mm | @ @ @ @ @ . ceiling boards, 6.4mm thick, with deteriorating paintwork ( to match)
, 2300 || 10 381 Ll 4 381 L PVC cover strips and coved across entire balustrade.
/ 42 404 ! 1 17 982 1 T comnices, to be skimmed unti
/ K / smooth and even. Paint with fully
washable matt white PVA.
WINDOW DIMS (mm)
BLOCK T- T1 W:2000mm x H:1190mm STAIRCASE
T2 W:411mm x H:1128mm _
HOME ECONOMIC CLASSROOMS T3 W:1000mm x H:900mm
T4 W:2000mm x H:900mm
GROUND FLOOR PLAN - SCALE 1:100 T4 W:2000mm x H:900mm_
T6 W:2990mm x H:980mm
T7 W:977mm x H:1190mm
- W @ @ o
N I N
5
13® = _rhq RO R & B B @ ) PND W ©®  © © @ﬂhﬂ @ @ @ h - @ @ DAMAGED CEILING PANELS OR DAMAGED CORNICES DAMAGED CEILING PANELS IN STAIR VOID
N NN o
t) \ @ S Carefully remove existing Carefully remove existing
ol - @ = - S ; damaged ceilings boards and damaged ceilings boards and
S KITCHEN ~ cornices. Install new gypsum cornices. Install new gypsum
o [ STORE = ceiling boards, 6.4mm thick, with ceiling boards, 6.4mm thick, with
o~ STAIRCASE PVC cover strips and coved PVC cover strips and coved
0 0 HOME . R 2738 10 cornices, to be skimmed until o cornices, to be skimmed until
| © ECONOMICS =, | ~L HOME N smooth and even. Paint with fully smooth and even. Paint with fully
A = CLASSROOM HOME _ HOME HOME HOME ECONOMICS , N washable matt white PVA. washable matt white PVA.
| ECONOMICS 3‘; - ECONOMICS ECONOMICS ECONOMICS \ ~
e o CLASSROOM w (2_ CLASSROOM PANTRY CLASSROOM CLASSROOM CLASSROOM
g (NO ACCESS) 8 (WASHING) (KITCHEN) (KITCHEN)
<
S PANTRY [| & o
BN o
@ I~ E Te] N~
© (NO ACCESS) D
BATH S
- N =
£ _ ) _ _ _ =] =] =] L (e ] e ) _ _ £
T T T T T T T T T T T T T T T T T T T @) T T T
V 7218 2" 9539 Yy 2070 |y 4735 by 2120 ) 8 702 vy 2171 |y 9712 L 7 209 2" 4 381 V
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1 1
CEILING HEIGHT : 2700mm WINDOW DIMS (mm)
BLOCK T_ | ‘ T1 W:2000mm x H:1190mm
T2 W:411mm x H:1128mm
HOME ECONOMIC CLASSROOMS T3 W:1000mm x H:900mm
. T4 W:2000mm x H:900mm
FIRST FLOOR PLAN - SCALE 1:100 T4 W:2000mm x H:900mm_
T6 W:2990mm x H:980mm
T7 W:977mm x H:1190mm
BLOCK V3 ( SCHOOL HALL) : Scope of Works 23 899
REPLACEMENT OF 1x EXTERNAL $oeop ~~ + + + +
DOOR : 1. Floor finishes on staircases leading to stage are damaged - remove
those floor finishes and replace with new to match existing.(REFER TO
REMOVE DOOR AND REPLACE WITH NEW PER TYPICAL VINYL FLOORING DETAILS)
SPECIFICATION BELOW 2.1 x WC damaged - remove and replace with new to match.(REFER ~
[o0]
DOOR SCHEDULE - EXTERIOR DOOR | bo3 TO DETAIL B,ELOW) . . o CARPORT TO
3. 1 x double timber door at staircase is damaged - remove and replace 0 REMAIN
with new to match.(REFER TO DETAIL BELOW) 19 888
1600 C.0.S y ¥ ¥
L ] | ] poo 356 15 672 ¥
: / o o o BLOCK W1-ADMIN L L L N .
REPLACEMENT OF 1X DAMAGED < l = : . ; FLOOR PLAN - SCALE 1:100 B s _gli_lil@x_llxz oo wo ©w v v U U
WC ~ &) &) &) &
A / BLOCK W1 ( ADMINISTRATION) : Scope of Works
(o N a
o o
N A1 N SPECIFICATIONS: s L
© o STAFF 52
S : : . 0 KITCHEN ROOM 10 @) o)
74 N\ - WC: L ecico Madison close couple suite = 14 =
/ N TYPICAL F F L. colour White, seat and cover bolted to bowl ol ™ W CLASSROOMTO CLASSROOM TO
................ with metal washers and rubber gaskets, = o BE DEMOLISHED BE DEMOLISHED
oo Sty it foat of bl sualed @ f12 WINDOW DIMS (mim) > = BLOCK U ( CLASSROOM) : Scope of
DOOR FINISH: DOOR TO BE PRIMED AND PAINTED COLOUR TO MATCH EXISTING DOORS mm Wa er SUpp y WI Oo O OW Sea e ET r b *4_'\ — | T1 W-3910mm X H.1530mm m m WorkS
FRAIIE:Lme.BOUELE REBATED FRANES SUITABLE FOR 23mm WALL TO ACCOMNODATE 1600 mm x2032mn DOOR LEAF, to ﬂoor with abe DOW Cornlng o ~ EMALE i - T2 W:2923mm x H:1530mm
rowaver zé%eirt]%xyps;::cg; (;a e?ﬁfgégﬂ)?ée[:r;_a(;:s\étsrg%l{s 3 ® ABLUTION |lo Ii a;gggg‘n':'mxx“::gg?:m 1. This is a prefab structure in a poor condition
SSSSSSSS — T o e ’ N 2 STORE 5 T5 W:1757mm x H:1530mm e e S M O S O S P e e ST N and not fit for use - recommend replacing with an
= e 20WiHB © 10 838 . 5 411 ’ T6 W:2000mm x H:1000mm o o @™o @© ) T ) @ appropriate structure.
F__[menconom o = T7 W:1390mm x H:2400mm o
— B e — ~ o [ i { T8 W.900mm x F-1000mm 2 WALKWAY TO BE DEMOLISHED
] —~ ~c T9 W:1500mm x H:900mm -
. — STORE ||3 X
5 &z 7 Al ~ T10 W:2500mm x H:900mm
1 \& : " 10 <~ T11 W:3000mm x H:1500mm f—2546 10875 # 10 896 A
© L ;g . .
Se— BLOCK V3- HALL 5 @) SICK MALE T Samm X Hisomi ) 24 797 ¥
ooor e PLaRS - . <t : : WINDOW DIMS (mm)
FLOOR PLAN - SCALE 1:100 BAY ABLUTION ||o T14 W:4000mm  H:300mm BLOCK U- CLASSROOMS (TO |7 w:ssomm x :1630mm
26 155 9 050U N 716 W-2340mm x H-900mm BE DEMOLISHED) CEILING HEIGHT : 3000mm |
. rl Sy FLOOR PLAN - SCALE 1:100
y 2358 |, 2278 || 3 494 y ~
WALKWAY f i H— ) LAPA lPiNr?éOSED -
N | ® w @ @ w N @ & BLOCK W2-LAPA * 10680 |
~ L J j\ 1X T3 WINDOW BELOW  1X T3 WINDOW BELOW  1X T3 WINDOW BEL i FLOOR PLAN - SCALE 1 :1 00 4V 7 105 /%/ 7100 /%/ 7 098 7%/ 1612 /%/ 7 045 4V
Il } i BLOCK W2 (LAPA) : Scope of Works T 1
2 NI - (LAPA) : Scop s WALKWAY |
N~
™ 2 OFFICE 1. In good condition - I N N N
STOR 2 > 2. Corrosion to Chimney Flute.( REFER TO DETAIL BELOW) L Y O 1, 0000 R O D . D000
16 244 ~ I r Ar n n
STORE A |
N 3965 vl 3264 2% 5034 W 3 201 ] |
~ Q 3499 I 17 17 n }
CHANG - 1 1 o) =
RO o —r/ , @ O e CORROSION TO CHIMNEYS N 8
©
NI - ()
= “@) STRONG (% 0 Chip out / remove all of the rust and ensure that the surface is © g < ‘%
~ ‘ o = ROOM N o ol free from loose dirt, rust, paint, oil & grease. Fill :"\3 N CLASSROOM CLASSROOM CLASSROOM % ) CLASSROOM
e} x W > J OFFICE N o ¢ < L holes with a suitable putty and allow to cure for 48 hours. < L
ol «| || STORE [ STORE ,— I = « o © 3 Remove all remaining rust and strip paint down to o EIJ
~ S~ .S STAGE HALL BOARDROOM (&) & o the bare metal. Once cleaned and degreased, apply a coat of
q ) < (@) primer and when dry, apply two coats of Plascon
] | e 14 | | metal paint to match existing colour, as per manufacturer's
I “@) . i 2 o &| | recommendations.
™ N S IF IT CANNOT BE RESTORED, REPLACE WITH NEW TO ~ @ @ T @ @ a@ @ @ @ @ T a T T @ @ @ T @ @ @ @ @ a9
CHANG © I U ~| | MATCHEXISTING.
S N\ BLOCK S- CLASSROOMS (TO
R ROOM < DEPUTY o WINDOW DIMS (mm)
N OFEICE OFEICE PRINCIPAL'S |IS BE DEMOLISHED) T1 W:850mm x H:1730mm
o — 2 STORE] | OFFICE || FLOOR PLAN - SCALE 1:100  CCEILING HEIGHT : 3000mm |
: Vet ING
5 @ W @ @ .
u | ——
N ='| \ 1X T3 WINDOW BELOW 1X T3 WINDOW BELOW 1X T3 WINDOW BELOW 1X T3 WINDOW BELOW @ @ BLOCK S ( CLASSROOM) : Scope of Works
~ I~ I j T T il
(19 T T T T 1. This is a prefab structure in a poor condition and not fit for use - recommend replacing with an
4& 7 557 4&4& 15639 4& 2499 4& 8 559 4&4& 5 681 4&4& 2847 4&4& 4474 4V appropriate structure.
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