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WINDOW SCHEDULE
T1: W:965mm x H:1400mm
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TYPICAL
SECTION A - A
SCALE - 1:50

A

A

B

B

TYPICAL
SECTION B - B
SCALE - 1:50

All ex. dimensions are
to be confirmed on site.

All ex. dimensions are
to be confirmed on site.

NEW GALVANISED MILD STEEL FREE-STANDING
SHELVING. COLOUR: GREY. CONTRACTOR TO
PROVIDE SAMPLE FOR APPROVAL PRIOR TO
INSTALLATION.

NEW GALVANISED MILD STEEL FREE-STANDING
SHELVING. COLOUR: GREY. CONTRACTOR TO
PROVIDE SAMPLE FOR APPROVAL PRIOR TO
INSTALLATION.

NEW GALVANISED MILD STEEL FREE-STANDING
SHELVING. COLOUR: GREY. CONTRACTOR TO
PROVIDE SAMPLE FOR APPROVAL PRIOR TO
INSTALLATION.
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DOOR SCHEDULE - INTERNAL DOOR

GENERAL NOTES:
DOOR SWINGS AND POSITIONS TO BE CALCULATED FROM THE DOOR REFERENCE PLANS.
ALL SHOP FRONT DOORS ARE TO BE AAAMSA APPROVED.
ALL QUANTITIES ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO PLACING ORDERS.
ALL DIMENSIONS ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO CONSTRUCTION.
ANY DISCREPANCIES ON THIS DRAWING ARE TO BE REPORTED TO THE ARCHITECT PRIOR TO CONSTRUCTION.
ALL ALUMINIUM AND STEEL IS TO BE ISOLATED FROM ONE ANOTHER TO PREVENT GALVANIC ACTION.
ALL UNDERCUTTING OF DOORS AS PER MECHANICAL ENGINEER'S DETAILS.

D10

TOP OF DOOR

POSITION: ABLUTIONS

TYPICAL F.F.L.

DOOR TYPE: 813mm x 2032mm SEMI - SOLID TIMBER DOOR. ALL EXISTING OPENINGS ARE TO BE CONFIRMED ON SITE PRIOR TO MANUFACTURE OF DOORS.
DOOR FINISH: 3 x COATS OF CLEAR VARNISH.
FRAME: 1,2mm DOUBLE REBATED FRAMES SUITABLE FOR 110mm or 230mm WALL TO ACCOMMODATE 813mm x 2032mm DOOR LEAF.
FRAME FINISH: 1 x COAT ZINC PRIMATE PRIMER WITH 2 x COAT APPROVED ENAMEL PAINT.
DOOR: 2032mm x 813mm x 40mm SEMI - SOLID FLUSH PANEL DOOR LEAF.
IRONMONGERY: 4 LEVER SECURITY LOCKSET AND SATIN - CHROME HANDLES, ALL TO BE APPROVED BY ARCHITECT.
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Powerskirting to electrical
engineer's details.

32mm white formica countertop
fixed to steel tube frame.

25mm square steel
horizontal tube frame
painted black.

Size of CPU units
to be confirmed.

16mm white formica clad
supawood for CPU.

100mm high
white formica skirting.

Powerskirting to electrical
engineer's details.

32mm white formica countertop
fixed to steel tube frame.

25mm square steel
horizontal tube frame
painted black.

100mm high
white formica skirting.

Powerskirting to electrical
engineer's details.

32mm white formica countertop
fixed to steel tube frame.

25mm square steel
horizontal tube frame
painted black.

100mm high
white formica skirting.

Powerskirting to electrical
engineer's details.

32mm white formica countertop
fixed to steel tube frame.

25mm square steel
horizontal tube frame
painted black.

100mm high
white formica skirting.

COMPUTER
ROOM

T1
T1

T1

T1
T1

A

A

B

B

C

C

D

D

TYPICAL
SECTION A - A
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SCALE - 1:50

TYPICAL
SECTION D - D
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PLAN OF COMPUTER ROOM
SCALE - 1:50
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SKIRTING / PLINTH
TO BE WRAPPED IN:
MELAMINE, COLOUR: TBC.

ALL EXTERNAL EXPOSED SURFACES
TO BE WRAPPED IN: MELAMINE
COLOUR TBC. ALUMINIUM BARREL HANDLE,
160mm TO BE INSTALLED ON ALL CUPBOARD DOORS
AND DRAWERS. ALL INTERNAL CARCASSES TO
BE WRAPPED IN WHITE MELAMINE.

COUNTERTOP SPEC.
EEZI QUARTZ, COLOUR TO
BE CONFIRMED.

NEW 200 x 200 JOHNSON
MATT SPLASHBACK TILES,
3 x ROWS HIGH.

NEW COUNTERTOP
AND CUPBOARDS TO
REPLACE EXISTING.

TYPICAL ELEV
SCALE - 1:50

EX.
STORE
ROOM

PLAN VIEW
SCALE - 1:50

New drywalls to
replace
chipboard walls.

BLOCK A3
ADMIN &
CLASSROOMS

BLOCK A3 - CLASSROOMS & ADMINISTRATION: Scope of Works

ADMINISTRATION:
- Install new ceiling cornices in all administration offices. REFER TO SPEC BELOW.
- Remove and replace storeroom shelving with new as per detailed design. REFER TO SPEC BELOW.
- 2 x internal office walls are made of chipboard. Recommend removing walls and installing new proper
drywall partition walls, to match size and design. REFER TO PHOTOGRAPH BELOW.
- Ceiling & cornices in computer room to be removed and replaced with new ceilings. New light fittings
to be installed as per electrical engineer's specs. REFER TO TYPICAL DETAILS.
- Existing computer tables in computer room in a poor condition. Recommend removing and replacing
tables with new as per later design. REFER TO SPEC BELOW.
- Corrosion to door and window frames & security gates, sand off as much rust as possible, apply rust
inhibiting primer to restore the steel, prime and paint. Where it cannot be restored, to be replaced with
new to match existing. REFER TO TYPICAL DETAILS.
- Replace water damaged ceiling panels in maths lab / classroom. REFER TO TYPICAL DETAILS.

CLASSROOMS:
- Install new window cills (it is to be determined on site if this can be possible). REFER TO SPEC
BELOW.
- Replace damaged ceilings at DB in storeroom. REFER TO PHOTOGRAPH BELOW. 
- Corrosion to door and window frames & security gates, sand off as much rust as possible, apply rust
inhibiting primer to restore the steel, prime and paint. Where it cannot be restored, to be replaced with
new to match existing. REFER TO TYPICAL DETAILS.
- Replace kitchen table and piping to be made good in storeroom. REFER TO SPEC BELOW.
- 2 x sinks in classrooms are missing - to be replaced with new. REFER TO SPEC BELOW.
- Replace 1 x timber border to existing pinboard. REFER TO PHOTOGRAPH BELOW.
- Internal paintwork in a poor condition, rub down walls, prime and repaint. REFER TO TYPICAL
DETAILS.
- Loose ceiling trapdoor in 1 x classroom to be replaced.
- Internal floor finishes in a poor condition, remove and replace with new, including skirtings. REFER
TO TYPICAL VINYL FLOOR FINISHES DETAILS.
- New WHB piping to be connected to water line. REFER TO IMAGE BELOW.

INSTALL NEW CORNICES
IN ALL ADMIN OFFICES:

REPLACE CHIPBOARD
WALLS WITH NEW
DRYWALLS:

REPLACE CEILINGS, CORNICES & LIGHT
FITTINGS IN COMPUTER ROOM. REPLACE
COMPUTER TABLES WITH NEW AS PER
DETAIL ADJACENT:Install new Pelican Jumbo Cove

Cornices (or equal approved). Size:
3000 x 75mm - to be painted white.

REMOVE EXISTING SHELVING AND INSTALL NEW
SHELVING IN EX. STOREROOM:

Remove existing chipboard walls
and replace with new 90mm Drywall
system (Lengths: 2790mm &
2575mm - to be confirmed on site,
refer to plan above). Install 1 x new
door in drywall as per detail below.
Existing shelving to be safely kept
away and reinstalled onto new
drywalls.

INSTALL NEW CEILINGS,
CORNICES & LIGHTS:

REPLACE KITCHEN COUNTER WITH NEW.
REFER TO ADJACENT DETAIL.

4. For the purpose of coordination, all relevant parties
must check this information prior to implementation
and report any discrepancies to the Architect.

1. All boundaries, dimensions and levels are to be checked on site
before construction and any discrepancies are to be reported to the
office of the Architect.
2. Partial Service: Any discrepancies with site or other information is to
be advised to the Architect and direction or approval is to be sought
before the implementation of the detail.
3. Do not scale this drawing.
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EXISTING BUILDINGS
REFURBISHMENT SCOPE OF WORKS

REPLACE WATER DAMAGED
CEILING PANELS IN MATHS LAB
Remove damaged ceiling panels and replace
with new to match existing.

INSTALL NEW WINDOW SILLS TO
ALL WINDOWS:

A3 - ADMINISTRATION OFFICES:
A3 - CLASSROOMS:

INSTALL 2 x NEW MISSING SINKS:
Sinks: install new Hamilton 63cm Lecico (or
equal approved) wall mounted basin, colour:
white.
Taps: 1 x COBRA STELLA BIBTAP 3306ST/
EXT-15 EXTENDED PER SINK

REPLACE 1 x DAMAGED TIMBER BORDER ON
PINBOARD:

CONNECT NEW WHB PIPING TO WATER LINE.


