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WINDOW SCHEDULE
T1: W:3070mm x H:670mm
T2: W:1025mm x H:675mm
T3: W:3000mm x H:1000mm
T4: W:3000mm x H:1275mm

BLOCK C1
CLASSROOM
FLOOR PLAN
SCALE 1:100
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BLOCK B
CLASSROOM
FLOOR PLAN
SCALE 1:100

WINDOW SCHEDULE
T1: W:1275mm x H:500mm
T2: W:1290mm x H:1290mm
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BLOCK D & E
ABLUTIONS
FLOOR PLAN
SCALE 1:100
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WINDOW SCHEDULE

T2: W:520mm x H:600mm
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DOOR SCHEDULE - INTERNAL DOOR

GENERAL NOTES:
DOOR SWINGS AND POSITIONS TO BE CALCULATED FROM THE DOOR REFERENCE PLANS.
ALL SHOP FRONT DOORS ARE TO BE AAAMSA APPROVED.
ALL QUANTITIES ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO PLACING ORDERS.
ALL DIMENSIONS ARE TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO CONSTRUCTION.
ANY DISCREPANCIES ON THIS DRAWING ARE TO BE REPORTED TO THE ARCHITECT PRIOR TO CONSTRUCTION.
ALL ALUMINIUM AND STEEL IS TO BE ISOLATED FROM ONE ANOTHER TO PREVENT GALVANIC ACTION.
ALL UNDERCUTTING OF DOORS AS PER MECHANICAL ENGINEER'S DETAILS.

D10

TOP OF DOOR

POSITION: ABLUTIONS

TYPICAL F.F.L.

DOOR TYPE: 813mm x 2032mm SEMI - SOLID TIMBER DOOR . ALL EXISTING OPENINGS ARE TO BE CONFIRMED ON SITE PRIOR TO MANUFACTURE OF DOORS .
DOOR FINISH: 3 x COATS OF CLEAR VARNISH.
FRAME: 1,2mm DOUBLE REBATED FRAMES SUITABLE FOR 110mm or 230mm WALL TO ACCOMMODATE 813mm x 2032mm DOOR LEAF.
FRAME FINISH: 1 x COAT ZINC PRIMATE PRIMER WITH 2 x COAT APPROVED ENAMEL PAINT.
DOOR: 2032mm x 813mm x 40mm SEMI - SOLID FLUSH PANEL DOOR LEAF.
IRONMONGERY: 4 LEVER SECURITY LOCKSET AND SATIN - CHROME HANDLES, ALL TO BE APPROVED BY ARCHITECT.
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BLOCK C2
NUTRITION
FLOOR PLAN
SCALE 1:100
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WINDOW SCHEDULE
T1: W:1090mm x H:430mm
T2: W:1100mm x H:1200mm

BLOCK F
CLASSROOM - FLOOR PLAN
SCALE 1:100
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4. For the purpose of coordination, all relevant parties
must check this information prior to implementation
and report any discrepancies to the Architect.

1. All boundaries, dimensions and levels are to be checked on site
before construction and any discrepancies are to be reported to the
office of the Architect.
2. Partial Service: Any discrepancies with site or other information is to
be advised to the Architect and direction or approval is to be sought
before the implementation of the detail.
3. Do not scale this drawing.
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EXISTING BUILDINGS
REFURBISHMENT SCOPE OF WORKS

BLOCK B CLASSROOM BLOCK: Scope of Works

1. Gutters and downpipes are damaged, install new to match existing on site or as per later detail. REFER TO TYPICAL
DETAILS.
2. Walkway ceilings in a poor condition - appears to have water damage. Remove and replace ceilings and cornices with
new including skimming and painting. Install new light fittings as per Electrical Engineer's details. REFER TO TYPICAL
DETAILS.
3. Roof sheeting is to be removed and replaced. REFER TO SPEC BELOW.
4. Nnew barge boards and fascia boards are to be installed. REFER TO TYPICAL DETAILS.
5. External paintwork in a poor condition, rub down walls, prime and repaint. REFER TO TYPICAL DETAILS.
6. Internal paintwork in a poor condition, rub down walls, prime and repaint. REFER TO TYPICAL DETAILS.
7. Make good chipped brickwork walls. REFER TO IMAGE BELOW.
8. Structural Damage noted, refer to Structural Engineer's report.
9. Door frames condition is deteriorating, rub down, prime & repaint. REFER TO TYPICAL DETAILS.
10. Internal ceilings in a poor condition. Remove and replace ceilings and cornices with new including skimming and
painting. Re-use light fittings where possible, but if not possible. install new light fittings as per Electrical Engineer's details.
REFER TO TYPICAL DETAILS.
11. Internal vinyl floor finishes in a poor condition, remove and replace with new, including skirtings. REFER TO TYPICAL
VINYL FLOOR FINISHES DETAILS.
12. Some of the windows are missing internal sills - install new internal window sills to match existing. REFER TO IMAGE
BELOW.
13. Classroom shelving in a poor condition and some are warping, remove classroom shelving and install new, as per
detailed specification during detailed design. REFER TO IMAGE BELOW.

BLOCK C1 CLASSROOM BLOCK: Scope of Works

1. Walkway ceilings in a poor condition - appears to have water damage. Remove and replace ceilings and cornices with
new including skimming and painting. Install new light fittings as per Electrical Engineer's details. Roof sheeting to be
checked for leaks and repaired or replaced. REFER TO TYPICAL DETAILS FOR CEILING SPEC. REFER TO SPEC
BELOW FOR ROOF SHEETING IF ROOF SHEETING NEEDS TO BE REPLACED.
2. Security gates have deteriorated, rub down, prime & repaint. REFER TO TYPICAL DETAILS.
3. Internal vinyl floor finishes in a poor condition, remove and replace with new, including skirtings. REFER TO TYPICAL
VINYL FLOOR FINISHES DETAILS.
4. Internal paintwork in a poor condition, rub down walls, prime and repaint. REFER TO TYPICAL DETAILS.
5. Water damage to ceilings, remove all affected panels and cornices and replace with new to match, including skimming
and painting. Roof sheeting and trusses to be inspected for leaks / damage and to be repaired or replaced. REFER TO
TYPICAL DETAILS.
6. Gutters and downpipes are damaged, install new to match existing on site or as per later detail. REFER TO TYPICAL
DETAILS.
7. External light fittings in a poor condition. Remove and replace with new as per Electrical Engineer's specifications.
8. Some of the external pipework & plumbing is damaged - repair / replace. REFER TO IMAGE BELOW.
9. Replace missing ceiling trapdoor. REFER TO IMAGE BELOW.

BLOCK C2 NUTRITION: Scope of Works

Prefab structure in a good condition - recommend replacing with a formalised structure to
detailed design.

BLOCK D & E - ABLUTIONS: Scope of Works

1. Internal paintwork in a poor condition, rub down walls, prime and repaint. REFER TO TYPICAL DETAILS.
2. No internal floor finishes have been installed. Recommend installing new floor finishes including skirtings. REFER TO
TYPICAL DETAILS.
3. Damaged plumbing to urinals - repair or replace damaged plumbing.
4. Taps on WHB are missing, install new taps. REFER TO SPEC BELOW.
5. Some of the toilets are damaged or in a poor condition, recommend replacing damaged / deteriorating toilets. REFER TO
SPEC BELOW.
6. Water damage to ceilings, remove all affected panels and cornices and replace with new to match, including skimming
and painting. Roof sheeting to be replaced. Install new light fittings as per Electrical Engineer's details. REFER TO TYPICAL
DETAILS.
7. Water leaks and pooling of water - recommend locating source of leaks and repairing.
8. Cubicle doors are damaged or missing. Remove and replace all cubicle doors with new to match existing. REFER TO
SPEC BELOW.
9. Gutters and downpipes are damaged, install new to match existing on site or as per later detail. REFER TO TYPICAL
DETAILS.

BLOCK F - CLASSROOMS: Scope of Works

1. Walkway ceilings missing / damaged. Replace ceilings and cornices with new including skimming and
painting. Install new light fittings as per Electrical Engineer's details. Roof sheeting to be checked for leaks
and repaired or replaced. REFER TO TYPICAL DETAILS.
2. External paintwork in a poor condition, rub down walls, prime and repaint. REFER TO TYPICAL DETAILS.
3. Internal paintwork in a poor condition, rub down walls, prime and repaint. REFER TO TYPICAL DETAILS.
4. Internal vinyl floor finishes in a poor condition, remove and replace with new, including skirtings. REFER
TO TYPICAL VINYL FLOOR FINISHES DETAILS.
5. Corrosion to door frames, sand off as much rust as possible, apply rust inhibiting primer to restore the
steel, prime and paint. Where it cannot be restored, to be replaced with new to match existing. REFER TO
TYPICAL DETAILS.
6. Corrosion to security gates, sand off as much rust as possible, apply rust inhibiting primer to restore the
steel, prime and paint. Where it cannot be restored, to be replaced with new to match existing. REFER TO
TYPICAL DETAILS.
7. All internal ceilings are damaged, remove and replace with new, including cornices, skimming & painting.
REFER TO TYPICAL DETAILS.
8. Replace light fittings as per Electrical Engineer's details & specifications.
9. Replace 1 x broken window glazing with new to match existing. REFER TO SPEC BELOW.
10. Leaking sink and taps in classroom - inspect for leaks and repair / replace pipes / plumbing. Remove and
replace taps and sinks. REFER TO SPEC BELOW.
11. Gutters and downpipes are damaged, install new to match existing on site or as per later detail. REFER
TO TYPICAL DETAILS.
12. Damaged timber beams and purlins - refer to Structural Engineer's report for recommendations.
13. No barge and fascia boards installed, install new to match existing on site or as per later detail. REFER
TO TYPICAL DETAILS.

REPLACE ROOF SHEETING:
Safintra0,55mmthick700mmcoverSAFLOK 700 'RAIN CLOUD' COLORPLUS interlocking concealed fix roof covering, fixed
to timber purlins at 2112mm centres and end-span purlins at 1920mm centres (final spacing to be calculated by an
engineer) by means of SL 700 Clip 21 clips secured to purlins in combination with a suitable class safintra approved wafer
head self-tapping fasteners with roof insulation, all in accordance with the manufacturer's recommendations. All aspects
to be in strict accordance with the manufacturer's latest published recommendations. Profile measurements and
proportions must be in line with the latest product specification manual as published by Safintra SA. Sheet coating AZ150.
Ridge cap to match roof sheeting.

REPAIR CHIPPED BRICKWORK:
Locate all areas of chipped or damaged brickwork, fill in until smooth and
even. Replaster and repaint. Colour to be confirmed.

INSTALL NEW INTERNAL WINDOW
SILLS:
Some of the internal windows are missing sills. Install new sills to match existing.

REPLACE WARPED SHELVING:
Remove warped shelving and replace with new to match existing.

IF ROOF SHEETING IS TO BE REPLACED, USE SPEC BELOW:
Safintra0,55mmthick700mmcoverSAFLOK 700 'RAIN CLOUD' COLORPLUS interlocking concealed fix roof covering, fixed
to timber purlins at 2112mm centres and end-span purlins at 1920mm centres (final spacing to be calculated by an
engineer) by means of SL 700 Clip 21 clips secured to purlins in combination with a suitable class safintra approved wafer
head self-tapping fasteners with roof insulation, all in accordance with the manufacturer's recommendations. All aspects
to be in strict accordance with the manufacturer's latest published recommendations. Profile measurements and
proportions must be in line with the latest product specification manual as published by Safintra SA. Sheet coating AZ150.
Ridge cap to match roof sheeting.

REPAIR EXTERNAL PIPEWORK
AND PLUMBING:
Repair replace missing and damaged external
plumbing to comply with SANS 10400.

REPLACE CEILING TRAPDOOR:
Replace missing ceiling trapdoor with new to
match existing ceiling. Prime and paint to
match.

REPLACE MISSING WHB TAPS:
TAPS: Plumline 10-year warranty Moderna
Chrome pillar tap (Code: 038735) with a flowrate
of 32 litres/minute @ 300KPa. Mixer: Moderna
Chrome pillar tap (Code: 038735). Material: DZR
(dezincification resistant brass) Brass. Finish:
Chrome. Flowrate: 32 litres/minute @ 300KPa.

REPLACE DAMAGED WC'S:
WC: Lecico Madison close couple suite colour White, seat
and cover bolted to bowl with metal washers and rubber
gaskets, 100mm outlet with cistern connected to 15mm
water supply with foot of bowl sealed to floor with abe Dow
Corning acetoxy silicone sealant. Material: Vitreous China,
Pan code: MADBOXDFL0SCSBE.

REPLACE INTERNAL CUBICLE
DOORS:
Remove existing cubicle doors and replace with
new as per schedule below. REPLACE BROKEN GLAZING:

Remove cracked window pane in 1 x T1
window.

REPLACE SINK AND TAP:
Remove sink and tap and replace with new to
match existing. Locate any leaks and repair /
replace.


